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Planning Directorate

Department of the Army

New England Division, Corps of Engineers
424 Trapelo Road

Waltham, Massachusetts 02254-9149

Attention: Mr. Joseph L. Ignazio, Director of Planning

Subject: Contract DACA33-94-D-0011
Final Report
Section 219 Environmental Infrastructure Investigation
Inflow/Infiltration and Sewer System Evaluation Study, Epping, New
Hampshire

Dear Mr. Ignazio:

We are pleased to submit to you this final inflow and infiltration report completed for the
Town of Epping, New Hampshire. This report presents our findings and conclusions on the
existing condition of the Town's sewer collection system.

As discussed in the report, we have made several recommendations for repairing specific
sewer segments in the collection system. By implementing these recommendations, we
believe the Town will not only reduce the amount of extraneous wastewater flows into the
system, but will also reduce the capital and O&M costs of the wastewater treatment plant
upgrade anticipated by the Town.

Please note that in the correspondence section of this report we have provided a written
response to the comments raised by your staff on the draft report. Also, we have delivered
to the Town the original videotapes of the collection system taken during this study as well
as two copies of the report and appendices.

We would like to express our appreciation for the cooperation we received from the New
England Division of the Corps of Engineers, particularly Mr. Matthew Walsh, and from
representatives of Epping, especially Mr. David Barker and Mr. Norman Dionne. In
addition, we would like to acknowledge the help of Utility Pipeline Services, Inc., who
completed all of the field testing needed to make this project successful.
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Mr. Joseph L. Ignazio, Director of Planning
October 2, 1996
Page 2

Thank you for this opportunity to work with the Corps of Engineers and the Town of Epping
on this important project. We look forward to working with you and your staff again in the
future.

Very truly yours,

SVERDRUP CIVIL, INC.

Brian M. Donzhoe

Senior Project Manager

BMD:pvs
Enclosures

c: James A. Pappas, SvC, w/o enclosure
David Barker, Town Administrator, w/ 2 enclosures
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I. INTRODUCTION

The Water Resources Development Act of 1992 (P.L. 102-580, Section 219) authorized the
U.S. Army Corps of Engineers to complete an environmental infrastructure investigation for
the Town of Epping, New Hampshire. The Town is located in Rockingham County in
southeastern New Hampshire. A copy of a map reproduced from a previous study is
contained in Appendix A to show the county and town limits.

The Town is responsible for the operation and maintenance of all sanitary sewers and
wastewater treatment facilities in Epping. The Town has observed that wet weather flow
increases dramatically over dry weather flows, and town officials believe this increase 1s
caused by substantial infiltration and/or inflow. The purpose of this investigation was to
evaluate the existing condition of the Town’s sewer collection system and to estimate the
amount of inflow and infiltration into the system. Field data was collected and reviewed for
this purpose. In addition, past reports on the collection system were reviewed for
information about the age, joint type, depth of existing sewers, rainfall, and groundwater and
soil conditions of the service area. Based on the results of the field investigations, estimated
costs for the removal or rehabilitation of the major sources of inflow and infiltration were
prepared, and recommendations for prioritizing the repair or rehabilitation of defects found
in the collection system were developed.

Section II of this report discusses project background, outlines the study’s purpose and
scope, and describes the existing sewer collection system. Sections III through IX of this
report discuss the results of the field testing efforts undertaken for this project. Section X
presents recommended rehabilitation alternatives for repairing sources of infiltration found
during the field work and provides planning level cost estimates for these repairs. Section
XI provides the conclusions reached through an analysis of data and offers recommendations
for removing excessive amounts of infiltration and inflow. A reference section lists those
previous reports and other guidance documents that were used to assist in selecting test
methods and areas for investigation. The correspondence section contatns written comments
raised during review of the draft report by the New England Division of the Army Corps of
Engineers and the Town of Epping. Each comment has been addressed as noted in the
response letter contained in the correspondence section. Copies of field work records for
work completed under this study are included in Appendices A-F.



H. PROJECT BACKGROUND AND  EXISTING WASTEWATER
COLLECTION AND TREATMENT FACILITIES

A. Project Background

All sewer collection systems experience some degree of infiltration or inflow. Infiltration
and inflow are commonly referred together as I/I. I/l can be considered water discharged
into a sewer collection system that does not consist of sanitary wastewater. Infiltration may
be defined as the water entering a sewer system from the ground through such means as, but
not limited to, defective pipes, pipe joints, connections or manhole walls. Infiltration does
not include and is distinguished from inflow. Inflow may be defined as water entering a
sewer system from such sources as, but not limited to, roof leaders, cellar drains, yard and
area drains, foundation drains, cooling water discharges, drains from springs and swampy
areas, manhole covers, cross connections from storm sewers and combined sewers, catch
basins, storm waters, surface runoff, street wash waters or drainage. It does not include and
is distinguished from infiltration.

I/I can reduce the ability of sewer systems and treatment facilities to handle domestic and
industrial wastewater. Health hazards and increases in water pollution can occur if the
wastewater bypasses the treatment facility or overflows the sewer system because of
overloads due to I/I. Treatment of I/l at a wastewater treatment facility increases the capital
and operation and maintenance costs of the facility. Elimination of I/ via sewer system
rehabilitation can often substantially reduce the cost of wastewater collection and treatment.
To evaluate the economic benefits attainable via sewer system rehabilitation, a logical and
systematic evaluation of the sewer system is necessary to define the I/ conditions.

The purpose of an inflow/infiltration and sewer system evaluation study is threefold: first,
to isolate sources of I/1, second, to determine each source’s flow contribution, and third to
recommend a cost-effective program for the elimination of excessive I/I. Excessive
infiltration and inflow is that quantity of extraneous water entering the sanitary sewer system
that is less expensive to remove by corrective action than to transport and treat.

Several previous studies completed on the sewer collection system for the Town of Epping
were reviewed for this project to provide general background information concerning the
description of the study area, collection and treatment facilities, topography, soils, other
subsurface conditions, climate, and historic precipitation. A list of these previous reports
is contained in the References section of this report.
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B. Purpose and Scope

The purpose of this investigation was to evaluate the existing condition of the Town’s sewer
collection system and to estimate the combined amount of inflow and infiltration into the
system. The analysis was performed to make use of as much existing data as possible.

Due to the limited size and relatively young age of the collection system, this study
consolidated some tasks typically completed as part of an inflow/infiltration and sewer
system evaluation study. This consolidation was undertaken in an effort to maximize the
benefit to the community, while maintaining control over the cost of the study. The tasks
completed as part of this study were divided into three categories:

. Infiltration/Inflow (I/1) Analysis and Sewer System Evaluation Survey
(SSES) Field Work

. Data Analysis and Engineering Report Preparation

. Assumptions

The I/1 analysis and SSES field work items were broken down further into work to be
completed during periods of low groundwater (i.e., summer) and periods of high
groundwater (i.e., fall or spring). Inflow sources were located during low groundwater
conditions, and infiltration sources were located during high groundwater conditions. Table
I1-1 lists the field work tasks completed for this study.

TABLE II-1
SUMMARY OF FIELD SERVICES UNDERTAKEN
Task Quantity Test Period
1. Building Inspections 159 buildings Summer
2. Smoke Testing 37,749 LF Summer
3. Dyed Water Testing 10 sites Summer
4, Manhole Inspections 47 manholes Spring
5. Baseline Flow Measurements 6 welr tests Spring
6. Flow Isolation 19,240 LF Spring
7. Closed Circuit Television 9,443 LF Spring
Inspection

Because this study consolidated certain tasks typically completed for an I/l analysis and
SSES, several assumptions were made before beginning any field work. These assumptions
lead to some project limitations that influenced this project. A summary of project
assumptions and study limitations is presented here:

-2



C.

No continuous wastewater flow monitoring was completed, and no incremental tlow
measurements were collected. Such data is usually used to quantify infiltration rates
during high and low groundwater periods and for estimating rainfall related inflow
during wet weather periods. Daily flow records from the wastewater treatment plant
flow meter were used to estimate the average annual amount of I/ into the collection
system.

No continuous rainfall monitoring data was collected or analyzed to estimate the
system wide quantity of inflow into the sewer system. Site specific rainfall
monitoring is typically completed to compare the variation in gauged flow rates to
rainfall intensity, total rainfall volume, rainfall rates per event, and rainfall duration
per event for the purpose of identifying inflow and its components. Instead, results
from smoke testing and house-to-house inspections completed for this study and
results from previous studies were used to estimate the amount of inflow into the
collection system.

No groundwater monitoring was completed to estimate peak or minimum infiltration
rates or to correlate groundwater infiltration rates with groundwater elevations. For
this study, it was assumed that the months of March through May represent seasonal
high groundwater for the purposes of conducting flow isolation and CCTV work.
Seasonal high flows and seasonal high infiltration rates, were confirmed by
reviewing flows measured at the wastewater treatment plant.

No benefit/cost analysis was completed to determine whether infiltration rates were
axcessive enough (i.e., greater than 4,000 gpd/inch-mile} to justify the cost of
performing the flow isolation or CCTV tasks. Flow isolation and CCTV inspection
were concentrated on those sections of sewer line where available information
indicates sewer lines are below the local groundwater level, and sections near the
center of town, which has the highest population density.

No attempt was made to confirm areas of free flow versus restricted flow in the
collection system. Discussion with the Town’s wastewater treatment plant operator

indicate no specific trouble areas where backups or blockages occur frequently.

Description of Study Area

The study area for this project included the portions of the Town connected to the sewerage
collection system. The sewerage service area is located primarily in the center of town and
serves approximately 45% of the Town’s residences (D-H, 1980). It consists of
approximately 7.2 miles of sewer line including, approximately 34,000 linear feet of 8-inch
gravity sewer and approximately 2,500 linear feet of 12-inch gravity sewer. One sewage
pump station with a 6-inch force main is part of the town owned and operated collection
system, and several privately owned lift stations are found throughout the system. The
Lamprey River winds through the center of town and is the receiving water for the Town’s
waslewater treatment plant discharge. Figure ii-1 shows the existing wastewater collection
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system for the Town of Epping. This mapping was provided by the Town for use in this
study, Essentially, the entire study area 1s well served by roadways. According to
discussions with the Town, development pressures have not significantly changed over the
past.several years. Most of the buildings appear to be single family restdences with some
muitiple family residences and apartment and condominium complexes. Some commercial
and limited industrial establishments are located throughout the town.

The original collection system was constructed under one construction contract during 1970
and 1971, hence, most of the existing system is about 25 years old. The existing collection
system has not increased its service area substantially since the original system was
constructed. The sewer lines constructed under the original contract are class 2400 asbestos
cement sewer pipe with M-ring joints. Approximately 220 linear feet of the original system
are cement-lined ductile iron. This pipe was used for crossing the Lamprey River from
Water Street to the sewerage pump station (D-H, 1980). According to the Town’s
wastewater treatment plant operator, sewer pipe installed since 1971 has been mostly made
of PVC.

The pump station serves approximately 84% of the Town’s sewage service connections.
This station is a prefabricated dry pit type and is equipped with two alternating vertical
centrifugal sewage pumps each capable of discharging 250 gallons per minute (gpm) at 75
teet of total dynamic head. The force main from the pump station was constructed of Class
150 asbestos cement pressure pipe with ring-tite pressure joints (D-H, 1980). It discharges
to a manhole at the intersection of Mill and Elm Streets.

All of the original manholes are made of precast concrete cement barrel sections with 1-Y4-
inch x 1-%2-inch poly joints. The pipe lines were sealed to manholes with non-shrink grout.
Manhole frames and lids are of heavy duty construction without perforations.

Discussions with the Town’s wastewater treatment plant operator did not identify any sewer
segments of the collection system that frequently become blocked or manholes that overflow.
The existing collection system does not have any bypass or overflow structures that wouid
allow untreated wastewater to be discharged at any point in the system, except for discharge
at the treatment plant. Also, the Town does not have a storm drain system.

The entire wastewater collection system was divided into six subsystems for this study as
shown in Figure II-1. These subsystems, labeled A, B, B1, C, D, and E were selected to be
identical to those used for previous investigations. Figure II-2 shows the identification
system used throughout this study to reference manholes in each subsystem. All upstream
tributaries in each subsystem flow to a common potnt, which is labeled as manhole number
1 for each subsystem.
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D. Subsurtace Conditions, Topography, and Precipitation

Subsurface conditions, including the elevation of groundwater in relation to the depth of
sewers in the collection system, are important items to consider when identifying areas where
excessive infiltration most likely may occur. Sewers that are below the groundwater table
throughout the year will exhibit higher infiltration rates than those only seasonally below the
groundwater table. Dufresne-Henry (1980) studied available subsurface information to
identify which sewers in the collection system are either seasonally, year-round, or never
below the groundwater table. This information is summarized in Figure 3-1 of their report.
A copy of Figure 3-1 is contained in Appendix A for reference. As discussed later, this
information was used to help limit the areas to be investigated for sources of infiltration.

Topography and precipitation, along with soil characteristics, are important items to consider
when i1dentifying areas that may be affected by inflow through cellar drains, yard and area
drains, foundation drains, manhole covers, surface runoff, or other drainage. Figure 3-2 of
the Dufresne-Henry 1980 report illustrates the qualitative drainage characteristics of the
service area and the location of borings taken in 1965 for the purpose of designing and
constructing the sewer collection system. Soil characteristics were identified as either well-
drained or poorly-drained. From this information, it is believed that a large area of Epping’s
service area is manmade land, which requires on-site investigations for more accurate
classifications of drainage characteristics.

Rockingham County and the Town of Epping are located in the southeast section of New
Hampshire and have noticeable seasonal changes. The summers are warm with a mixture
of sunshine and precipitation, while the winters are cold with precipitation occurring in the
form of rain or snow. Average precipitation in the area is equivalent to 42 inches of rainfall.

While some of the information provided in the 1980 report has been used throughout this
study, the reader should refer to that report for more detail about the service area
characteristics. Also, that report contains copies of the 1965 boring logs used to identify
areas of high groundwater.

The 1980 report estimated the following percentages of the sewer collection system under
the groundwater table for varying amounts of time throughout the year.

Never Submerged 32 percent (32%)
Seasonally Submerged 41 percent (41%)
Year-round Submerged 27 percent (27%)

Although that data was evaluated more than 15 years ago, based on discussions with the
Town’s wastewater treatment plant operator and an estimate of the length of existing sewers
making up the collection system, the system has not changed considerably since that study
was completed. Hence, the areas that are submerged seasonally or year-round were assumed
to include approximately 68 percent (68%) of the existing collection system. Based on the
estimated 36,500 linear feet of existing gravity sewer, 25,000 linear feet may be under the
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groundwater table for at least part of the year. This information was used to help guide
further field investigations to identify those areas most likely to exhibit high rates of
infiltration.

E. Existing Wastewater Treatment Facilities

‘The Town operates one wastewater treatment facility located on Lagoon Road. The existing
facility is an aerated lagoon system that discharges to the Lamprey River. The existing
wastewater treatment facilities include a comminutor at the headworks followed by two
aerated lagoons and a chlorine contact chamber.

The flows to the plant are approaching the design capacity of the existing facilities. The
facility was designed for an average daily flow of 135,000 gpd, a maximum daily flow of
270,000 gpd, and a peak flow of 405,000 gpd (D-H, 1980). Based on the plant’s wastewater
flow records, the average daily flow into the plant during 1994 was about 128,000 gpd and
in 1995 about 120,000 gpd.

The existing National Pollutant Discharge Elimination System (NPDES) Permit, issued by
the New Hampshire DES, allows a maximum daily discharge from the plant of 265,000 gpd.
Because the plant can often regulate the discharge from the plant to the river by using the
existing stabilization ponds for storage, the plant typically discharges less than the maximum
daily discharge allowed by the NPDES Permit. During the summer months, when flow in
the Lamprey River is below 6 cfs, the Town is prevented by its NPDES Permit from
discharging to the river. Through proper planning, the plant is able to release additional
wastewater during late spring. This acts to drawdown the ponds in preparation of storing the
wastewater flow during low flow summer months, when discharge to the river is
discontinued.

The existing NPDES Permit is scheduled to be renewed by the State of New Hampshire.
The Town expects the existing NPDES Permit to be modified requiring more stringent
effluent limitations to be met. The proposed limits provided by the NH DES are as follows:

TABLE II-2
ANTICIPATED NPDES PERMIT EFFLUENT LIMITATIONS
Monthly Average (mg/l)
Effluent Parameter Summer Winter
(June 1 to Oct. 31) (Nov. 1 to May 31)
CBOD 11 11
Dissolved Oxygen >7.0 > 7.0
Tota! Phosphorus 0.75 0.75
TKN 3.7 5.2
Chlorine Residual 0.12 0.00
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To meet these more stringent eftluent limitations, the Town will need to upgrade its existing
treatment systems. This upgrade will be required regardless of whether I/ is removed.
However, removal of I/l will help control the costs to operate and maintain the upgraded
wastewater treatment plant. To date, the Town has received preliminary estimates of what
possible upgrades will be required. Possible biological treatment schemes include modifying
the aeration lagoons to run in a step acration mode or installing a packed bed biological
reactor system. Other process upgrades may include adding chemical addition and sand
filters for phosphorus removal. As discussed later, this information was used to evaluate and
prioritize corrective measures to eliminate 1/1 identified by this study.
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ilI. BUILDING INSPECTION RESULTS

The purpose of completing internal building inspections, or house-to-house inspections, is
to visually identify private inflow sources and to establish whether property owners within
the community are in compliance (or not in compliance) with local sewer ordinances
pertaining to infiltration and inflow sources. For this study, 159 homes and businesses were
contacted, in cooperation with town officials, to have house-to-house inspections completed.
These homes were selected primarily because they were located within areas identified in
previous reports to be areas with high groundwater levels. A copy of the log sheets and
other data collected during this phase of the work is contained in Appendix B.

Each home and business establishment within the designated study area was visited to
determine whether roof drains, cellar floor drains, sump pumps, or other such I/1 sources
were present, and where they discharged. The inspector recorded the findings for each
property visited on a separate log sheet. A follow-up visit was made to properties where no
one was present during the initial inspection attempt. If the inspector was not admitted into
the building, it was noted on the log sheet.

Table III-1 summarizes the buildings where sump pumps were observed to be located in
basements, but currently not plumbed directly to the sanitary sewer system. These sump
pumps should not contribute any inflow to the existing sewer collection system. However,
a total of 36 such sump pumps was identified in this category. Often, buildings with sump
pump connections maintain two possible connections, one that discharges outside and one
that could discharge to the sewer system during times when flows into the house are high and
outside weather conditions do not make discharge outside feasible. During such conditions,
these owners may switch the sump discharge to the sewer system in order to avoid other
difficulties such as frozen discharge lines or the inability for the discharge to infiltrate into
frozen subsurface. Therefore, the Town should be aware of these sump pump locations and
if possible, verify that they continue to not be connected to the sewer system.

‘Table 11I-2 summarizes those buildings where inflow sources were identified or suspected
of being connected directly to the sanitary sewer system. The inflow sources identified by
this phase of the work included nine (9) sump pumps observed to be directly plumbed to the
sanitary sewer system, two (2) buildings with open drain pipes in the basement, and eight (8)
buildings with roof leaders or yard drains that may be suspected of being connected directly
to the sewer system. The buildings with suspected roof leaders and yard drain connections
to the sewer system were investigated further, during the dyed water phase of work discussed
in Section V, to see if these sites were in fact directly connected to the Town's collection
system,

In addition to these confirmed or suspect sites, Table 111-2 summarizes the nine buildings
where inspectors were denied entry. Each of these buildings is in areas identified with high
groundwater and also areas with sump pumps observed in adjacent buildings. Most of the
buildings in these areas have sump pumps as shown in Tables 1I1-1 and H1-2. Therefore, it



TABLE 111-1
SUMMARY OF OBSERVED SUMP PUMPS NOT DISCHARGING TO
SANITARY SEWER

Street Number and Address

0000  Acre Street

0004 Acre Street

0010 Acre Street

0015 Acre Street

0037 Church Street
0041 Church Street
0059 Church Street
0056 Main Street
0087 Main Street

0095 Main Street
0110 Main Street

0069 Main Street
0010 Moore Street
0001 Pleasant Street
0003 Pleasant Street
0007 Pleasant Street
0024 Pleasant Street
0027 Pleasant Street
0032 Pleasant Street
0043 Pleasant Street
0064 Pleasant Street
0022 Railroad Avenue
0038 Railroad Avenue
0042 Railroad Avenue
0098 Railroad Avenue
0134 Railroad Avenue
0041 St. Laurent Street
0045 St. Laurent Street
0060 St. Laurent Street
0072 St. Laurent Street
0085 St. Laurent Street
0088 St. Laurent Street
0017 Water Street
0019 Water Street
0037  Water Street
0041  Water Street - Hogarth Country Day School
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TABLE I11-2
SUMMARY OF INFLOW SOURCES IDENTIFIED OR SUSPECTED DURING
HOUSE-TO-HOUSE INSPECTIONS

Type of Inflow Source Street No. and Address

1. Observed Sump Pumps Connected to | 0014 Acre Street
Sewer 0023 Church Street
0072 Main Street
0100 Main Street
0023 Pleasant Street
0074 Railroad Avenue
0100 Railroad Avenue
0104 Railroad Avenue
0018 Water Street

2. Observed Open Drains in Basement 0004 Acre Street
0041 Water Street - Hogarth Country
Day School

3. Suspect Roof Leaders 0088 Main Street
0003 Pleasant Street
0032 Pleasant Street
0045 Pleasant Street
0048 Pleasant Street
0042 Railroad Avenue
0018 Water Street

4. Suspect Yard Drains 0077 St. Laurent Street

5. Inspectors Refused Entry 0007 Church Street
0106 Main Street

0117 Main Street

0105 Main Street

0020 Pleasant Street
0019 Railroad Avenue
0032 St. Laurent Street
0023 Water Street
0051 Water Street
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is reasonable to expect that some of these buildings may have sump pumps located in the
basements. However, without access, this cannot be confirmed.

Based on the results of the house-to-house inspections, 18 separate buildings were identified
to have either observed, or suspected inflow sources to the sewer system. Inspectors were
denied access to another nine buildings, so the existence of inflow sources at these buildings
could not be determined. These 27 buildings represent about 17 percent (17%) of the total
number of buildings inspected, which may represent direct inflow connections to the Town'’s
sewer system. [n addition, the 36 sump pumps observed not to be directly connected to the
sewer system during the inspection, represent potential inflow sources if the discharge piping
is ever modified. Including these sump pumps, a total of 63 of the 159 buildings (or 40%)
inspected have the potential to contribute significant amounts of inflow to the sewer
collection system.

As discussed in the recommendations section, Section XI, the Town should take action, if
possible, to ensure that all of the positively identified inflow sources are disconnected from
the sewer system. In addition, the Town should complete follow-up inspections of all
potential identified private inflow sources to confirm that they remain disconnected in the
future.
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1V. SMOKE TESTING RESULTS

The purpose of smoke testing is to identify locations of storm water and groundwater entry
into the sanitary sewer system. Smoke testing is used to locate direct connections to the
sewer system including downspouts, area drains, driveway drains, stairwell drains, and patio
drains. Indirect connections from storm sewers or ditches which require I/1 to pass through
soil seams can also be identified with smoke testing under specific circumstances. In the
case of Epping, no separate storm sewers are known to exist in the Town. Therefore, direct
connections from storm drainage systems were not expected to be of concern.

The methodology followed for smoke testing the Town’s sewer system began by
coordinating this work with the fire department, police department, and the office of the
selectman. A meeting was held on August 14, 1995 to discuss the testing, demonstrate the
equipment to be used, and understand the requirements for notifying the town officials of the
upcoming field work. The public was notified of the smoke testing work by sending a public
notification, both in the local paper and by a door-to-door teafleting program. This work was
coordinated with town officials, and all residents were given the town hall telephone number
to call for additional information. A copy of the notification used for the Town is shown in
Figure IV-1.

The smoke testing work was conducted in the summer of 1995, during a period of anticipated
low groundwater. It was determined that the entire sewer collection system would be smoke
tested because it was the Town’s belief that inflow was the primary I/l problem in the
system.

Smoke was produced by 3 minute smoke candles, which were forced into each manhole
using a gasoline-powered, high-volume blower. Lines were restricted at the upstream and
downstream manholes of each test segment to concentrate the smoke within the test segment.
Each test segment was typically two manhole reaches in length.

“Suspect” inflow sources were recorded along with confirmed sources which actually
smoked. Examples of suspect sources include driveway drains, stairwell drains, window
well drains, patio and area drains, and downspouts piped underground or to the foundation.

Smoke testing was performed on a total of 37,749 LF of sanitary sewer within the study area
as shown in Table IV-1. The sewer collection system map (Figure I11-1) does not show all
of the sewer segments that were tested during this phase of the work. In Subsystem E, the
sewer collection system that serves the Pine Pond Residential Park was not shown. These
sewer segments are located in Highland Drive, Shore Drive, and Edgewood Drive. A copy
of a map, which was obtained by the field crew during testing, and showing these sewer lines
is contained in Appendix A for reference. Also, in Subsystem B, the sewer lines connecting
to the Whispering Pines Apartment complex were not shown on the collection system map.
These segments in Subsystems B and E, which were identified in the tield, were smoke
tested.
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Figure 1V-1
Smoke Testing Notification Flyer

SEWER WORK
NOTICE

Utility Pipeline Services, Inc. is currently conducting a sewer system study in the town
of Epping for the purpose of locating sources of storm water inflow to the sanitary
sewer. The study will locate direct and indirect connections such as catch basins,
area drains, roof drains, broken sewer pipe and deteriorated pipe joints. One of the
methods to be utilized is smoke testing of the sanitary sewer.

During testing, white smoke is introduced through the sanitary sewer system via a
smoke generating machine. During this procedure white smoke will be venting from
holes in manhole covers located on the street and plumbing vent pipes located on or
near your roof surface. THIS IS NORMAL AND SHOULD NOT BE CAUSE FOR
ALARM

Smoke should not enter your premise unless there is a dry trap in your basement floor
drain or any unused plumbing fixtures. You may wish to pour some water down your
basement floor drain or unused plumbing fixture to insure that the drain trap will be
effective. Smoke could alsc enter the building through defective plumbing. The owner
should note this because if odors were to develop in the sewer system, these odors
may possibly enter your building through the defective plumbing.

Should smoke be detected within the building, DON'T BE ALARMED. The smoke is

NON-TOXIC AND NON-STAINING. Simply ventilate the home and report the
presence of smoke to the people conducting the test outside in the vicinity of your
building. {f possible, they will assist you in locating the source which allowed smoke to

enter the building.

Your cooperation is appreciated in this effort to provide you with sanitary sewer
service for the lowest possible cost. If you have any questions, please call the
Selectman's office at 679-5441.

PLEASE NOTE:

A} You are not required to be home when the testing is being performed on your
street.

B} Once you receive this notice, the test will be performed 24 to 72 hours after
notification. However, rain, holidays, and weekends may shift test periods
beyond the 24 to 72 hour time frame.
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TABLE IV-1
SUMMARY OF SMOKE TESTING BY SUBSYSTEM

Length

Subsystem (Linear Feet)

7,630

13,114

562

4,501

1,490

10,452

Total 37,749

mocn¥w >

The smoke testing field work uncovered only two direct inflow sources that smoked. The
first case was a broken elbow drain connected to an abandoned building. The elbow was
located slightly above ground elevation. Since the only water that could enter this broken
drain was rainfall that fell directly onto it, this source would not be a significant source of
inflow to the system. The second case was an open drain pipe located in an open field,
nearby to an old mobile home. Only runoff that falls within its smali drainage area could be
captured by this pipe, so this source was not a significant source of inflow. After this site
was found, and while the smoke testing work was ongoing, the Town’s wastewater treatment
plant operator indicated that he had already sealed off that drain by filling it with a mix of
concrete, thereby eliminating future inflow.

Field records and data collected during the smoke testing work are contained in Appendix

C. Copies of reference photographs and field sketches of the two identified smoke sites are
included in this appendix.
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V. DYED WATER TESTING RESULTS

The purpose of dyed water testing, or rainfall simulation, is to identify and confirm inflow
sources to the sanitary sewer system. This test is useful to identify those suspect sites
uncovered during the smoke testing and building inspection phases of this work, especially
suspect downspouts and area drains. 1f connected to the sewer system, these sites may not
have been uncovered during the previous testing phases because of trapped building service
laterals or clogging in the drain or downspout.

Dyed water testing was completed on June, 25, 1996 tor 10 suspect roof leaders or yard
drains identified during the building inspections or during the smoke testing work. None of
these suspect sites were connected to the sanitary sewer system. Appendix D contains
documentation of the suspect sites and addresses of the dyed water testing completed.



VI FLOW ISOLATION RESULTS

Flow isolation work, which was conducted to further pinpoint and quantity the amount of
infiltration in the collection system, was completed in two phases. In the first phase, baseline
infiltration measurements were taken for each of the six subsysterns. This information was
compared with data previously collected by others to gain insight into whether infiltration
into the sewer system appears to be increasing over time. These measurements were taken
between 12:00 AM and 5:00 AM on the morning of March 15, 1996.

The results of the baseline infiltration measurements are shown in Table VI-1. As shown,
only Subsystem E approached an infiltration rate of 4,000 gpd per inch-mile of sewer line,
which is often used as an indicator of excessive infiltration. Each of the other subsystems
showed lower amounts of infiltration at the time the measurements were taken. Qverall, the
wastewater collection system showed infiltration rates under 3,000 gpd per inch-mile of
sewer line. This is a number indicative of moderate amounts of infiltration in the sewer
system.

Based on the results of the baseline measurements, individual sewer segments were
identified for further flow isolation testing. The sewer segments selected for flow isolation
testing are shown in Figure VI-1. Several segments were selected because they are in the
center of town, which is the most heavily populated area. Most segments were selected
because they are in areas believed to be under groundwater throughout most of the year
according to previous reports (D-H, 1980). The sewer lines not selected in subsystems A,
C, and E were expected to be above the groundwater table for a significant amount of the
year. Also, a review of the surface contours in the area indicated these lines to be at higher
elevation than those near the river. Therefore, these areas were not expected to be large
contributors of infiltration into the sewer system. All of Subsystem D was tested by flow
isolation. Because the scope of this phase limited the length of sewer pipelines to be flow
isolated, some areas of Subsystem B, which indicated some of the higher infiltration
flowrates in the baseline measurements, were not able to be flow i1solated.

This phase of the flow isolation work was conducted during the early morning hours of April
3 and 4, 1996, when sanitary flows in the collection system are assumed to be minimal.
Isolation of sewer segments was undertaken by blocking the upstream sewer line, waiting
for flows in the isolated segment to stabilize, and measuring flows in the isolated segment
using a portable flow measuring weir. Because measurements were taken in the early
morning hours, between 2:00 AM. and 5:00 A M., all of the flow in the segment was
assumed to be attributed to infiltration.

Table VI-2 shows the results of the flow isolation work completed for this study; only the
segments isolated are shown in this table. Approximately 19,240 L.F. of sewer line was flow
isolated. Owverall, infiltration into the sewer lines that were isolated amounted to more than
120,000 gpd.  As with the baseline measurements, Subsystems B, D, and E showced the
highest amounts of infiltration, when measured as the infiltration per foot ot pipe tlow
isolated. The infiltration ranged from 6.8 gpd/ft in Subsystem D, 7.2 gpd/ft for Subsystem
B, and 9.7 gpd/ft in Subsystem E. All of the other subsystems showed less than 3.7 gpd/ft
of infiltration.
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TABLE VI-1

BASELINE INFILTRATION MEASUREMENTS

Taken March 15, 1996

Subsyster/Description Ei‘g_?;fd Diameter Inch-Miles | Baseline Infiltration Measurements
. {GPD per
(Feet) {Inch) (Inch-mile) (GPD) inch-mite)
Subsystem A
(Gravity Line in Subsystem 1,630 8 11.56 21,600 1,870
IEstimaled Length below Groundwater * 1,300
[Percent under Groundwater 17%
Subsystem B
Gravity Line in Subsystem 13,120 8 19.88 48,960 2,460
iEslimaied Length below Groundwater * 3,200
Percent under Groundwater 24%
Subsystem B1
Gravity Line in Subsystem 560 8 0.35 1,440 1,700
JEstimated Length below Groundwater * 0
[Percent under Groundwater 0%
Subsystem €
Gravity Line in Subsystem 4,500 8 6.82 12,960 1,900
Estimated Length below Groundwater * 2,550
Percent under Groundwater 57%
Subsystem D
Gravity Line in Subsystem 1,490 8 2.26 6,480 2,870
Estimated Length below Groundwater * 750
Percent under Groundwater 50%
Subsystem E
8" Gravity Line in Subsystem 7,950 8 12.05
12" Gravity Line in Subsystem 2,500 12 5.68
Total Gravity Line in Subsystem 10,450 69,120 3,900
|Estimated Length below Groundwater * 4,250
Percent under Groundwater 41%
[Total for All Subsystems
[Total Gravity Lines in Sewer System 37,750 59.1 160,560 2,720
ITotal Length Gravity Lines below Groundwater 12,050
Percent under Groundwater 2%

* Estimated lengih of gravity sewer line below groundwater year round as taken from Figore 3-1 of D-H 1980.
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TABLE ¥1.2
SUMMARY OF FLOW ISOLATION MEASUREMENTS BY SUBRSYSTEM
Coliected April 34, 1996

Flow Isolation Measurements
Subsystem/Roadway Location Dinmeter l.e;:sg:.:e I-':Inw From MH To MH 1 ;T:::rg::;:m ln;'oll;‘rlot:oé&e i Seg.l;inéfs.'fll:r'ﬂ * ?&h:;:o:: Se(i.-:is:enﬁ:w Field Comments
solated Isolated Inspection Infiltration
(Inches) (Feet) {GPD) (GPD/FY) (Feet} (GPD) (GPD}
Pubsystem A
Main Strect 8 221 26 16 0 0.0 &3 6,480 0 Manhoie 16 leaking
Main Street 8 342 16 14 0 0.0 [+ ] \]
IMain Strect H] 209 14 1 0 0.0 o 360 0 Manhole 11 leaking
IMain Smeet 8 148 1 1 0 0.0 1] [H 0
[Main Smreet 3 308 7 L] 0 0.0 4] [H 0
[High Soeet 3 538 13 11 1,080 2.0 4] 0 0
1Ban.lcl: Strect 3 613 10 T 1.080 1.8 o M 1]
[Easemeni berween Main and Mill Streets 3 1,127 6 2 5,040 45 117 0 0
[Easement off Mill Steet 3 160 F] 1 0 0.0 V] [H 0
PMill Street 8 86 D-1 A2 0 0.0 0 0 Q
fTotal for Subsystera ) 3,952 _ _ 7,200 1.4 1,127 6,840 L] 5,760 GPD flow in lines not tested by flow isolation
JSubsyslem B
[Main Suest 8 519 31 45 380 0.7 V] 0 0
[Main Strect 8 808 45 3 1,440 1.3 ¢ 0 1]
IMain Street 8 293 4 3 0 0.0 [+ 0 0
IMain Steet 8 206 3 2 4,320 21.0 206 0 0 Leakage Observed at Pipe Crown
[Water Sucet 8 361 2 Bl-1 4] 2.0 ¢ 0 1] MH B1-1 in guner line
[Main Street and Bunker Ave 3 674 23 2 8,640 12.8 674 0 0 MH 2 in gurter line
[St. Laurent Sweet 3 1,051 7 pal 15,840 15.1 1,051 0 0 T
[Mocre Swreet 2 is 44 43 360 1.0 4] 1] 0
[Total for Subsystem 3 4,233 ~ _ 30,950 7.2 1,931 0 L] 38,380 GPD flow in lines not tested by Mow isolation
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TABLE VI-2
SUMMARY OF FLOW ISOLATION MEASUREMENTS BY SUBSYSTEM

(Continued)

Collected April 34, 1996

Flow Isotation Measurements

. " Sewer Infiliration in lnﬁ.ll.raﬁoq per | Segment Selected | Observed Observed y
Subsystem/Toadway Location Diameter Ler;lll:‘:'lduw From MH To MH Isolated Segment Fulmwrlrlzw {m [:lmmn Service Flow Field Comments
(Inches) {Feet) {GPD) (GPD/Fn) (Feet) (GPD)} (GPD)
JSubsystem B1
[Moore Street 5 562 4 1 1,800 32 o Q 1] E
[Water Swreet 8 147 1 A-1 0 0.0 o 0 0 E
[Total for Subsystem 3 0% _ _ 1,800 1.5 1 L] ] ihm [ofiltration per 1938 DH Report i
[Subsystem C
[Water Street 8 91 5 2 0 0.0 0 4] 0 o
[Water Street [ a2 2 1 0 0.0 ] a 0 MH 1 has cracked pre-cast walls with signs of previous leakage
Raitroad Ave B 135 12 B 720 21 0 ] 0 T
IRAilrcad Ave g 925 ] 5 8,640 9.3 ans T 0 MH 5 leaking. N
[Total for Subsystem 1 2,513 _ _ 9,360 7 925 70 ¢ 3,600 GPD Mow in lines not tested by flow isolatico o
[Subsystem D
Pike Street 8 782 8 3 4,320 55 382 0 [+]
IMill Strect 8 301 4 3 1,440 4.3 301 Q 0
[Mill Sreet & 4«07 3 1 4,320 10.6 407 0 ]
(Total for Subsystem 3 1,490 _ B 10,080 [ %] 1,490 L 1] Zero Infiltration per 1988 DH Report




9-1A

TABLE YI-2
SUMMARY OF FLOW ISOLATION MEASUREMENTS BY SUBSYSTEM

Collected April 3-4, 1996

{Continued)

Flow Isolation Measurements
Subsystem/Roadway Location Diameter ui‘&" Fow| FromMH | ToMH . m:m I}mmﬁ";i; o R r é# - %m GObmred Field Comments
Isolated 1salated Inspection Infiltration

(Inches) (Feet) (GPD) {(GPD/Fy) (Feet) (GPD) (GFPD)
[Subsystem E
Elm Strect 8 1,127 26 22 1,440 1.3 0 720 Q MH 22 leaking: 720 GPD from upsream of MH 26; 1,440 GPD from privale sewer
Elm Strect 8 156 2 18 14,400 923 156 Q o} Infiltration may be coming from private sewer that iee’s in benween MH 22 and MH (8
Etm Coutt P 508 17 15 14,400 8”1 508 0 0 Definite st;r;lg[g;glp zcsifity. Ohserved flow variatons with peak of 20, L0 G0 and
Elm Strect 8 76 18 15 0 0.0 il 0 0 "
Elm Strect 8 156 15 14 720 4.6 156 0 0
High Street g 1,006 21 18 8,640 8.6 1,006 0 o
Calef Highway B 615 9 T o 0.0 0 [} [}
Calef Highway 12 961 14 0 10,080 10.5 961 180 2640 MH 10 leaking
[Calef Highway 12 50 10 7 4] 0.0 0 0 0
Lagoor Road 12 1,038 7 2 10,200 10.4 1,038 0 0 N
Lagoor. Road 12 300 1 1 70 14 0 0 0
[Total 8" Gravity Line in Subsystem ] 3,54 _ _ 39,600 10.0 1,826 T 0
[Total 12" Gravity Line in Subsystem 12 2,349 _ _ 21,600 9.2 1,999 180 8640 T
Total for Subsystew 212 6,293 _ _ 41,200 9.7 3825 900 3,640 710 GPD flow in lines not tested by flow isolaton
(Tatal for All Subsystems
"Total B Gravity Line in Subsystem 8 16,391 _ N 99,000 59 7299 3,280 0
‘Total 12" Gravity Line in Subsystem 12 1,349 _ = 11,600 9.1 1,999 180 8,640
Total for All Subsystems _ 19,240 _ N 120,600 6.3 9,298 3,460 3.640




Table VI-2 also shows the segments that were selected to be inspected using Closed Circuit
Television (CCTV). The segments with the highest infiltration, measured as gpd per foot
of pipe, were selected for {urther testing. In addition, in cases where segments with high
infiltration were separated by segments with low infiltration, the segments with low
infiltration were included for CCTV inspection in order to evaluate the potential for
infiltration migration along the sewer line.

During the flow isolation work, the tield crews noted any unusual flow occurrences. As
shown by the field records, several manholes or connections between manholes and sewer
lines showed visible infiltration. While conducting work on the Elm Court sewer segment,
the field crews identified definite sump pump activity. Flows in this segment varied
periodically from a low of 5,670 gpd to a high of 20,160 gpd. The average flow during this
time was estimated to be 14,400 gpd. The private sewer servicing the Pine Pond Residential
Park, adjacent to Brannigan’s Pond in Subsystem E, was running at a steady rate of 14,400
gpd. This high flow was unusual because the measurements were taken in the early moming
hours. Since the sewer servicing this residential park is privately owned, no additional
testing to 1dentify the source of the high flows was undertaken.

The data summarized in Table V1-2, indicated that most of the significant infiltration was
captured during flow isolation data collection. For each subsystem where the entire system
was not isolated, the field crews noted the flow contribution due to the up gradient (untested)
sewer lines. For most of the subsystems, the remaining infiltration was relatively small when
measured as the amount of gallons per day per foot of untested sewer line. However,
Subsystem B continued to show the highest amounts of infiltration. The 38,880 gpd
infiltration measured from the approximately 8,900 LF of sewer line not isolated showed
more than 4 gpd/ft of remaining infiltration. This amount was still less than the worst
conditions of the segments selected for testing by CCTV.
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vVIil. MANHOLE INSPECTION RESULTS

The purpose of manhole inspections is to determine the actual physical conditions of this part
of the sewer system. The data generated is useful, not just for this study, but for use by the
Town as an integral part of a routine sewer maintenance program. This data is also useful
to verify sewer line configurations and subsystem boundaries.

The manhole inspection work gathered information about each manhole including, the
condition, shape and size of the manhole frame and cover, defects such as cracks and breaks
in the walls, shelf, or invert, and estimated infiltration rates. A copy of all field records taken
during this work is contained in Appendix E.

The manholes inspected were located in the areas where CCTV inspection of the sewer
system was conducted. A total of 47 manholes were identified for inspection. Figure VI1I-1
shows the areas where these manholes are located. Manhole inspection was completed May
28 and 29, 1996. Of the 47 manholes identified, nine were buried or paved over and could
not be inspected. Table VII-1 lists those manholes that were not found because they appear
to be paved over. This table also lists three manholes found with the manhole covers below
grade. These defects may allow inflow into these manholes. These manholes should be
repaired to raise the covers to be at grade with the surrounding landscape. This corrective
action will help reduce the amount of inflow into the collection system and allow regular
inspection in the future.

TABLE VII-1
SUMMARY OF BURIED MANHOLES

Manhole
Subsystem/Manhole Defect Number Roadway
Subsystem B
Buried Manhole MHs 20 and 21 Bunker St
MHs 24, 25, and St. Laurent St
26
Subsystem C
Buried Manhole MHs 6, and 7 Railroad Ave
Manhole Cover Below Grade MHs 5 and 8 Railroad Ave
Subsystem E
Buried Manhole MH 6 Lagoon Rd
MH 11 Route 125
Manhole Cover Below Grade M1 19 Route 125

VIl -1}
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. The walls of the manhales that could be inspected are of precast concrete construction, while
the floor, inverts, and corbels are made of brick. All appear to remain structurally sound.
The walls, floors, and inverts of most of the manholes that could be inspected appeared to
be in fair to good condition. However, 28 of the manhoies inspected showed signs of
missing mortar in the corbel section. In these, the corbel sections were rated as poor to f{air.

As part of the inspection, each line entering and leaving the manhole was visually inspected
for visible infiltration sources. Data collected from this work indicated that seven (7) of 39
manholes (18%) showed visible leakage through joint defects where the manhole and sewer
line connect. Another six (6) manholes showed signs of mineral deposits at joints, which are
typical indications of previous leakage. These 13 manholes, amounting to 33% of the 39
manholes inspected, revealed infiltration of 11,880 gpd at the time of the inspection. In
addition, data collected during the flow isolation work noted an additional four (4) manholes
that were leaking, but which were not included in the manholes inspected in this phase of the
work.

Based on information provided from previous studies (D-H, 1980}, the pipeline connections
to the manholes could be expected to be a significant defect because of the type of
construction used to install the manhole. That is, the connections between the manhole and
sewer lines were made only with non-shrink grout. Current sewer installation construction
techniques use rubber seals, which provide a tighter and longer-lasting seal between the pipc
and manhole.
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VIII. CLOSED CIRCUIT TELEVISION (CCTV) RESULTS

Closed-circuit television inspection was conducted within sewer segments that showed the
highest amount of infiltration during the flow isolation phase of this work. These segments
are located in areas suspected to contribute significant amounts of infiltration. Figure VIII-1
shows the sewer lines inspected by CCTV as part of this study. Sewer lines within areas
known to have high groundwater levels and sewer lines next to waterways were included in
the CCTV program.

The methodology used for the CCTV work included flushing the lines to be inspected with
high pressure water. Any debris or other material was pushed down the line to the
wastewater treatment plant. After cleaning the line, a closed-circuit television was pulled
through the sewer segment to be investigated. A videotape log of the procedure was kept and
written records were completed in the field.

CCTV inspection was performed to further pinpoint infiltration sources and to determine the
current condition of the sewer system. Field work was conducted on May 23, 24 and 28,
1996. A total of 43 sewer segments, consisting of 9,443 L.F. of sewer lines, were inspected.
Field crews provided a summary report and four (4) videotapes documenting the inspection.
A copy of the data collection records and an index of videotape contents has been given to
the Town. The field records include a table listing sewer line location, pipe size, pipe type,
pipe joint spacing, surface type, total length and field observations. These records also
include a television log for each sewer segment inspected by CCTV. The television log
includes information such as videotape number, video start and end times, camera viewing
angle (upstream or downstream), and a summary of observations. Infiltration rates for defects
were visually estimated by the field personnel.

A review of the summary report prepared by Utility Pipeline Service, Inc. and the CCTV
videotapes confirmed that sewer lines were constructed using Asbestos Cement Pipe (ACP).
The pipelines are generally in good condition, however, several sewer segments have
experienced settling, leaking joints, and/or grease/scum buildups. Mineral deposits at service
connections and pipe joints were observed at several locations. These types of deposits are
indications of past leakage.

Table VIII-I presents a summary of the sewer lines inspected including, subsystem reference,
location, manhole identification, total segment length, defects, and estimated infiltration rates
(gpd) identified by CCTV. As shown in Table VIIL-I, 14 of the 43 segments (33%) did not

contain any defects.

The remaining 29 segments were determined to contain miscellaneous defects. Five (5) of
the 43 segments (12%) contained a defective pipe joint or service connection. The defects
were located on Bunker Avenue, Main Street, Lagoon Road, Eim Street, and High Street;
they were not grouped in one particular area, Infiltration rates for this type of defect ranged
from 180 gpd to 1440 gpd based on observations made at the time of CCTV inspection. A
total of 2,887 gpd of infiltration was attributed to defective pipe joints or service connections.
Eight (8) of the 43 segments (19%) had leaks/infiltration where the pipe joined the manhole.
A total of 15,480 gpd of infiltration was identified during CCTV inspection.

VI -1
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TABLE VIII-1
SUMMARY OF CCTV INSPECTION BY SUBSYSTEM

Subsystem/ Roadway Location Ml\?l_;o S;ﬁilnt Defects Identified by CCTV 1 dlé:::ilg:;ig; g?jt;\;
Length
(L.F.) (GPD)

Subsystem A

Easement between Main and Mill 3to2 168 No defects 0
Easement between Main and Mill 4103 290 No defects 0
Easement between Main and Mill 5to4 343 Sag in sewer line (two locations) 0
Easement between Main and Mill 6to5 243 Leak at MH connection 720

Total for Subsystem 1,044 720
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TABLE VIII-1

{Continued)

SUMMARY OF CCTV INSPECTION BY SUBSYSTEM

Subsystem/ Roadway Location MNI:I_;O S;rg(:rtlilnt Defects Identified by CCTV I dl::li::ftir:;ig;l ?ét,;v
Length
(L.F.) (GPD)

Subsystem B

Bunker Ave. 19t02 122 No defects 0
Main St. 2to3 207 Mineral deposits 0
Bunker Ave. 20to 19 176 Leak at pipe joint 360
Bunker Ave. 20t0 21 38 No defects 0
Bunker Ave. 21t022 135 Camerz under water due to sag 0
Main St. 23 10 22 138 rSnzzc:gl ;?alsz\:;; iglse, leak at pipe joint, 180
St. Laurent St. 24 t0 23 259 {\(/)I(i:zzr;\ésc;eposits, sag in sewer line (two 0
St. Laurent St. 25t024 237 Mineral deposits, sag in sewer 0
St. Laurent St. 26 t0 25 230 Minera! deposits 0
St. Laurent St. 27 to0 26 370 Mineral deposits 0
Total for Subsystem 1,962 _ 540
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TABLE VIII-1 (Continued)
SUMMARY OF CCTV INSPECTION BY SUBSYSTEM

Subsystem/ Roadway Location MNIiIHtO S;::Snt Defects Identified by CCTV I dlili;lilit_::gig; (Ij{?jt’f‘v
Length
(L.F.) (GPD)

Subsystem C

Railroad Ave. 6to5 197 No defects 0
Railroad Ave. 7tob 358 Sag in sewer line 0
Railroad Ave. 8to7 358 Mineral deposits 0
Total for Subsystem 913 0
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TABLE VIII-1

(Continued)

SUMMARY OF CCTV INSPECTION BY SUBSYSTEM

Subsystem/ Roadway Location MRI:};O S;t:::elnt Lcfects Identified by CCTV I dI:::il:_lrea;iE; gét,;v
Length
(L.F.) (GPD)

Subsystem D

Mill St. 2tol 268 No defects 0
Mill St. 3to2 137 No defects 0
Mill St. 4t03 301 Service connection infiltration 0
Pike St. 5to3 302 Mineral deposits 0
Pike St. 6105 223 Mineral deposits at service 0
Pike St. 7t06 181 No defects 0
Pike St. 8to7 78 No detects 0
Mill St. 1t 1.1 80 Sag in sewer line 0
Total for Subsystem 1,570 | 0
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TABLE VIII-1

{Continued)

SUMMARY OF CCTYV INSPECTION BY SUBSYSTEM

Subsystem/ Roadway Location M}\I:Hto Sial:g(:ltlilnt Defects Identified by CCTV I dt:;i:;:irezgig;l g?:t;v
Length
(L.F.) (GPD)
Subsystem E
Lagoon Rd. 3to2 325 Leak at MH connection 1,440
Lagoon Rd. 4t03 223 Leak at MH connection; two locations 1,080
Lagoon Rd. 5to4 250 Leak at MH connection 1,440
Lagoon Rd. 6105 248 Leak at MH con{lect'ion; two locations 2,347
and leak at hole in pipe
Lagoon Rd. 7t06 32 No defects 0
Lagoon Rd. 10to 7 60 No defects 0
Calef Highway I1to 10 165 Leak at MH connection 3,600
Calef Highway 12to0 11 205 Leak at MH connection 2,880
Calef Highway 13t012 212 Leak at MH connection 2,160
Elm Street 1411013 36 No defects 0




S-1IA

TABLE VIIi-1

(Continued)

SUMMARY OF CCTV INSPECTION BY SUBSYSTEM

. MH to Total Infiltration Rate
Subsystem/ Roadway Location MH Segment L:efects Identified by CCTV Identified by CCTV
Length
| 1 @B | (GPD)
Subsystem E (Continued) -
Elm Street 15t0 14 160 Sag in sewer line; leak in pipe joint 720
Elm Court 16to 15 304 Mineral deposits 0
Elm Court 17to 16 205 Mineral deposits 0
Elm Street 22to0 18 156 No defects 0
High Street 19to 18 307 Minera! deposits, sag in sewer line 0
High Street 20 (t;) ) 19 355 Leak i aole in pipe, mineral deposits 1,440
High Street 211020 344 Minerai deposits 0
Elm Street 14t0 14.1 367 No defects 0
Total for Subsystem 3,954 | 17,107
Total for Al Subsystems 9,443 18,367

(1) Infiltration flow not listed in Utility Pipeline Summary i<sr. .-

- Estimated potential infiltration flow rate of 1 gpm.




Nine (9) of the 43 segments (21%) throughout the study area contained sags. Three (3)
sewer segments contained multiple sags. The pipelines developed low points due to
settlement. No infiltration was directly attributable to the sags, however, several pipelines
containing sags also had mineral deposits, indicating that infiltration may have occurred in
the past, and may be a future concern. The sags adversely affect hydraulic operation and
maintenance of the sewer system.

Fourteen (14) of the 43 segments (33%) contained mineral deposits. Mineral deposits
indicate locations of previous leakage. Although no infiltration was observed at these
locations at the time of CCTV inspection, these defects may be considered potential sources
of infiltration.
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IX. SUMMARY OF INFILTRATION AND INFLOW POTENTIAL

‘The smoke testing, dyed water testing, and house-to-house inspections confirmed that the
area of the Epping wastewater collection system studied does not have a significant problem
at this time with direct inflow connections. Direct inflow connections are those that cause
an immediate increase in flow to the wastewater treatment plant while a storm event is
ongoing. However, the types of defects identified by flow isolation testing, manhole
inspections, and CCTV inspections show that infiltration into the collection system does
occur. In addition, discussions with the wastewater treatment plant operator and a review
of the wastewater treatment plant flow records, indicates the rate of infiltration increases
soon after rain events. This type of response to rain events is often referred to as rainfall
induced infiltration. Rainfall induced infiltration causes an increased flow to the wastewater
treatment plant, but the peak from this type of flow is usually delayed until after the storm
event has passed, often one or more days after the storm is over. Similar findings were
reported in a previous study (D-H, 1980).

For this study, an estimate of average annual I/I was prepared by evaluating the 1995
wastewater flow records provided by the Town. Figure IX-1 shows the average monthly
flows to the wastewater treatment plant over that period. During that year, the average daily
wastewater flow to the wastewater treatment plant was about 123,000 gpd. The minimum
daily flows of about 81,000 gpd occurred in August, and this daily flow was assumed iv ..
a good approximation of the community’s baseline sanitary wastewater flow (i.e., flows not
including contributions from [/}. During the month of August, groundwater levels waie
assumed to be at their lowest, and only minimal amounts of infiltration would be expected.
With these assumptions made, the total annual I/l was estimated by comparing the difference
between the estimated baseline sanitary wastewater flow (81,000 gpd) and the monthly
flowrates of 1995. By this method, the average annual I/ in 1995 was about 42,000 gpd.

The current estimates of wastewater flow and average annual I/I were compared with
estimates included in previous studies. In 1980, the average daily wastewater flow and the
average annual I/T were estimated at 107,200 gpd and 32,000 gpd, respectively (D-H, 1980).
From 1980 to 1995, the average daily wastewater flow to the wastewater treatment plant has
increased approximately 12 Zrcent (+2%) from 107,200 gpd to L’Q%;‘Bﬂogcg,pd. During the
same period, the average annual I/] into the collection system has increased about 32 percent
(32%) from 32,000 gpd to 42,000 gpd. Based on this comparison, the average annual I/] rate
appears to be increasing faster than the average daily wastewater flow.

The I/I rates identified for this study imply that it may be cost effective to remove some
extraneous infiltration rather than to continue transporting and treating. In 1980, it was
found that the amount of I/l should exceed 2,900 gpd/inch-mile before such 1/ could be
considered excessive, and therefore, cost effective to eliminate. As shown in Table VI-1, the
system-wide infiltration rate measured for this study (2,720 gpd/inch-mile) suggests the
collection system is approaching, and some sections have exceeded, the rate of I/ where it
is becoming cost effective to remove. The cost effectiveness of removing /1 is discussed in
more detail in Section X.
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X.  REHABILITATION METHODS AND COST ESTIMATES
A.  Typical Rehabilitation Methods

The amount and type of rehabilitation proposed is based upon the findings of the physical
survey and inspection program. The details of these findings and the recommended type and
amount of rehabilitation is discussed in greater detail below. In order to effectively reduce
I/1, it may be necessary to rehabilitate both pipelines and manholes. The following is a
review of typical rehabilitation methods.

1. Pipeline Rehabilitation Methods

Several pipeline rehabilitation methods are typically considered. These methods are listed
as follows:

. Excavation and Replacement
. Sliplining

. Cured in Place Pipe (CIPP)

. Chemical Grouting

. Other Rehabilitation Methods

The following is a brief description of each method of rehabilitation method.
a. Lxcavation and Replacement

This method requires the excavation and removal of the defective sewer sections and
replacement with new ones, or construction of a new line parallel to the defective pipe. This
is usually the most expensive method of rehabilitation as most of the sewers are in roadways
and may require the removal and replacement of pavement, disruption of traffic, trench
dewatering, maintenance of sewage flow, shoring, and potential interference with adjacent
utilities and underground structures. This method is used when one or more of the following
conditions exist:

1. Sewers and/or manholes have lost their structural integrity, i.e., they are
broken, crushed or badly deteriorated.

2. Where sewer enlargement, or grade and/or alignment change is necessary.

3. Where replacement of sewerage material is required to prevent recurrence of
structural damage.

The cost of excavation and replacement can vary considerably due to the diameter of pipe,
depth of the trench, type of pavement and location of the sewer. For example, a small
diameter sewer in a shallow trench in a given residential street will cost considerably less to
replace than a pipe of equal or greater diameter in a deeper trench in a busy street.
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b. Sliplining

Sliplining, sometimes referred to as pipe insertion, is the pulling of a poiyethylene pipe
through a straight section of sewer line to provide a new inner lining for the existing pipe.
This method is used when the existing sewer has a large number of leaking joints or cracked
pipes. However, for this method to be used, the pipe must still have structural integrity. If
the existing sewer is crushed or sags exist between manholes, this method does not apply.

The technique involves joining polyethylene pipe sections aboveground to a desired length
to span from manhole to manhole. Joints are formed by heating and joining ends. The
resulting fused joints are strong and waterproof. The assembled pipe is then pulled through
the existing sewer. Grout is used to seal the annular space at each manhole. The entire
length of annular space between manholes may be grouted, if necessary, or if greater strength
is desired.

The resulting sewer will have a smaller diameter than the original sewer. However, capacity
of the lined pipe may be equal or better than the old pipe due to lower friction resistance
offered by the smooth liner. Other advantages to this rehabilitation method are low leakage
rates due to the butt weld joints, corrosion and abrasion resistance and flexibility. This
method is useful when excavation is difficult or undesirable; it is also used for sewers with
massive root problems or corrosive flows.

There are a number of different liners available that fall under the heading of sliplining.
These include Drawdown Liners, Deformed and Reshaped Liners and Segmented Liners.

Service connections to the new inner sewer can be made without excavation by the use of
remote controlled cutting tools or flexible core drills. The service lateral can also be lined
using segmented liners. This involves a small excavation at the property line to expose the
lateral and allow for the insertion of the sections of segmented liner. After the lateral is
lined, a core drill follows to reactivate the service lateral connection to the main sewer.

c. Cured in Place Pipe (CIPP)

Cured in Place Pipe (CIPP) is a lining process that produces a pipe within a pipe. In the
CIPP process, a flexible liner made of a woven or nonwoven fabric and manufactured into
~atube is impregnated with a thermosetting resin, introduced into the pipe to be rehabilitated
and then cured to form the pipe within a pipe.

Prior to this type of reconstruction, the sewer line is cleaned and inspected to be sure it 1s
properly prepared for the lining process. A variety of cleaning methods can be employed,
depending on the size and type of pipe and the characteristics and amount of debris or other
foreign material that is present in the sewer. Most sewers can be cleaned by the use of high
pressure jetting equipment. I[n instances of an accumulation of heavier amounts of debris,
it may be necessary to use a hydraulically propelled cleaning head. Still heavier debris may
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require the use of buckets to remove and in extreme cases, excavation may be necessary to
remove obstruction.

Before installation, the liner is saturated with the thermosetting resin. The tlexible liner is
fed into the defective pipe through the manhole. The installation varies depending upon the
CIPP process used. Once the liner is in place, water under pressure pushes it against the host
pipe and holds it in what will become the permanent position. The water pumped into the
Itner is heated, and this causes the resin to cure. This curing process takes several hours
during which time, sewage is pumped around the construction area. Closed circuit television
and a remote controlled cutting tool within the new pipe are used to reopen service
connections.

The advantages of the CIPP method are the following: no extensive excavation required; less
room is needed than for conventional sliplining; improved flow characteristics; minimal
diameter reduction; and the CIPP can fit all shapes of conduit.

There are a number of processes and firms that provide the CIPP, including: Inliner, U.S.A.,
Insituform, KM Liner and Superliner. Liner materials and thermosetting systems vary
considerably and can be tailored for any particular application. Most CIPP processes pull
the liner in place through a manhole with the aid of a cable and winch. Insituform utilizes
the inversion process of liner installation. In this process, a tower and inversion standpije
is erected over a manhole or other access point. Water from a convenient source is used to
fill the inversion standpipe. The force of the column of water pushes the liner inside-ont,
termed inversion, and into the pipe being reconstructed.

d. Chemical Grouting

Chemical grouting is a technique used to seal ieaking joints and circumferential cracks in
otherwise structurally sound pipe so that it is impervious to water.

The two chemical grouts commonly used are acrylamide gel and polyurethane foam. The
acrylamide gel stops leaks by decreasing the permeability of the soil. The polyurethane foam

seals leaks by injecting the grout into the pipe opening thereby forming a barrier.

Limitations to grout sealing:

l. Gel grout repairs cannot be used as a structural repair for broken, crushed or
badly cracked pipes.

2. The effectiveness of gels may be reduced in soils containing large interstices
unless measures are taken to remedy the situation,

3. May not be effective on a pipe that is not properly supported.

Chemical grouts are normally applied to joints and cracks under pressure after appropriate
cleaning and testing of the substrate surface. The grout is applied internally within a sewer



and thus does not damage or interfere with other utilities or facilities. This method does not
require excavation or site restoration.

The cost of chemical grouting varies with sewer diameter, and quality and quantity of cracks
and/or joints that require sealing.

Past experience with chemical grouting to remove infiltration indicates removal rates of 50
to 70 percent and a limited life span (5 years).

e. Other Rehabilitation Methods

New rehabilitation methods are continually being developed, especially in the area of
“Trenchless Technology.” These new technologies should be considered when
contemplating rehabilitation work. One of these methods is “Sanipor.” The Sanipor System
is described only as an example of new technologies being developed.

The Sanipor System is a system that claims to seal leaks in mains, manholes and service
laterals without excavation. After the sewer is cleaned, a sodium silicate solution is pumped
into the sewer filling the main, manhole and laterals. The solution is subject to a 3-5 foot
head above groundwater, and fills the cracks and defects in the system. The solution is
pumped out and a second solution of reactive silica, ester and acidic components is
immediately pumped in and reacts with the remains in the ground of the first solution to form
a hard non-porous matrix outside the pipe which will prevent infiltration and exfiltration.
The solution is pumped out of the sewer and can be used again in other areas to be
rehabilitated.

The manufacturers claim that the solutions are environmentally friendly and contain only
biodegradable and nontoxic chemicals.

2. Manhole Rehabilitation

Manhole rehabilitation can be accomplished by a number of methods depending on the
defects. Defects which can cause infiltration include deep cracks, surface and joint
deterioration in the manhole walls, bench and invert deterioration, as well as defective pipe
seals. Inflow may enter the manhole through deterioration, as well as defective pipe seals.
Inflow may enter the manhole through deterioration of the frame and cover and/or its seal
with the manhole chimney, and direct connections from storm drain systems. Deteriorated
frames, covers and chimneys should be replaced and the seal between the new frame and the
chimney made watertight.

Repairs to manhole walls are usually accomplished by application of a cementitious layer
or epoxy lining. In all cases, active water leaks must be stopped before applying a liner to
the walls. There are several lining materials and costs can vary widely. Some liners offer
restoration of structural integrity while others do not. Manhole repairs should be considered
on a case by case basis.



B. Estimated Costs for Transport and Treatment

One objective of this study was to determine whether the infiltration and inflow 1dentified
by this study represents an excessive amount of extraneous wastewater flow. Excessive
infiltration and inflow is defined as the amount of I/ that is more cost effective to remove
from the collection system through rehabilitation than to continue transporting and treating
at the treatment plant. Therefore, the cost effectiveness of rehabilitating sections of the
Town’s collection system depends on a comparison of the costs to transport and treat the 1/1
against the costs to rehabilitate.

In the case of Epping, the transport and treat (T&T) costs are expected to increase
substantially in the near future. This increase will be due to the new upgraded treatmeut
processes that will be required to meet the more stringent NPDES Permit effluent limitations.
Therefore, a reasonable analysis for evaluating the cost-effectiveness of rehabilitating the
collection system should be based on a comparison using the best estimates of anticipated
costs of T&T at the upgraded treatment plant. Information provided by the Town was used
for this analysis.

The current operating budget along with estimates of incremental increases to these costs for
an upgraded wastewater treatment plant have been used to develop T&T costs for Epping'=
system. The current operating budget for the existing wastewater treatment plant and
collection system is approximately $125,000. The Town has received preliminary estimates
of the additional operating and maintenance costs for the upgraded facility. These costs may
range from a low of $48,000 to more than $110,000 per year. These estimates are widely
unknown at this time until a design is selected for the upgraded plant. The actual cost of the
operation and maintenance will depend largely on the type of treatment process selected for
construction. Because of the uncertainty, both values of incremental operation and
maintenance costs have been used to estimate the cost of T&T. On the low end, the
estimated T&T cost with the upgraded treatment facility on-line will be $173,000 per year,
and on the high end, the T&T costs will be $235,000 per year.

Assuming the current average annual wastewater flow to the treatment plant of 123,000 gpd,
the average cost of T&T was assumed to range between $1.41/gpd up to $1.90/gpd. When
the cost to rehabilitate a sewer segment, measured as the cost to rehabilitate per gallon of I/
removed per day, is less than $1.90/gpd, then the rehabilitation alternative is considered cost
effective.

C. Estimated Unit Costs for Selected Rehabilitation Alternatives

The unit cost for rehabilitation depends on the alternative selected for rehabilitation. Table
X-1 contains estimated unit costs for removing typical sources of inflow, such as sump
pumps and area drains. Table X-2 contains estimated unit costs for removing infiltration
from sewer segments and manholes.



TABLE X-1

TYPICAL INFLOW SOURCES, POSSIBLE REHABILITATION
ALTERNATIVES AND ASSOCIATED UNIT COSTS

Possible Rehabilitation

Sources Alternatives Unit Costs

Roof leader connections. Dls.c onr}ectlon and flow $357/connection.
redirection.

Foundation drains. Dls.c onr.lectlon and flow $857/drain.
redirection.
Di ti fl

Sump pumps. isconnechion and flow $536/occurrence.
redirection.

Basement drains. Dls.c om}ectlon and flow $857/drain.
redirection.

Yard drains. Disconnection, plugging, and | voq
flow redirection.

Area drains. DlSCOﬂn&-?CtIO.n, plugging, and $6. //drain.
flow redirection.

Driveway drains. Disconnection and flow $857/drain.

redirection.

Cleanouts.

Sealing.

vT2iclcaniog.,

Service line leaks.

ILR® service line.

| $1,785/§§'r"v.ir,_c line.

(1) ILR - In-Line Rehabilitation




INFILTRATION REHABILITA

TABLE X-2 :

ND ASSOCIATED

TION ALTERNATIVES A
UNIT COSTS
CHEMICAL GROUTING
Pipe Diameter = 8" 12"
Cleaning and CCTV Inspection $/LF $1.50 $1.50
Grouting $/LF (13 ft joint spacing) §1.75 $2.00
Total Repair $/LF $3.25 $3.50

CURED IN PLACE PIPE (CIPP) *
FOR PAVED/GRASSY AREAS - $/LF

Pipe Diameter = 8" 12"
Length Depth
ANY ANY $72 $108

* MUST CUT PROTRUDING SERVICE LINES PRIOR TO ILR @ $1500 PER PROTRUDING

SERVICE LINE.

MANHOLE REHABILITATION

Manhole Rehabilitation $/VLF

$100 per vertical linear foot




Inflow sources are identified during.smoke testing and building inspections. As discussed
in Section IV, the smoke testing work did not uncover any significant inflow sources
throughout the entire collection system. However as discussed in Section 111, the building
inspections found several sump pumps connected directly to the sewer system, but these
sumps are privately owned. Since the Town is not expected to be required to pay for
removal of these private inflow sources, the cost effectiveness of removing them was not
considered in this study. These illegal connections should be removed by the property
owners to comply with the Town’s sewer use regulations.

As discussed in Section VIII, the CCTV Inspection findings of this study did not uncover
any sewer segments that were not structurally sound. No severely collapsed or crushed pipes
were identified. Therefore, the alternative of excavating and replacing sewer segments is not
needed to correct any defect.

Several sewer segments showed signs of settlement, which resulted in a sagging sewer line.
This condition is typically caused by poor subbase preparation during construction. The
alternative selected to repair this type of defect is the CIPP. This rehabilitation method is
able to add structural strength to the sewer line and can be installed in pipe segments that
have settled. Unit costs for this work were obtained from a local sales representative of this
process who provided budgeting estimates for 8-inch and 12-inch diameter pipelines. A 20%
contingency allowance has been added to account for engineering fees and construction
allowances.

Other sewer segments were found to have high infiltration during the flow isolation work,
and during CCTV inspection, these segments showed mineral deposit buildups at several
joints along the segment. For these segments, which remain structurally sound, the
recommended alternative is chemical grouting of the joints. In these cases, grouting of atl
joints in the section between adjacent manholes is recommended. This recommendation was
made to reduce the possibility of infiltration migrating from one joint that may be repaired
to another joint that was not repaired. Often by repairing only one joint defect, the local
groundwater levels will rise, and this may cause an adjacent joint to begin leaking or leak at
a higher rate. Unit costs for chemical grouting of pipeline joints were provided by Utility
Pipeline Services, Inc. (UPSI), who frequently collect cost data on rehabilitation methods to
prepare cost estimates for similar studies.

For those manholes that showed infiltration at the connection between the manhole and the
sewer line, the recommended alternative is manhole rehabilitation. Unit costs for manhole
rehabilitation are based on budgeting estimates provided by UPSI.

D. Recommended Rehabilitation Alternatives
The data from the flow iselation, CCTV inspection, and manhole inspections was used to
recommend rehabilitation alternatives. As discussed earlier, the sewer segments chosen for

CCTV and manhole inspection were selected because flow isolation data showed these
segments have the highest amounts of infiltration. The CCTV data was used to determine
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those sewer segments with defects, such as sagging lines or mineral deposits at joints. The
manhole inspection data provided information on those manholes that showed poor
connections between the manhole and sewer lines. Segments that did not show defects were
considered sound and further rehabilitation was not recommended.

Once specific sewer segments with defects were identified, the flow isolation data collected
in April was used to assign removable rates of infiltration to each defect. The removable
infiltration rates were used, as discussed below, to estimate the reduction in infiltration
throughout the collection system when the recommended repairs are implemented. In cases
where flow isolation was completed on reaches that spanned several manholes, the
infiltration measured during the flow isolation work was assigned to only those manhole-to-
manhole segments with defects. For example, as shown in Table VI-2, flow isolation found
the sewer segments between manholes 6 and 2 in Subsystem A had 5,040 gpd infiltration.
However, as shown in Table VIII-1, CCTV inspection found the segments between manholes
2 to 3 and 3 to 4 had no defects. Therefore, the 5,040 gpd of infiltration was assigned to the
remaining two reaches between manholes 6 and 4. The total amount of infiltration was split
between manhole reach 6 to 5 and reach 5 to 4 in proportion to the length of each segment
to the total length. Continuing with the example, the total length from manhole 6 to 4 is 586
LE, which includes 243 LF from manhole 6 to 5 and 343 LF from manhole 5 to 4 .
Therefore, 2,090 gpd was assigned to the reach between manholes 6 and 5 and the difference,
or 2,950 gpd, was assigned to the reach between manholes 5 and 4.

Table X-3 summarizes the sewer segments recommended for rehabilitation. In this table,
sewer segments are grouped by Subsystem. The in-line rehabilitation techniques
recommended are either CIPP or chemical grouting. The total estimated cost for the
rehabilitation is shown as well as the cost of rehabilitation per gpd removed. In most cases
the cost to rehabilitate per gpd removed using chemical joint grouting is less than the T&T
cost (which ranges between $1.41/gpd and $1.90/gpd), but the cost to rehabilitate per gpd
removed using CIPP is greater than the T&T cost.

Table X-4 summarizes by Subsystem the manholes recommended for rehabilitation.
Rehabilitation would include repairing the connection between the manhole and all sewer
lines connected to the manhole. In all cases, the cost to rehabilitate manholes would be less
than the T&T cost.

Table X-5 prioritizes the combination of sewer segments and manholes recommended for
rehabilitation. This table is sorted by Subsystem and shows the most cost effective repairs
first. Chemical grouting and manhole rehabilitation are the most cost effective repairs.
When considered as a whole, the total cost of repairs is cost effective when compared against
the higher T&T cost. That is, the total cost of the repairs, including CIPP, chemical grouting
of joints, and manhole rehabilitation, is estimated to remove a maximum of 88,470 gpd for
a cost of $1.87 per gpd. This is less than the $1.90/gpd T&T cost estimated for the high end
of an upgraded wastewater treatment plant. Using the low T&T cost of $1.41/gpd, repair of
all defects would be about 33% more expensive than continuing to transport and treat this
infitteation.
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TABLE X-3

SEWER REHABILITATION RECOMMENDATIONS

Subsystem/Roadwsy Location MX#I:Q SLeg:l:ltg.e::t Defects Identified by CCTV Inr:t::;i::!%‘ te Recomr;le:tﬁ:g Repair Rehlgi%{ninn Total Cost C‘;::J;::gzn
(L.F.) (GPD) (S/L.F.) ( $/Repair ) (S/GPD)

Subsystem A
Easement between Main and Mill | 5104 ] 343 ’Sag in sewer line {two locations) 2,950 CIPP $72.00 1 $24,696.00 $8.37
Subsystem B
Main St 2103 207 |Mineral deposits 4,320 Chemical Grouting $3125 $672.75 $0.16
Bunker Ave 20to 19 176 |Leak at pipe joint 3,387 Chemical Grouting $3.25 $572.00 5017
Bunker Ave. 21w 22 135 Camera under water due to sag 2,598 CIFP §72.00 £9,720.00 $3.74
Main St 23w22 138 [Sag inn sewer line, leak at pipe joint, mineral deposits 2,656 CIPP $72.00 £9,936.00 £2.74
St Laurent St. 2410 23 259 Mineral deposits, sag in sewer line (two locations) 1,656 CiFp $72.00 $18,648.00 $11.26
51, Laurent St. 251024 237  |Mineral deposits, sag in sewer 1,515 CIPP 572.00 $17,064.00 $iL.26
St Laurent St. 26 to 25 230 |Mineral deposits 1,470 Chemical Grouting $3.25 §747.50 $0.51
St. Laurent St 271026 370 Mineral deposits 2,368 Chemical Grouting $3.25 $1,202.50 $0.51
[Total by Subsystem 1,752 19,966 £58,563 5293
Subsystem C
Raiiroad Ave 706 358 Sag in sewer line 2,880 CIPP $72.00 $25,776.00 $8.95
Railroad Ave 8?7 358 Mineral deposits 2,280 Chemical Grouting $325 51,163.50 50.40
[Total by Subsystem 716 5,760 £26,940 54.68




I-X

TaBLE x-3 (Continued)

SEWER REHABILITATION RECOMMENDATIONS

i
- MH to Total . , infiltration Rate] Recommended Repair Unit ‘ Cost per GPD
Subsystern/Roadway Locatien MH Sffrr::el:t Defects Identified by CCTV Recovered Method Rchaglllttl!mn Total Cost Recovered
4 08
(LF) (GPD) (S/L.F.) { S/Repair } (5/GPD)
Subsystem D
Mill St 4t03 301 |Service connection infiltraton 1,440 Chemical Grouting £3.25 $978.25 . $0.68
Pike St 5103 302 Mineral deposits 2,483 Chemical Grouting £3.25 $981.50 \ $0.39
Pike 5t 6105 223 Mineral deposits at service 1,835 Chemical Grouting $325 $724.75 $0.3%
Mill St. 1wl 80 Sag in sewer line 4,320 CIPP $72.00 $5,760.00 | $1.33
i

Totat by Subsystem 906 10,080 $3,445 $0.84
Subsystem E
Elm Street 1500 14 160 {Sag in sewer line; leak in pipe joint 720 CIPP $72.00 $11,520.00 $16.00
Elm Court 1610 15 304 Mineral deposits 3,386 Chemical Grouting $3.25 £038.00 : £0.29
Elm Coun 17te 16 205 Mineral deposits 2,284 Chemical Grouting 5£3.25 £666.25 029
High Street 191018 307 Mineral deposits, sag in sewer line 4,007 CIPP £72.00 $22,104.00 ; 54,82
High Streat 2010 19 355  |Leak at hole in pipe, mineral deposits 4,633 Chemical Grouting $3.25 £1,153.75 §01.25
High Street 211020 344 |Mineral deposits 4,490 Chemical Grouting £3.25 £1.118.00 ¢ $0.25
Total by Subsystem 1,675 19,520 537,560 51.92
Total for All Subsystems 5,391 58,276 $156,193 52.63




MANHOLE REHABILITATION RECOMMENDATIONS

TABLE X4

Subsysiem/Roadway Location | MH | MH Depth Defects Identified by CCTV B Yoass Recommended Repair Rebabiitation | Total Cost | Cost per GPD
Recovered Cost
(V.LF.) {GPD) ($/L.F) ( $/Repair) ($/GPDY

Subsystem A

f-asement between Main and $ 6.5  |Leak at MH connection 2,090 Manhole Rehabilitation $100.00 $650.00 50,31
Subsytem E

Lagcon Rd. 2 8.5 Leak at MH connection 3,356 Manhole Rehabilitation $100.00 £350.00 $0.25
Lagoon Rd. 4 15.75 Leak at MH connection; twoe locations 2,302 Manhole Rehabilitation £100.00 $1,575.00 £0.68
Lagoon Rd. 5 1425  |Leak at MH connection 2,581 Manhole Rebabilitation $100.00 $1,425.00 £0.55
Lagoon Rd. [ 14 Leak at MH connection; two locations and leak at hole in pipe 2,561 Manhole Rehabilitation $100.00 $1,400.00 $0.55
Calef Highway 10 13 Leak at MH connection 4,495 Manhole Rehabilitation $100.00 $1,300.00 50.29
(Calef Highway 12 10,25 Leak at MH comnection 5,585 Manhole Rehabilitation $100.00 $1,025.00 $0.18
Calef Highway 13 8 Leak at MH connection 5,776 Manhole Rehabilitation $100.00 $800.00 £0.14
Total lor Subsystem 26,656 $8375.00 5031
'Total for All Subsystems 18,746 $9,025.00 50,31




TABLE X-5

SEWER AND MANHOLE REHABILITATION RECOMMENDATIONS
By Increasing 3/GPD Recovered for each Subsystem

Subsystem/Roadway Location | Vi {® ?_%}:g.:}-" Defects [dentified by CCTV Infillration Rate Recommended Repair Rehalcl;]ﬂmi;t::tim Total Cost | €35t per GPD
(L.F.} {GPD} (S/L.F.) ($/Repair} (S/GPD)

Subsystem A
iGasement between Main and Mill 5 243 jLeak at MH connection 2,090 Manhole Rehabilitation $100.00 $650.00 $0.31
Easement between Main and Mill S5tod 343 |Sag in sewer line (two locations} 2,950 CIPP §72.00 $24,696.00 $8.37
Tutal by Subsystem 586 5,040 $25,346.00 55.03

Subsystem B
Main St. 2wl 207  |Mineral depasits 4,320 Chemical Grouting $3.28 £672.75 20.14
:Buni.er Ave, 2010 1% 176  |Leak at pipe joint 3,387 Chemical Grouting $3.25 $572.00 o7
181, Laurent St. 27 to 26 370 |Minera! deposits 5,347 Chemical Grouting £3.25 $1,202.50 £0.22
St. Laurent St. 261025 233 |Mineral deposits 3,34 Chemical Grouting $3.25 $747.50 $022
Main St. 23w 22 138 |Sag in sewer line, leak at pipe joint, mineral deposits 2,656 CIPP 572.00 $5,936.00 $3.74
13unker Ave 211022 135 Camera under water due 1o sap 2,598 CIPP $72.00 £9,720.00 £3.74
St Laurent 51, 241023 259  iMineral deposits, sag in sewer line (two locations) 3,743 CIPP $72.00 $18,648.00 5198
:S: Laurent St. 250 24 237 |Mineral deposits, sag in sewer 3,425 CIPP £72.00 $17,064.00 £4.58
Total by Subsystem 1,752 28,800 $58,562.75 £2.03
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TABLE X-5

{Continued)

SEWER AND MANHOLE REHABILITATION RECOMMENDATIONS
By Increasing $/GPD Recovered for each Subsystem

Subsystem/Roadway Location "%’d“ SL%E? Defects 1dentified by CCTV lnfi{f:g:’,el;‘" Recomx]z\:{e:;:?’ Repair Rchagi:ligxﬁnn Total Cost C(&s;g;::ggn
(L.F.) (GPD) ($/L.F.) {$/Repair) (S/GPD)

Subsystem C
Railroad Ave. Bto? 358  |Mineral deposits 4,320 Chemical Grouting $3.25 $1,163.50 50.27
Railroad Ave. 7t06 358 Sag in sewer line 4,320 CIPP $£72.00 $25,776,00 £597
Total by Subsystem 716 8,640 $26,939.50 $3.12
Subsystem D
Pike St 6105 223 |Mineral deposits at service 1,835 Chemical Grouting $3.25 $724.75 5039
Pike St 513 302 [Mineral deposits 2,485 Chemical Grouting £3.25 $981.50 $0.39
Mill St 4103 301 Service connection infiltration 1,440 Chemical Grouting §3.25 £978.25 50.68
Ml St itoll 80 Sag in sewer line 4,320 CIPP $72.00 £5,760.00 51.33
Total by Subsystem %06 10,080 $8,434.50 50.84




TABLE X-5 (Continued)
SEWER AND MANHOLE REHABILITATION RECOMMENDATIONS
By Increasing $/GPD Recovered for each Subsystem

Total

Unit

Subsystem/Roadway Location N;I:I;o Slfeg:;:t Defects [dentified by CCTV lnrﬁt::ﬁ?t'::lne Ruom';f;:ﬁ Repair Reh:(l::ngi?tiun Total Cost C(!)lselcpoen::fezn
(L.F) (GPD) ($/L.F.) ($/Repair) (S/GPD)

Subsystem E
Calef Highway 12 212 Leak at MH coanection 3672 Manhole Rehabilitation $100.00 $200.00 SC.22
Lagoon Rd. 2 325 Leak at MH connection 3,356 Manhole Rehabilitation $100.00 585000 30.25
Calef Highway 12 205  |Leak at MH connection 3,551 Manhole Rehabilitation $100.00 $1,025.00 50.29
tElm Court 17to 16 205 |Mineral deposits 2,284 Chemical Grouting $325 $666.25 $0.29
Flm Court 16to i5 304  |Mineral deposits 3,386 Chemical Grouting $3.25 $988.00 $0.29
High Street 20w 19 355  {Leak at hole in pipe, mineral deposits 3,049 Chemical Grouting $3.25 $1,153.75 $0.38
High Street 211020 344 |Mineral deposits 2,954 Chemical Grouting $3.25 $1,118.00 $0.38
Calef Highway 10 165 L.eak at MH connection 2,858 Manhole Rehabilitation $100.00 $1,300.00 50.45
1.agoon Rd. 6 248 |Leak at MH connection; two locations and leak at hole in pipe 2,561 Manhole Rehabititation $100.00 £1,400.00 $0.55
Lagoon Rd 5 250 |Leak at MH connection 2,581 Manhole Rehabilitation $100.00 $1,425.00 $0.55
Lagoon Rd. 4 223 Leak at MH connection; two locations 2,302 Manhole Rehabilitation $100.00 $1,575.00 $0.68
Hiph Street 1910 18 307  jMineral deposits, sag in sewer line 2,637 CIPP $72.00 $22,104.00 5838
Elm Street 1510 14 160 Sag in sewer line; leak in pipe joint 720 CIPP $72.00 $11,520.00 $16.00
Tatal by Subsystem 3,303 35910 $45,925.00 $1.28
Total for All Subsystems 88,470 5165,217.75 51.87




Overall, the total length of sewer segments recommended for rehabilitation in Table X-5 is
5,392 feet, including 2,017 feet for rehabilitation by CIPP, and 3,375 feet for rehabilitation
by chemical joint grouting. A total of eight (8) manholes are recommended for repair within
the sewer segments having the highest anticipated infiltration. The Town may want to
consider including repair of several other manholes, which were identitied with defects as
discussed earlier, but which were not located in the areas of highest infiltration. These low
cost repairs would reduce infiltration and help keep the collection system in good condition.
Also, since many of the manhole defects can be easily repaired, the Town's wastewater
treatment plant staff could make these repairs as part of a routine collection system
maintenance and inspection program.

When sufficient funds for collection system repairs are available, the Town should
rehabilitate sewer segments in the highest infiltration areas with the appropriate combination
of CIPP, chemical grouting, and manhole rehabilitation. Data summarized in Table X-5
shows that, in each instance, the cost of CIPP repair is greater than the cost to continue
transporting and treating the infiltration. However, lower repair costs for chemical grouting
and manhole rehabilitation can drive down the overall cost per gpd of infiltration removed
from the collection system to below the T&T cost. The combination will provide the benefit
of low cost repairs such as manhole rehabilitation and chemical grouting along with the
longer lasting repairs such as CIPP.

CIPP has definite advantages that should be considered for certain sewer segments. CIPP
repairs, though more expensive, will provide a more permanent solution for removing
infiltration than the chemical grouting and manhole rehabilitation methods. This is in part
because the CIPP repair will add structural strength to the defective sewer segment, which
chemical grouting of joints will not provide. Another benefit of CIPP is that it essentially
forms a continuous pipeline that will not corrode and has no intermediate joints where
groundwater can infiltrate. Such a continuous pipeline will help reduce the potential for
infiltration to migrate to adjacent joints because of higher groundwater levels. Also, for a
given segment of sewer to be repaired, CIPP will keep a larger quantity of infiltration out of
the collection system than other repairs to the same segment. This can be especially
important for those sewer segments where groundwater levels are above the crown of the
sewer line throughout the year. In these instances, CIPP repair will be a better long-term
solution. For example, CIPP would be a better rehabilitation method for sewer lines located
adjacent to the Lamprey River or other areas with high groundwater levels, even though the
sewer line may show only joint deterioration. This is because the CIPP will keep more
infiltration out of the collection system for a longer period of time than chemical grouting
and will reduce migration of infiltration to adjacent joints.

The information discussed previously can be used to estimate the average annual reduction
in I/1 if all of the repairs listed in Table X-5 are implemented. The average annual reduction
in /I for the entire collection system wiil be less than the maximum infiltration removal of
88,470 gpd that was estimated using the flow isolation data. As shown in Table VI-1, the
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baseline infiltration for the entire collection system was estimated at 160,560 gpd. Since this
infiltration was measured during the high groundwater months, this rate can be considered
an estimate of the peak infiltration rate throughout the entire collection system. Also,
because inflow does not represent a large quantity of annual flow to the wastewater treatment
plant, the peak rate of infiltration can also be assumed to represent the peak rate of I/. The
annual average I/l rate for the collection system was estimated previously to be 42,000 gpd.
Therefore, the ratio of peak to annual average I/1 is estimated to be 3.7. Using this ratio and
the maximum infiltration of 88,470 gpd removed if the repairs listed in Table X-5 are made,
the average annual reduction in I/ resulting from these repairs would be about 24,000 gpd.
Therefore, almost 45% of the average annual I/l may be removed from the collection system
if the recommended repairs are made.
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XI.  CONCLUSIONS AND RECOMMENDATIONS

A. Conclusions

Based on the results of this Infiltration/Inflow and Sewer System Evaluation Survey study,
the following conclusions are made:

1.

The wastewater collection system for the Town of Epping is in relatively
good condition in that all of the segments tested are structurally sound. None
of the sewer lines inspected by CCTV were broken or crushed, and cleaning
of the lines did not indicate excessive amounts of debris accumulating
throughout the system. Therefore, the most disruptive and costly
rehabilitation technique of excavation and replacement is not required for
those lines studied.

Current I/I rates have increased approximately 32% from 32,000 gpd in 1980
to 42,000 gpd today. Over the same time period, wastewater flows have
increased only 15%. Therefore, I/ is increasing at a faster rate than
wastewater flows.

Based on the data collected and analyzed for this report, 29 specific sewer
defects have been prioritized for repair by comparing the cost to rehabilitate
them against the cost to continue transporting and treating the infiltration at
the wastewater treatment plant. The cost to complete these repairs has been
estimated to total about $166,000. The repairs would remove up to 45% of
the annual average infiltration into the entire collection system.

Repairing these defects would help reduce the cost of an anticipated
wastewater treatment plant upgrade by reducing the design capacity and
operation and maintenance costs of the upgraded plant. The upgraded plant
likely will be required to meet more stringent effluent limitations anticipated
in the Town's NPDES Permit. Further analysis beyond the scope of this
study would be necessary to quantify the savings in capital and operation and
maintenance costs. As discussed above, the uncertainty in these costs may
influence what collection system repairs are made.

Smoke testing, building inspections, and dyed water testing did not identify
significant sources of inflow, other than private sump pumps connected to the
system. Inflow is not a large proportion of total wastewater flows. House
inspections identified 45 sump pumps of which nine (9) are connected
directly to the sanitary sewer system. Two (2) buildings have floor drains
believed plumbed to the sanitary sewer system. Inspectors were denied entry
to nine (9) buildings, so the existence of sump pumps in these buildings could
not be confirmed. Only about one-halt of the buildings in town were
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10.

1.

inspected. Throughout the Town, roof leaders do not contribute inflow into
the collection system.

The types of defects found by flow isolation testing, CCTV inspection, and
manhole inspections confirm the main source of I/ into the collection system
is in the form of infiltration, mainly from defective joints and sewer line
connections to manholes. ldentified defects included sagging sewer lines,
mineral deposits at joints, and leaking connections between manholes and
sewers.

The most significant defects identified in the collection system are settling or
sagging sewer lines, probably resulting from poor subbase preparation during
construction. As the pipelines sag, the joints separate and allow increased
infiltration through the joints. Other segments showed signs of mineral
deposits at the joints, which indicates previous infiltration. Repair of these
defects should be completed to keep the system in good condition.

Thirteen (13) of 39 manholes inspected showed leaking connections between
the manhole and connecting sewer lines. The cause of this defect is due
probably to poor construction techniques. The lack of rubber seals at these
joints will make a long-term repair difficult for this type of defect. However,
these defects can lead to significant amounts of infiltration. Infiltration
through such defects would be largely dependent on groundwater levels.
Rising groundwater following rainfall events results in rainfall induced
infiltration.

Erosion of sediment around leaking joints will lead to increased settlement
at some joints. Such infiltration will continue to undermine the structural
integrity of sewer segments and may lead to structural failure. Repair of
these defects will help reduce the need for more costly excavation and
replacement methods in the future.

Forty-eight (48) manholes were identified for inspections, however, only 39
could be found in the field. Inspectors were not able to find nine (9)
manholes because these manholes have been buried or paved over. Another
three (3) manholes were found below grade. These defects may allow
stormwater to inflow into the collection system.

Private sewers connecting to the Pine Pond Residential Park showed high

infiltration rates during the flow isolation work. Smoke testing in these areas
did not identify any inflow sources.
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B. Recommendations

The following recommendations are provided based on the results of this investigation:

Defects identified in this study that are cost effective to repair should be
corrected. Correcting these defects will help maintain the collection system
in a structurally sound condition. Failure to eliminate these defects will lead
to increased infiltration, additional expense to transport and treat this
excessive infiltration, and possibly structural collapse of certain segments of
the collection system.

Rehabilitation by CIPP of sagging segments, especially those adjacent to the
Lamprey River and in other areas of high year-round groundwater, should be
considered in conjunction with chemical grouting of pipeline joints and
manhole rehabilitation. Although more costly initially, CIPP will provide a
longer term benefit to the Town that should be considered. Infiltration at
sagging pipelines is often difficuit to identify visually because the infiltration
typically occurs at the invert of the pipeline, below the level of water flowing
in the line. Continued infiltration into these lines may lead to increased
erosion and sediment removal around joints, which will lead to increased
infiltration and settlement of the pipeline and ultimately structural failure.

All private sump pumps connected directly to the collection system should
be disconnected because they contribute extraneous flows to the collection
system. Although they do not contribute a large proportion of total I/l over
the course of a year, these flows add to the cost of transport and treatment.
Also, during periods of high rainfall, peak flows in the collection system may
exceed the design capacity of these sewer lines. Since the wastewater flows
to the treatment facilities are approaching the design capacity, any reduction
in inflow will help the existing facilities continue to meet the existing
NPDES Permit effluent limitations. The Town should investigate
specifically the area of Elm Court where the field crews identified definite
sump pump activity. This area was not included in the building inspections,
therefore, the Town should identify any sump pumps in this area and work
to stop them from discharging directly to the collection system. Also, the
Town should inspect periodically buildings in areas where groundwater s
high to ensure sump pumps remain disconnected from the collection system.

The Town should investigate further the apparent high infiltration from
private sewer lines of the Pine Pond Residential Park. Inflow is not expected
to be a major contributor to wastewater flows from the park. However, it’s
location adjacent to Brannigan’s Pond and the high early moming flows from
this system may indicate excessive infiltration that should be removed from
the collection system. The Town should investigate what authority it has to
work with or direct the owner to complete a sewer system evaluation. The
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owner should complete flow isolation of the private collection system and
identify any significant water using equipment on site. Flow isolation should
be conducted during the high groundwater season, and the Town should
identify such times by coordinating this work when flows to the wastewater
treatment plant are highest. Any sewer segments showing high rates of
tnfiltration should be repaired.

At least nine (9) manholes in the collection system remain buried or paved
over. Manhole frame and cover adjustment should be completed to bring
these manholes back to grade. This will ensure any potential infiltration and
inflow is eliminated and will facilitate regular and emergency maintenance
and inspection of these manholes.

The Town should develop a routine inspection and maintenance program to
maintain the collection system in good condition. The program should
include regular inspection of manholes to document changing conditions.
Records of inspection findings and manhole conditions should be kept on
file. Town personnel should complete inspections of buildings not covered
by this study to identify additional sump pumps or other potential sources of
inflow.

When additiona! funds become available, the Town should complete flow
isolation testing on those segments of Subsystem A, B, and C that were not
covered by this study. The sewer segments in Subsystem B that were not
flow isolated showed over 38,000 gpd of infiltration remaining. Information
from the D-H 1980 study suggests some of the sewer segments in this
subsystem are not usually below groundwater. Therefore, the source of the
remaining high infiltration may be limited to relatively few segments with
significant infiltration. It is recommended that the Town complete flow
isolation testing on the remaining sewer segments in St. Laurent Street,
Church Street, Maple Street, and Pleasant Street west of Main Street. In
Subsystem A, additional flow isolation testing of sewer segments in
Academy Street, Cate Street, and Prospect Street should be completed. In
Subsystem C, the Town should test sewer segments in Acre Street, Calef
Highway, and the sewer line crossing the railroad easement and connecting
to the private lift stations south of the railroad tracks on Main Street.
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October 1, 1996

Planning Directorate, Formulation Division
Department of the Army

New England Division, Corps of Engineers
424 Trapelo Road

Waltham, Massachusetts 02254-9149

Attention:; Mr. Joseph L. Ignazio, Director of Planning

Subject: Contract DACA33-94-D-0011
Section 219 Environmental Infrastructure Investigation
Inflow/Infiltration and Sewer System Evaluation Study, Epping, New
Hampshire
Response to Comments on Draft Report

Dear Mr. Ignazio:

This letter provides our response to comments raised by your staff on the above referenced
draft report dated July 1996. A copy of your comments, which were transmitted to us in a
letter dated September 10, 1996 is enclosed. As requested, this response letter outlines how
we have addressed each comment within the final report.

1. We agree with your comment that the final report would benefit by expanding the
discussion of uncertainty in the future operation and maintenance costs of an upgraded
wastewater treatment plant. Therefore, the analysis of treatment and transport costs
has been edited to discuss both the high and low estimates of operation and
maintenance at the upgraded wastewater treatment plant.

2. Further discussion has been inciuded in the final report about the anticipated average
annual reduction in I/I as well as the maximum daily reduction in I/ resulting from
implementation of the collection system repairs.

3. The recommendations have been modified to direct the Town to complete house
inspections in Elm Court. Sump pump activity was noted in this area during the flow
isolation work, and this area was not included in the house-to-house inspections
completed for this study.

4. An additional recommendation has been added to direct the Town to complete
additional flow isolation testing in those sewer segments that were not tested in
Subsystem A, B, and C. Not all of the collection system was flow isolated for this
study, but Utility Pipeline Services, Inc. did record the additional infiltration coming
from the untested segments.

O13337/EPPING/961001L1/PVS



5. Figure 2-1 taken from the 1980 Dufresne-Henry wastewater facility planning study has
been included in Appendix A to show the county and town limits. Also included in
this Appendix is a sewer collection system map, provided by the Town to the field
crews, for the Pine Pond Residential Park.

6. The editorial comments noted in your comment letter have been addressed.
7. The dyed water testing data has been included in Appendix D.
8. The tables included within the report provide a summary of all public and private

inflow and infiltration sites found during the field testing. The only private inflow
sources identified are private sump pumps, which we recommend the Town have
disconnected from the collection system. The infiltration sources found during flow
isolation, CCTYV inspection, and manhole inspection are summarized in the report.

9. We have not provided a 300 scale map of the sewer system with the final report. As
noted in our scope, we could only provide this map if the Town was able to give us
a Mylar copy, which they could not provide. Instead, we have photocopied the paper
copy of the collection system map given to us by the Town. From this copy, we have
developed the graphics in the report that identify the areas that were tested. Separate
maps have been included to show the extent of flow isolation testing, CCTV
inspection, and manhole inspections. The Town will be able to use these maps along
with the field data records included in the Appendices to identify all inflow and
infiltration sources found.

We have addressed all of the comments that you raised during review of the draft report. The
Town of Epping has submitted a letter (copy enclosed) stating that they have no additional

comments on the draft report. If you have any additional questions, please give me a call at
617-742-8060.

Very truly yours,
SVERDRUP CIVIL, INC.
Brian M. Donahoe
BMD:pvs

Enclosures

c: James A. Pappas
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DEPARTMENT OF THE ARMY
MEEHGLAND DIVISION. CORES OF [NGINEERE
AZ4 TRAPLEO ROAD

WAL THAM  MASSACHUSETTS 02254-414:.
RN
ATTL MG
September 10, 1996 ey
Planning Directorate i tHG B ] H WF
Formulation Division 10 ‘ > HHL
I » 1
wl i
M e 12006
;
. el
. oA ".lk_.j"._-..'_,f_‘.!'-&lcz;i'
Mr. Brian Donahce L LR AS I RN

Sverdrup Civil, Inc.
Two Center Plaza
Boston, Massachusetts 02108

Dear Mr. Donahoe:

This letter is to transmit our comments on your draft
Inflow/Infiltration and Sewer System Evaluation for the Town of
Epping, New Hampshire, dated July 1996. This study was
authorized by Section 219 of the Water Resources Development Act
of 1992, and was performed by you under Contract No. DACW33-94-D-
0011, Indefinite Delivery Contract for Architect-Engineering
Services, Various Locations in New England, Request for Proposal
(RFP) 6.

The report is well written, and the study appears to have
addressed the issues contained in the Scope of Work dated June 6,
1995. The work performed by you and by your sub-contractor,
Utility Pipeline Inc. (UPI), appears to be thorough and
professional.

Our comments on the draft report are contained on Enclosure
1. We request that you make any appropriate changes to the
report and that you respond to our comments in a letter. Please
include this letter in the report in a "Correspondence" section
along with any written comments from the Town of Epping and your
letter of response. This may help answer the questions of those
reading the report at a later date.

If you have any questions, please contact the Study Manager,
Mr. Matthew Walsh, at (617) 647-8647.

Sincerely,

Ign

Diredtor of Planhin

Enclosure

Prinred on @ Reoyaled Paper



September 10, 1996

Corps of Engineers Planning Directorate Comments on Draft Report

Inflow/Infiltration and Sewer System Evaluation for the Town of Epping, NH, July 1996

Content

1. On page X -5, the report states that the cost to transport and treat (T&T) sewage is
currently $125,000 per year, and is expected to increase due to the cost of required upgrades
to the existing system. The report states that the town has received cost estimates ranging
from a low of $48,000 to more than $100,000 for the upgrades. The report concludes that
because of the uncertainty, the higher cost was used. Therefore, the cost to transport and
treat wastewater flow plus I/I was estimated to be $235,000 per year.

It appears that the uncertainty in the cost to transport and treat warrants an analysis of
both the low and high costs. Therefore, in addition to your existing discussion of the cost
effectiveness of removing excessive I/I based on a T&T cost of $225,000, please present a
discussion of the cost effectiveness of removing I/I based on the lower cost of $173,000 per
year ($125,000 + $48,000).

2. Total annual I/T in 1995 is estimated to be 43,000 gpd (page IX-1). Baseline infiltration
system wide was 160,560 March 15, 1996 (Table VI-1) during a high groundwater period.
Jherefore, 1/1 during the high groundwater period appeared to be approximately 3.7 times the
annual average. The "Infiltration Rate Recovered” reported in Table X-5 was obtained from
the flow isolation work performed April 3-4, 1996, also during a high groundwater period. It
therefore appears that the "Infiltration Rate Recovered” in Table X-5 should be divided by

3.7 to obtain a more representative expected annual reduction in infiltration. Please make this
change in the discussion and all appropriate tables, or discuss why it is not appropriate to do
50.

3. Tt appears that the town should could conduct house-to-house inspections on Elm Court
since the field crews reported "definite sump pump activity” in the Elm Court segment during
the flow isolation tests (page VI - 2). Please add this item to the "Recommendations” section
(page XI - 2). Although item 3 states that all sump pumps connected directly to the collection
system should be disconnected, it appears that it would be useful to the town to separately
flag this area, since it was not included in the house-to-house inspections conducted by Utility
Pipeline Inc. (UPD).
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4. During flow isolation UPI identified the flow contribution to the up gradient (untested)
sewer lines. In the case of subsystem B, infiltration in the untested portion was high. This is
useful information, and UPI is commended for obtaining it. Please present a table
prioritizing which subsystems and segments of the sewer system should be inspected in the
future should funding become available, and what inspection work should be performed on
those segments. The table could be presented in the "Recommendations” section, in another
existing section, or in a new section.

Editorial
Page IX - 1, second paragraph, last line: change 43,000 gpd to 42,000 gpd.
Page X - 3, fifth paragraph, second line: change leak to leaks.

Page X -5, st paragraph, fourth line, should read "... should be based on...".

Appendix A, Figure 2-1: What is this figure intended to show? Is there a legend which
should accompany it?

Appendix D: As you identified to us, the dyed water testing field work record is missing.

Two items listed in Task 9 of the Scope of Work are not contained in the report: (1) a
summary table listing public and private infiltration and inflow sites identified during physical
inspection of the sewer system, and (2) a 300 scale schematic map of the sewer system
showing those sites.



Town of Epping, NH

incorporated 1741

OFFICE OF THE TOWN ADMINISTRATOR DAVID BARKER
TOWN HALL VOICE 603.679.5441
157 MAIN STREET FAX 603.679.3302
EPPING NH 03042 E-MAIL: dbarker@nh.ultranet.com
September 26, 1996 E 1V E

Paul Savard, Sverdrup Civil, Inc

SEP 3 0 19%

Two Center Plaza
Boston MA 02108

SVERDRUP CORPORATION
BOSTON

Dear Mr. Savard:

The Town of Epping has reviewed the draft report of the Inflow/Infiltration and sewer
system evaluation study provided recently. Ihave no additions or deletions, or comments

contrary to the report.

We expect to undertake# Mumtier of the el s contained therein as we
proceed into future bud i -
Corps of Engineers.

Best regards,

David Barker O -
Town Administrator -

Fa
B,
3

/db

Town Hall on the Web! http://codemeta.com/epping_nh/
At the Crossroads of New Hampshire
Where 101 and 125 meet



APPENDIX A

- RELEVANT INFORMATION FROM PREVIOUS REPORTS



Relevant Information from Previous Reports

The figures contained in this appendix were reproduced from available information to show
additional information used within the report.

1.

Figure 2-1, taken from Town of Epping, New Hampshire, Wastewater Facility
Planning Study, Infiltration/Inflow Analysis, dated July 1980 by Dufresne-Henry,
Inc. Reproduced to show town and county boundaries.

Figure 3-1, taken from Town of Epping, New Hampshire, Wastewater Facility
Planning Study, Infiltration/Inflow Analysis, dated July 1980 by Dufresne-Henry,
Inc. Reproduced to show sewer segments anticipated to be above or below
groundwater throughout the year.

Pine Pond Residential Park sewer collection system map, provided by Town,
showing layout of sewer lines within this private residential neighborhood in Epping.
The sewer system within this private development should be tested further to identify
potential contribution of infiltration into the Town's collection system.
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SECTION 1

PURPOSE AND SCOPE

The purpose of this study was to investigate select areas of the Epping, NH
sanitary sewer system for the purpose of identifying areas of possibly excessive
infiltration/inflow. The findings of the house-to-house survey field work are
summarized in this report.
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SECTION 2

PROCEDURES

HOUSE-TO-HOUSE SURVEY

Each and every home and business establishment within the designated
study area was inspected to determine whether roof drains, cellar floor
drains, sump pumps, or other such I/l sources were present, and where
they discharged. The inspector recorded his findings for each and every
property visited on a separate log sheet. A follow-up visit was made to
properties where no one was present during the initial inspection attempt.
If the inspector was not admitted into the building, it was noted on the log
sheet.

Results of the HOUSE-TO-HOUSE SURVEY are presented in Section 3-1.
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SECTION 3
RESULTS

HOUSE TO HOUSE SURVEY

A survey was attempted on a total of 159 buildings within the study area.
Homeowners refused to allow the inspectors entry at 9 locations. Table 1
presents a summary of the resulis of the house-to-house survey program.
Table 2 presents a listing of buildings where sump pumps were observed
to be plumbed to discharge directly to the sanitary sewer. Table 3

presents a listing of buildings where open pipes were observed within the

basement.

Suspect infiltration/inflow sources were also noted. Table 4 presents a
listing of buildings with roof leaders which may possibly discharge to the
sanitary sewer. Table 5 presents a listing of buildings with yard drains
which may possibly discharge to the sanitary sewer.

The items listed in Table 4 through 5 should be considered for follow-up
dyed water verification.

Table 6 presents a listing of buildings where sump pumps were present,
but were not plumbed to discharge into the sanitary sewer at the time of
observation. The items listed in Table 6 should be considered for follow-
up verification at a later time.

Table 7 presents a listing of buildings where the inspectors were refused
entry. .

A detailed summary of the results of the house-to-house survey appears
as Appendix 1 of this report. individual log sheets of the house-to-house

inspection appear as Appendix 2 of this report.
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DISTRICT

DATE 8/28/95

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING,

No one home, left card ( )

5:09

NEW HAMPSHIRE

INTERVIFWER DA/DC

0000 ACRE STREET

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 3! .

( ) Below floor level at unknown depth.

( ) Below floor level approx. {(visible from plumbing access pit)
{ ) Can not locate

Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer
( )Storm Sewer
( )Other

{ Dry Well
{X )Ground Surface

Can water enter the sanitary sewer via:

YES

( )
¢ )

NO

(X ) Open Cleanout
(X ) Basement Drain

YES NO
{ ) (X ) Open Pipe
( ) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
¢ )

——
e et e N

NO
(X

(X
(X
(X
(X

et o Mgt

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

()
¢ )

Comments FIRST HOUSE ON LEFT,
ANOTHER 6 ON THIS STREET.

Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House

NUMBER ON HOUSE IS 6 BUT WE HAVE

DIRT BASEMENT.



DISTRICT CARD LEFT

TIME
CREW TWQ INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 5:12 INTERVIEWER DC/Da
1. Address of structure 0004 ACRE STREET
‘2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 5' .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

4., Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )}Dry Well
{ )Storm Sewer (X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO . YES NO
( ) ( ) Open Cleanout (X ) ( ) Open Pipe
( ) ( ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments SUMP PUMP DISCHARGE COULD REACH OPEN PIPE.



DISTRICT CARD LEFT

TIME
CREW TWO TINC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TTME COMPLETED 1:19 INTERVIEWER DA/DC
1. Address of structure 0006 ACRE STREET
S2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately

(
(X ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer | ( )Dry Well
{ )S5torm Sewer ( )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( (X ) Open Cleanocut ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X } Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X } Roof leaders into
ground
( ) (X ) Yard drain
() (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( )} Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:22 INTERVIEWER DA/DC
1. Address of structure 0008 ACRE STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

( )} Above the floor level approximately .

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
( )} Can not locate

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )YGround Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ({ ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House : Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( )} (X ) Window well drain
( ) (X ) Stair well drain
( )} (X ) Driveway drain

Points of Discharge

{( ) Front of House
{ ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 5:12 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:40 INTERVIEWER DA/DC
1. Address of structure 0010¢ ACRE SBTREET
2. No one home, left card {( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. {visible from plumbing access pit)
Can not locate

——— —
b
L

4, Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?
)Sanitary Sewer { )Dry Well

(
( )Storm Sewer {( )Ground Surface
(X yOther OLD PIPE

5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) { )} Open Cleanout { ) { ) Open Pipe
( ) { ) Basement Drain ( ) {( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments OWNER STATED, SUMP PUMP NOT HOOKED UP AT THIS TIME.
DEHUMIDIFIER DRAINS INTO OLD PIPE ALSO, DISCHARGE POINT UNKNOWN.



DISTRICT CARD LEFWT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:24 INTERVIEWER DA/DC
1. Address of structure 0013 ACRE STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

} Above the floor level approximately

} Below floor level at unknown depth.

} Below floor level approx. (visible from plumbing access pit)
} Can not locate

— o —

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout { ) {( ) Open Pipe
( ) ( ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
( ) {X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ )} Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 5:13 PM.



DISTRICT

DATE 8/28/95

1.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING,

No one home, left card ( )

1:31

NEW HAMPSHIRE

INTERVIEWER DA/DC

0014 ACRE STREET

Not Admitted ( }.

what level does the sewer pipe exit the structure?

) Above the floor level approximately 5°'
) Below floor level at unknown depth.

) Below floor level approx.
)} Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES (X ) NO ()

YES, where is the water discharged?

) Sanitary Sewer
) Storm Sewer

yOther

(
(

}Dry Well
}Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

{
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Qutside House

YES
(

——

P

NO

(X

(X
(X
(X
(X

)

LR R

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Comments

Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 5:16é INTERVIEWER DA/DC
1. Address of structure 0015 ACRE STREET
2. No one home, left card { ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X ) Above the floor level approximately 5'
) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
) Can not locate

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer (X )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
{ ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments POOL IN BACKYARD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:28 INTERVIEWER DA/DC
1. Address of structure 0024 ACRE STREET
2. No one home, left card (X ) Not Admitted ( }.
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

4, Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
( ) Storm Sewer { }Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) { ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Qutside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ ) Unknown
B. Comments SECOND CALL MADE ON 8/28/95 AT 5:20 PM, OWNERS BROTHER

LIVES NEXT DOOR AND TOLD US ACCESS IS OBSTRUCTED, CRAWL SPACE. HE
ALSO SAID THAY HAVE TWO SUMP PUMPS, DISCHARGE UNKNOWN.



DISTRICT CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 1:16 INTERVIEWER DA/DC
1. Address of structure 0001 BUNKER AVENUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

S
»
e o Y et

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) {X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ )} Unknown

8. Comments PIPES BEHIND FINISHED WALLS.



DISTRICT CARD LEFT

TIME
CREW TWQO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8722795 TIME COMPLETED 1:14 INTERVIEWER DA/DC
1. Address of structure 0003 BUNKER AVENUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 1°'

{( ) Below floor level at unknown depth.

{( ) Below flcocor level approx. (visible from plumbing access pit)
(

} Can not locate

4. Is there a sump pump in the basement? VYES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NOC YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Pesitive Finds
YES NO
( ) {X ) Roof leaders into

ground

( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

¢ ) Front of House
( )} Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 12:53 INTERVIEWER DA/DC
1. Address of structure 0068 CALEF HIGHWAY - ROUTE 125
2. No one home, left card ( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 3

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
{ )OCther
5. Can water enter the sanitary sewer via:
YES NO . YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick sketch of

7. Outside House Positive Finds
YES NO
( ) (X } Roof leaders into
ground
( ) (X )} Yard drain
( ) (X } Window well drain
{( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

Front of House
{ )} Unknown

8. Comments FRENCH DRAIN ENTERING SUMP PIT, NO SUMP PUMP. TENANT TOLD
US THAT THEIR IS5 A DIP AT THE END OF DRIVEWAY AND WHEN IT RAINS THE
WATER ACCUMULATES AND SMELLS BAD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPP1NG, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 5:34 : INTERVIEWER DA/DC
1. Address of structure 0007 CHURCH STREET
“ 2. No one home, left card ( ) Not Admitted (X ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

{
(
(
(

L

4. Is there a sump pump in the basement? YES ( ) NO (

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
( )Storm Sewer { )Ground Surface
( )YOther
5. Ccan water enter the sanitary sewer via:
YES NO YES NO
{ ) ( ) Open Cleanout ( ) ( )} Open Pipe
{ ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
{ ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

)
)
)
)

—— —
N N e et

Points o¢of Discharge

( ) Front of House
( } Unknown

8. Comments OWNER DIDN'T WANT US TO ENTER, HE TOLD US THAT THE BASEMENT
WAS WET AND DIRTY WITH A CRAWL SPACE.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:36 INTERVIEWER DA/DC
1. Address of structure 0010 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X ) Above the floor level approximately 3.5°" .
) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
) Can not locate

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout {( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

) Front of House
{ ) Unknown

8. Comments OPEN PIPE ON BASEMENT FLOOR LOOKS LIKE OLD SEPTIC PIPE.



DISTRICYT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 6:01 INTERVIEWER DA/DC
1. Address of structure 0014 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 4.5

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

) Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUTLDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:51 INTERVIEWER DA/DC
1. Address of structure 0016 CHURCH STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

} Above the floor level approximately .

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
) Can not locate

— e —

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Ccan water enter the sanitary sewer via:
YES NO YES NO
{ ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NGO ()
NOTE: sketch which leaders connected.
Stick Sketch of

7. Ooutside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
() (X ) Driveway drain

Points of Discharge

( ) Front of House
( )} Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 4:35 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 5:57 INTERVIEWER DA/DC
1. Address of structure 0018 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 5°

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ }Storm Sewer { )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanocut () (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

Front of House
( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:54 INTERVIEWER DA/DC
1. Address of structure 0020 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).

3. At what level does the sewer pipe exit the structure?

{ ) Above the floor level approximately .

(X ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Wwell
{ )Storm Sewer ( )Ground Surface
{ )Other
5. can water enter the sanitary sewer via:
YES NC YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO -
( ) (X ) Roof leaders into
ground
(X ) Yard drailn

(X ) Stair well drain

)

) (X ) Window well drain
)

) (X ) Driveway drain

Points of Discharge

( ) Front of House
( } Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
FPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:45 INTERVIEWER DA/DC
1. Address of structure 0021 CHURCH STREET
"2, No one home, left card { ) Not Admitted ( }-
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 5.5°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

P P
L

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NGO
{ ) (X ) Roof leaders into
ground
( ) (X )} Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC,.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TITME COMPLETED 5:50 INTERVIEWER DA/DC
1. Address of structure 0023 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°' .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

M St et

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

(X )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Ccan water enter the sanitary sewer via:
YES NO YES NG
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NOC
{ ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{( ) Front of House
{ )} Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE &/22/95 TIME COMPLETED 6:17 INTERVIEWER DA/DC
1. Address of structure 0037 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

4. Is there a sump pump in the basement? YES (X )} NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well

{ )Storm Sewer (X YGround Surface

( )Other
5. Can water enter the sanitary sewer via:

YES NO YES NO

{( ) (X ) Open Cleanout ( ) (X ) Open Pipe

{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof draiﬁage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds

YES NO

{ ) (X ) Roof leaders into

ground

( ) (X ) Yard drain

{( ) (X ) Window well drain

{ ) (X ) Stair well drain

( ) (X ) Driveway drain

Points of Discharge

Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO 1INC.
BUILDING PLUMBING SURVEY
FPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED €:20 INTERVIEWER DA/DC
1. Address of structure 0041 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4.5' .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

—

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )}Storm Sewer (X )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground

(X )} Yard drain

(X ) Window well drain
Stair well drain
(X ) Driveway drain

——
L
—
L
St

Points of Discharge

Front of House
{ ) Unknown

8. Comments



"DISTRICT

DATE 8/22/95

Address of structure

No

At

Is

If

(
(
(

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

TIME COMPLETED 6:29

INTERVIEWER DA/DC

0054 CHURCH STREET

one home, left card ( ) Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately §°
Below floor level at unknown depth.
Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )
YES, where is the water discharged?

}Sanitary Sewer ( )Dry Well

)Storm Sewer ( )YGround Surface

) Other

Ccan water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X )

YES NO
(X ) Open Cleanout (

Basement Drain {

) (X ) Open Pipe
} (X )} Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
sketch which leaders connected.

NOTE:

Outside House

YES
(

———

et e s S

NO
(X )

(X )
(X )
(X )
(X )

Roof leaders into
ground

vYard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

)y Unknown

Comments BASEMENT DRAIN DISCHARGES

Stick Sketch of
Positive Finds

Front of House

TO DRYWELL PER OWNER.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/23/95 TIME COMPLETED 11:13 INTERVIEWER DA/DC
11. Address of structure 0059 CHURCH STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

PRI P Y

4. Is there a sump pump in the basement? VYES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer {X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
1 YES NC YES NO
( ) (X ) Open Cleanout (¢ ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NC (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Cutside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground

(X ) Yard drain

(X } Window well drain
Stair well drain
(X ) Driveway drain

————
[ R
——
L
et

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments TWO SEWER PIPES EXITING STRUCTURE.



DISTRICT

DATE 8/22/95

1.

2.

3.

Address of structure

No

At

———

Is

If

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.

BUILDING

PLUMBING SURVEY

EPPING, NEW HAMPSHIRE

one home, left card (X )

5:39

INTERVIEWER DA/DC

0015 CHURCH STREET - CHURCH & RECTORY

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately
Below floor level at unknown depth.
Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO ( )

YES,

where is the water discharged?

}Sanitary Sewer
}Storm Sewer
)Other

(
(

}Dry Well
)Ground Surface

can water enter the sanitary sewer via:

YES

(
(

)
)

NO
} Open Cleanocut
) Basement Drain

YES

(
(

NO
) ( ) Open Pipe
) ( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO ¢

)

sketch which leaders connected.

outside House

YES
(

Yt S

NO

S St Nt e

Roof leaders into
ground

Yard drain

Wwindow well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Unknown

5tick Sketch of
Positive Finds

Front of House

Comments SECOND CALL MADE ON 8/28/95 AT 10:37 AM. WE WERE TOLD THAT
THE PRIEST LIVES ACROSS THE STREET AND COULD LET US IN. WE TRIED
TO GET IN TOUCH WITH HIM AT SEVERAL DIFFERENT TIMES. TRUCK IN YARD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/23/95 TIME COMPLETED 9:51 INTERVIEWER DA/DC
1. Address of structure 0038 MAIN 8T - GENERAL DENISTRY
!
2. No one home, left card (X ) Not Admitted ( ).
(3. At what level does the sewer pipe exit the structure?
|
i
( ) Above the floor level approximately
‘ ( ) Below floor level at unknown depth.
! ( ) Below floor level approx. (visible from plumbing access pit)
‘ ( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?
( )Sanitary Sewer { )Dry Well
{ )}Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NC
( ) { )} Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
stick Sketch of
7. Outside House Positive Finds
YES NO
{ ) ( ) Roof leaders into
ground
( ) ( )} Yard drain
( ) ( ) Window well drain
{( ) ( ) Stair well drain
( ) ( ) Driveway drain
Points of Discharge
{ ) Front of House
( )} Unknown
8. Comments SECOND CALL MADE ON 8/28/95 AT 12:35 PM, DOOR LOCKED BOTH

TIMES.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
1DATE 8/28/95 TIME COMPLETED 10:10 INTERVIEWER DA/DC
11. Address of structure 0000 MAIN STREET
i2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
) Can not locate

—

4. Is there a sump pump in the basement? YES ( ) NO | )

I1f YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
{ )Other
5. can water enter the sanitary sewer via:
' YES NO YES NO
{ ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

(
{
(
(

N’ VSt
—
[ A

! Points of Discharge

| ( ) Front of House
| { )} Unknown

8. Comments WHITE HOUSE ACROSS FROM 38 MAIN STREET. SECOND CALL MADE ON
; 8/28/95 AT 5:45 PM, APPEARS VACANT.



DISTRICT

|DATE 8/28/95

1.

6.

o————

Address of structure

No

At

—

Is

If

(
(
(

TIME COMPLETED

CARD LEMT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

12:28

INTERVIEWER DA/DC

0022 MAIN STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

R N

Above the floor level approximately 3°
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES,

where is the water discharged?

ySanitary Sewer
) Storm Sewer
yOther

(
(

)Dry Well
}Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

Outside House

YES
(

L

NO

(X

(X
(X
(X
(X

)

B

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain

Driveway drain

Points of Discharge

(
(

)

} Unknown

Comments

NO (X )
sketch which leaders connected.

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE Bf23/95 TIME COMPLETED 10:10 INTERVIEWER DA/DC
{1. Address of structure 0028 MAIN STREET
2. No one home, left card ( ) Not Admitted ( ).
13. At what level does the sewer pipe exit the structure?
|

(X ) Above the floor level approximately ON

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)

( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO (X }

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
| YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X }) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
« ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
{ ) (X ) Driveway drain

i Points of Discharge

| ( ) Front of House
| { ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/23/95 TIME COMPLETED 10:00 INTERVIEWER DA/DC
1. Address of structure 0034 MAIN STREET
2. No one home, left card ( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately 1°

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit}
Can not locate

(X
{
(
(

14. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
15, Ccan water enter the sanitary sewer via:
YES NO . YES NO
] { (X ) Open Cleanou { ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( )} NO (X )
NOTE: sketch which leaders connected.
Sstick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

Front of House
( ) Unknown

8. Comments SAME BLOCK AS THE LEDDY CENTER.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 12:02 INTERVIEWER DA/DC
1. Address of structure 0056 MAIN STREET
2. No one home, left card {( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

—— e ——,
et T T i

4. Is there a sump pump in the basement? YES (X } NO ()

If YES, where is the water discharged?

{ )Sanitary Sewer ( )}Dry Well
( )Storm Sewer (X )Ground Surface
( )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NOC
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( (X ) Basement Drain ( ) (X ) Sump Pit
|6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
1 Stick Sketch of
7. Outside House . Positive Finds

YES NO

( ) (X ) Roof leaders into
ground

{ ) (X ) Yard drain

( ) (X ) Window well drain

( ) (X ) Stair well drain

{ ) (X } Driveway drain

Points of Discharge

Front of House
( ) Unknown

8. Comments SEWER PIPE IS8 CRACKED.



DISTRICT

IDATE 8/23/95

Address of structure

NoO

At

Is

If

(
(
(

TIME COMPLETED

CARD LEPT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card { )

11:35

INTERVIEWER DA/DC

0057 MAIN STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

L

Above the floor level approximately 2.5°' .
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES,

where is the water discharged?

)Sanitary Sewer
) Storm Sewer
yOther

(
(

)Dry Well
)Ground Surface

can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

Ooutside House

YES
(

(
(
(
(

NO

(X

(X
(X
(X
(X

)

L

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Comments

Unknown

NO (X )
sketch which leaders connected.

Stick Sketch of
Positive Finds

Front of House



D1STRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/22/95 TIME COMPLETED 110:46 INTERVIEWER DA/DC

Address of structure 0072 MAIN STREET

No one home, left card ( } Not Admitted ( ).

At what level does the sewer pipe exit the structure?
Above the floor level approximately 5!

Below floor level at unknown depth.

Below floor level approX. (visible from plumbing access pit)
Can not locate

o p—
St Mt Vet Yt

Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?

(X )Sanitary Sewer { )YDry Well
( )Storm Sewer ( )Ground Surface
{ )Other

can water enter the sanitary sewer via:

YES NO YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing?  YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of
Outside House Positive Finds

YES NO

{ ) (X ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

(X
(X
(X
(X

——

Points of Discharge

( ) Front of House
{ )} Unknown

Comments POOL IN YARD, WASHING MACHINE DRAINS INTO SUMP PIT THEN IS
PUMPED INTC SEWER.



DISTRICT CARD LEFT

: TIME
% CREW TWO INC.
I BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
lDATE 8/23/95 TIME COMPLETED 11:47 INTERVIEWER DA/DC
l1. Address of structure 0076 MAIN BTREET
l2. No one home, left card (X ) Not Admitted ( ).
13. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

L

4. is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
i YES NO YES NO
( ) ( ) Open Cleanout { ) ( ) Open Pipe
{ ) ( ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO { )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( } ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

— p— L ——
Tt Vo Vo S

(
(
(
(

P A R

Points of Discharge

! { ) Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 10:30 AM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/28/95 TIME COMPLETED 10:31 INTERVIEWER DA/DC
Il' Address of structure 0082 MAIN STREET
FR No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

Tt et et N

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )YGround Surface
( )Other
5. can water enter the sanitary sewer via:
! YES NO YES NO
( ) ( ) Open Cleanout { ) ( ) Open Pipe
( ) ( )} Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ()

NOTE: sketch which leaders connected.
Stick Sketch of

7. Qutside House Positive Finds
YES NC
« ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

— -
PR
— e —
(PR

Points of Discharge

( ) Front of House
; ( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 6:00 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
‘DATE 8/28/95 TIME COMPLETED 10:29 INTERVIEWER DA/DC
}1. Address of structure 0084 MAIN BTREET
2. No one home, left card (X ) Not Admitted ( ).
(3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

Nt et Nt e

14. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )DPry Well
{ )Storm Sewer { )Ground Surface
( )JOther
5. can water enter the sanitary sewer via:
YES NO YES NO
£ { ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. ~ve roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES () NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NC
{ ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

—

)
)
)
)

[

| Points of Discharge

‘ ( ) Front of House
{ { } Unknown
8. Comments TENANT UPSTAIRS SAID SHE COULD NOT LET US IN, THE OWNER

! LIVES DOWN STAIRS. SECOND CALL MADE ON 8/28/95 AT 5:58 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 12:20 INTERVIEWER DA/DC
g Address of structure 0087 MAIN STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
i
X Above the floor level approximately 4.5'

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

14. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

)Sanitary Sewer ( )}Dry Well

{ )Storm Sewer (X )YGround Surface

( )Other
5. Ccan water enter the sanitary sewer via:
] YES NO YES NO
? ( ) (X ) Open Cleanout ( ) (X ) Open Pipe

( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

17. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

! Points of Discharge

| ( ) Front of House
[ { ) Unknown

8. Comments FRENCH DRAIN.



DISTRICT CARD LEMT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/28/95 TIME COMPLETED 10:28 INTERVIEWER DA/DC
1. Address of structure 0088 MAIN STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 3° .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Ccan not locate

e

4. Is there a sump pump in the basement? YES ( ) NO (X )
If YES, where is the water discharged?
( )Sanitary Sewer : ( )Dry Well
( )Storm Sewer ( )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch cof

17. Outside House Positive Finds
YES NO
l (X ) ( ) Roof leaders into
ground
( ) (X ) Yard drain
{ { ) (X ) Window well drain
: ( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

( ) Front of House
(X ) Unknown

8. Comments



DISTRICT

1DATE 8/23/95

11.

o,

‘3.

Address of structure

No

—

Is

If

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

10:28

INTERVIEWER DA/DC

0089 MAIN STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

)
)
)
)

Above the floor level approximately 5'
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

ySanitary Sewer
) Storm Sewer
) Other

{
(

YDry Well
}Ground Surface

Ccan water enter the sanitary sewer via:

YES
(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(

—— —

)

)
)
)
)

NO
(X

(X
(X
(X
(X

)

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

)} Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House

Comments WHITE HOUSE WITH BIG WINDOW IN FRONT, BETWEEN 95 AND 87
MAIN ETREET.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
!DATE 8/28/95 TIME COMPLETED 12:25 INTERVIEWER DA/DC
!l. Address of structure 0095 MAIN STREET
2. No one home, left card ( ) Not Admitted ( ).
‘3. At what level does the sewer pipe exit the structure?
i

X Above the floor level approximately 5.5'

Below floor level approx. (visible from plumbing access pit)

)
) Below floor level at unknown depth.
)
) Can not locate

z
b

14. Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?

] ( )Sanitary Sewer - ( )Dry Well
( }Storm Sewer (X )Ground Surface
( )other

]5. can water enter the sanitary sewer via:
YES NO YES NO

} ( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit

6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Qutside House Positive Finds

YES NO

( ) (X ) Roof leaders into

ground

«( ) (X ) Yard drain
( ) (X ) Window well drain
{( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

¢ ) Front of House
( ) Unknown

8. Conmments



DISTRICT

'

!1.

Address of structure

{DATE 8/28/95

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

10:25

INTERVIEWER DA/DC

0096 MAIN STREET

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 5'

( ) Below floor level at unknown depth.

{ ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate

Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

)Sanitary Sewer
( ) Storm Sewer

( )Other

(
(

}Dry Well
yGround Surface

can water enter the sanitary sewer via:

YES

()
()

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
¢ )

)
)
)
)

——

NO

(x

(X
(X
(X
(X

)

B N

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

( )
¢ )

Comments

Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/28/95 TIME COMPLETED 5:56 INTERVIEWER DA/DC
i Address of structure 0100 MAIN STREET
2. No one home, left card ( ) Not Admitted { ).
3. At what level does the sewer pipe exit the structure?
(X ) Above the floor level approximately 3°'
( ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
14 . Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

(X }Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground surface
{ )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.

l Stick Sketch of
7 Ooutside House Positive Finds
‘ YES NO
l ( ) (X ) Roof leaders into

ground

(X ) Yard drain

(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

(
I
{

N N .

| Points of Discharge

( ) Front of House
‘ { ) Unknown

8. Comments DIRT FLOOR.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
iDATE 8/28/95 TIME COMPLETED 10:20 INTERVIEWER DA/DC
1. Address of structure 0106 MAIN STREET
2. No one home, left card ( ) Not Admitted (X ).
3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately .

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
) Can not locate

}4. Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?

I ( )Sanitary Sewer ( }Dry Well

{ ) Storm Sewer ( )Ground Surface
( )Other
l5. can water enter the sanitary sewer via:
| YES NO YES NO
{ { ) ( ) Open Cleanout ( ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Qutside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
(X Yard drain

Window well drain
Stair well drain
Driveway drain

— . ——
R i
—
™
P

Points of Discharge

| ( ) Front of House
| {( ) Unknown

8. Comments VERY OLD WOMEN, SHE DIDN'T WANT US TO GO IN THE BASEMENT.



DCISTRICT CARD LET

TIME
CREW TWC INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/23/95 TIME COMPLETED 10:13 INTERVIEWER DA/DC
1. Address of structure 0109 MAIN STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately

X ) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
) Can not locate

— e —

4. Is there a sump pump in the basement? YES ( ) NC (X )

I1f YES, where is the water discharged?,

( )Sanitary Sewer ( )Dry Well
( )YStorm Sewer ( )Ground Surface
( )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout « ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( )} NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Cutside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

8, Comments SLAB FCOUNDATION.



DISTRICT

|DATE 8/28/95

Address of structure

No

At

Is

If

(
(
(

TIME COMPLETED 5:50

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

ocne home, left card ( )

INTERVIEWER DA/DC

0110 MAIN STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately 3°'
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES (X ) NO ( )

YES,

where is the water discharged?

)Sanitary Sewer
JStorm Sewer
JOther

(
(

)Dry Well
X )Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO
(X )

Cpen Cleanout

(X ) Basement Drain

YES NO

(
(

) {X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES {
sketch which leaders connected.

NOTE:

Outside House

YES
(

L A

NO

(X

(X
(X
(X
(X

)

et ot Vo o

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Pecints of Discharge

(
(

)
)

Unknown

Comments DIRT BASEMENT.

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/28/95  TIME COMPLETED 12:34 INTERVIEWER DA/DC
11. Address of structure 0117 MAIN BTREET
PR No one home, left card ( ) Not Admitted (X ).

‘3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

R

14. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
{ )Storm Sewer ( )Ground Surface
{ ) Other
5. Ccan water enter the sanitary sewer via:
YES NO YES NO
{ ) ( ) Open Cleanout ( ) { ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
_ { ) (X ) Yard drain
| ( ) (X ) Window well drain
! { ) (X ) Stair well drain
( ) (X ) Driveway drain

; Points of Discharge

! { ) Front of House
i { ) Unknown

8. Comments OWNER STATED, NO BASEMENT.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/23/95 TIME COMPLETED 9:49 INTERVIEWER DA/DC
1. Address of structure 0131 MAIN STREET
i2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

— . p— —
]
(R

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

ySanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
\ YES NO YES NO
| ( ) (X ) Open Cleanout {( ) (X ) Open Pipe
() (X ) Basement Drain ( ) (X ) Sump Pit
|6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
l Stick Sketch of
7. cutside House Positive Finds
| YES NO
i { ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
l { ) (X ) Window well drain
! ( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

) Front of House
{ ) Unknown

8. Comments DR. GUSTAVSON, NEXT DOOR TO LEDDY CENTER.



DISTRICT

'DATE 8/22/95

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

12:57

INTERVIEWER DA/DC

0144 MAIN STREET

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

S~~~ —
»

Below floor level approx.
Can not locate

) Above the floor level approximately
) Below floor level at unknown depth.
)
)

(visible from plumbing access pit)

Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer
{ }Storm Sewer

( ) Other

(
(

}Dry Well
)Ground Surface

Can water enter the sanitary sewer via:

YES NO

( ) (X ) Open Cleanout
( ) (X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES NO
( ) (X

(X
(X
(X
(X

o~
L

)

L e e o

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

¢ )

( )} Unknown

Comments SLAB FOUNDATION.

NO (X )

Stick Sketch of
Pesitive Finds

Front of House



DISTRICT

DATE 8/23/95

Address of structure

CARD LEFT
TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
TIME COMPLETED 10:59 INTERVIEWER DA/DC

No one home, left card ( )

0069 MAIN STREET - FECTEAU STORE

Not Admitted ( )-

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 3.5' .

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate

Is there a sump pump in the basement? YES (X ) NO ( )}

If YES, where is the water discharged?

( )Sanitary Sewer
{ )Storm Sewer

( )Other

( )Dry Well
(X )Ground Surface

can water enter the sanitary sewer via:

YES NO
{ ) (X ) Open Cleanout
( ) (X ) Basement Drain

YES NO
{ ) (X ) Open Pipe
( ) (X } Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES ﬁO
() (%

(X
(X
(X
(X

———
e St Y

)

St S S N

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

()

{ ) Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House

Comments STORE REFRIGERATION COOLERS DRAINING INTO SEWER.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/23/95 TIME COMPLETED 10:14 INTERVIEWER DA/DC
‘1. Address of structure 0105 MAIN STREET - HOUSE AND GUN SHOP
‘2. No one home, left card ( ) Not Admitted (X ).

|3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

—— — p—

4. Is there a sump pump in the basement? YES ( ) NO | )

If YES, where is the water discharged?

( )YSanitary Sewer { )Dry Well
( )Storm Sewer ( )Ground Surface
{ )Other
‘5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
{( ) { ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ()

NOTE: sketch which leaders connected.
Stick Sketch of

7. Ooutside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

! Points of Discharge

« ) Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 12:29 PM, TENANT TOLD US THE
i OWNEP. EAS GONE AWAY AND HE DIDN'T WANT TO LET US IN BASEMENT.



DISTRICT CARD LEFT
TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

IDATE 8/23/95  TIME COMPLETED 9:31 INTERVIEWER DA/DC

1. Address of structure 0000 MAIN STREET - LAUNDER CENTER

. No one home, left card ( ) Not Admitted ( ).

13. At what level does the sewer pipe exit the structure?

) Above the floor level approximately 4°' .

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)

y Can not locate

4. Is there a sump pump in the basement? YES ( ) NO (X )
If YES, where is the water discharged?
( )Sanitary Sewer ( )Dry Well

{ jStorm Sewer { )Ground Surface
{ )Other

5. can water enter the sanitary sewer via:

i YES NO YES NO
! ( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit

16. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
‘ stick Sketch of
7. Cutside House Positive Finds

| YES NO

) { ) (X ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain

Driveway drain

(X
(X
(X
(X

P
L

(
(
(
(

Points of Discharge

Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

*DATE B/23/95 TIME COMPLETED 9:40 INTERVIEWER DA/DC
1. Address of structure 0133 MAIN STREET - LEDDY CENTER
l2. No one home, left card ( ) Not Admitted ( ).
‘3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately .

X ) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
) Can not locate

————

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )}Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( } Unknown

8. Comments



DISTRICT

@DATE 8/23/95

Address of structure

TIME COMPLETED

CARD LEMYT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

At

(

10:42

INTERVIEWER DA/DC

0071 MAIN STREET - POST OFFICE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

)
)
)
)

Above the floor level approximately
Below floor level at unknown depth.
Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

ySanitary Sewer
) Storm Sewer

yOther

(
(

)Dry Well
yGround Surface

can water enter the sanitary sewer via:

YES

(
(

Are roof d

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

structure plumbing? YES (
sketch which leaders connected.

NOTE:

outside House

YES

(

—— o~~~

NO

(X

(X
(X
(X
(X

)

PR S

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drailn

Points of Discharge

(
(

)

) Unknown

Ccomments SLAB FOUNDATION.

YES
(

(

NO
) (X ) Open Pipe
) (X )} Sump Pit

rainage leaders connected to the sanitary sewer via the

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
iDATE 8/28/95 TIME COMPLETED 4:39 INTERVIEWER DA/DC
1. Address of structure 0009 MAPLE STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

]a. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
{ )Other
5. can water enter the sanitary sewer via:
I YES NO YES NO
[ {( ) { ) Open Cleanout ( ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
|6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
i stick Sketch of

1 7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
({ ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments TENANT TOLD US THE BASEMENT DOOR IS UNDER RUG ON FLOOR AND
SHE CANNOT GET TO IT WITK OUT MOVING THE RUG. THEY HAVE A SEVERE
WATER PROBLEM AND HAVE NO PUMP. OWNER IS AWARE OF THE PROBLEM.



DISTRICT

.DATE 8/23/95

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING,

No one home, left card (X )

10:48

NEW HAMPSHIRE
INTERVIEWER DA/DC
0011 MAPLE STREET

Not Admitted ( }-

At what level does the sewer pipe exit the structure?

——

Is there a sump pump in the basement?

Above the floor level approximately
Below floor level at unknown depth.

Below floor level approx.

Can not locate

(visible from plumbing access pit)

YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer
( )Storm Sewer

( )YOther

yDry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

( )
¢ )

NO
) Open Cleanout
) Basement Drain

NO
( ) Open Pipe
( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

)

sketch which leaders connected.

Qutside House

YES
¢ )

)
)
)
)

— et Vgt e

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

¢ )

{ ) Unknown

Stick Sketch of
Positive Finds

Front of House

Comments SECOND CALL MADE ON 8/28/95 AT 4:47 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 3:16 INTERVIEWER DA/DC
1. Address of structure 0010 MOORE STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X ) Above the floor level approximately 4,5
) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
} Can not locate

14. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )YStorm Sewer (X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
‘ ( ) (X ) Yard drain
; { ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ )} Unknown

8. Comments



'

DISTRICT

DATE 8/22/95

1.

2.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

(

1:41

INTERVIEWER DA/DC

0016 MOORE STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Tt St

Above the floor level approximately .
Below floor level at unknown depth.

Below floor level approX.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

ySanitary Sewer
)Storm Sewer

yOther

(
(

}Dry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

OQutside House

YES
(

P e

NO

(X

(X
(X
(X
(X

)

L

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Unknown

Comments

NO (X )

stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/22/95 TIME COMPLETED 1:39 INTERVIEWER DA/DC
1. Address of structure 0017 MOORE STREET
!
i2. No one home, left card ( ) Not Admitted ( ).
13. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4'

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

j4. Is there a sump pump in the basement? YES ( ) NO (X )
If YES, where is the water discharged?

‘ { )Sanitary Sewer {( )Dry Well

{ )Storm Sewer { )Ground Surface
{ )Other
]5. Can water enter the sanitary sewer via:
i YES NO YES NO
] (¢ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

| ( ) Front of House
] { ) Unknown

8. Comments



DISTRICT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

CARD LEFT

:DATE 8/22/95 TIME COMPLETED 1:44 INTERVIEWER DA/DC

N

2.

Address of structure 0029 MOORE STREET
No one home, left card (X ) Not Admitted ( ).
At what level does the sewer pipe exit the structure?

Above the floor level approximately
Below floor level at unknown depth.

(
(
(
(

— St Tt St

Can not locate
Is there a sump pump in the basement? YES ( ) NO
If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer { )Ground Surface
{ )Other

Can water enter the sanitary sewer via:

YES NO YES NO
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit

Are roof drainage leaders connected to the sanitary se
structure plumbing? YES ( )} NO ( )
NOTE: sketch which leaders connected.
Stick Ske
Outside House Positive

Below floor level approx. (visible from plumbing access pit)

¢ )

wer via the

tch of
Finds

YES NO

( ) (X ) Roof leaders into
ground

(¢ ) (X } Yard drain

( ) (X ) Window well drain

() (X ) Stair well drain

{ ) (X ) Driveway drain

Points of Discharge

( ) Front of
( ) Unknown

comments SECOND CALL MADE ON 8/28/95 AT 3:17 PM.

House




DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
\DATE 8/28/95 TIME COMPLETED 3:20 INTERVIEWER DA/DC
]1. Address of structure 0033 MOORE STREET
i2, No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(
(X
(
(

L A

{4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )YDry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.

l Stick Sketch of
7. outside House Positive Finds
. YES NC
] ( ) (X ) Roof leaders into
ground

, { ) (X ) Yard drain
| ( ) (X ) Window well drain
: ( ) (X ) Stair well drain

( ) (X ) Driveway drain

j Points of Discharge

i ( ) Front of House
i ( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

|DATE 8/22/95 TIME COMPLETED 12:58 INTERVIEWER DA/DC
1. Address of structure 0000 PLEASANT STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Ccan not locate

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
( YOther
5. Can water enter the sanitary sewer via:
YES NO YES NG
{ ) ( ) Open Cleanout ( ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: =ketch which leaders conhected.
stick Sketch of

7. Outside House Positive Finds
YES NO
( ( ) Roof leaders into
ground

vYard drain
Window well drain
Stair well drain
Driveway drain

)
)
)
)

o~ —
——,
et o Nt e

Points of Discharge

Front of House
( ) Unknown

8. Comments ALSO 6 PLEASANT STREET, BRICK BUILDING BETWEEN BREWITT
FUNERAL HOME AND BANK. SECOND CALL MADE ON 8/28/95 AT 5:35 PM.
WE DON'T KNOW IF THIS BUILDING IS VACANT.



DISTRICT CARD LEFT

TIME
CREW TWO INC,.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

“DATE 8/22/95 TIME COMPLETED 12:16 INTERVIEWER DA/DC
a. Address of structure 0000 PLEASANT STREET
2. No one home, left card (X ) Not Admitted ( ).
(3. At what level does the sewer pipe exit the structure?

( ) Above the floor level approximately

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

14. Is there a sump pump in the bagsement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
15. can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout { ) ( ) Open Pipe
« ) ( ) Basement Drain ( ) { ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( )} NO ()
NOTE: sketch which leaders connected.
stick Sketch of

7. Outside House Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

(
(
(
(

e Nt et
—
S Nt N S

Points of Discharge

) Front of House
( ) Unknown

8. Comments WHITE HOUSE WITH BRICK FRONT AND PINK TRIM, BETWEEN 61 AND
69 PLEASANT ST. NUMBER ON FRONT IS 40 BUT WE ALREADY HAVE A 40,
POCL IN BACKYARD. SECOND CALL MADE ON 8/28/95 AT 5:35 PM.



DISTRICT

|DATE 8/22/95

Address of structure

No

At

— e —

Is

If

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

11:20

INTERVIEWER DA/DC

0001 PLEASANT STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

)
)
)
)

Above the floor level approximately 4°
Below flocor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES (X ) NO ( )

YES, where is the water discharged?

ySanitary Sewer
) Storm Sewer
HOSE NOT HOOKED UP AT THIS TIME.

X )YOther

(
(

yDry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleancut
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES

(

—

L

NO

(X

(X
(X
(X
(X

)

[

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

Comments DIRT BASEMENT,
ENOUGH TC REACH CEANOUT.

)

) Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House

SUMP PIT FILLED WITH WATER. HOSE LONG
DYE TEST RECOMENDED.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
iDATE 8/22/95 TIME COMPLETED 11:28 INTERVIEWER DA/DC
]1. Address of structure 0003 PLEASANT STREET
[
2. No one home, left card ( ) Not Admitted ( }.
13. At what level does the sewer pipe exit the structure?
|
X Above the floor level approximately 4°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

e
L

4. Is there a sump pump in the basement? YES (X ) NO ()

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
( )Storm Sewer (X )Ground Surface
{ )oOther
‘5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
(X ) ( ) Roof leaders into
ground
( ) (X ) Yard drain
{ ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X )} Driveway drain

Points of Discharge

{ ) Front of House
(X ) Unknown

8. Comments ALSO 5 PLEASANT STREET, GRAVEL BASEMENT.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 11:23 INTERVIEWER DA/DC

I

2.

3.

Address of structure 0006 PLEASANT STREET
No one home, left card (X ) Not Admitted ( ).
At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(
(
(
(

Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other

Ccan water enter the sanitary sewer via:

YES NO YES NO
{ ) ( ) Open Cleanout { ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( )} NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of
Outside House Positive Finds

YES NO

( ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

.
Nt N e
— e, —
A

Points of Discharge

( ) Front of House
{ ) Unknown

Comments SECOND CALL MADE ON 8/28/95 AT 2:57 PM. HOUSE IS BETWEEN
1 AND 3 PLEASANT STREET.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
|DATE 8/22/95 TIME COMPLETED 11:35 INTERVIEWER DA/DC
1. Address of structure 0007 PLEASANT STREET
2. No one home, left card ( ) Not Admitted ( ).
i3, At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°' .

Below floor level at unknown depth.

(X )
()
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
1a. Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?
}Sanitary Sewer ( )Dry Well
( yStorm Sewer (X )Ground Surface
{ yOther
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain () (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
stick Sketch of

7. Ooutside House Positive Finds
! YES NO

( ) (X ) Roof leaders into

ground

| ( } (X ) Yard drain
! { ) (X ) Window well drain

( ) (X ) Stair well drain

{ ) (X ) Driveway drain

! Points of Discharge

i ( ) Front of House
( ) Unknown

8. Comments TWO SEWER PIPES EXITING, LONG HOSE PROM SUMP PUMP COULD
REACH CLEANOUT.



DISTRICT

|DATE 8/22/95

Address of structure

No

At

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
NEW HAMPSHIRE

EPPING,

TIME COMPLETED 12:

one home, left card { )

47

INTERVIEWER DA/DC

0017 PLEASANT STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

R

Above the floor level approximately 5.5° .
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES,

where is the water discharged?

)y Sanitary Sewer
) Storm Sewer
yOther

(
(

}Dry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NG

(X ) Open Cleanout

(X )

Basement Drain

YES

(
(

NO

) (X ) Open Pipe
) (X ) Sump Pit

are roof drainage leaders connected to the sanitary sewer via the
s.tructure plumbing? YES (

NOTE:

)

NO (X )

sketch which leaders connected.

Outside House

YES
(

——— e —

L

NO

(X

(X
(X
(X
(X

)

T Nttt St

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

} Unknown

Comments POOL IN YARD.

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

1DATE 8/22/95 TIME COMPLETED 11:36 INTERVIEWER DA/DC
1. Address of structure 0019 PLEASANT STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(
(
(
(

i4. Is there a sump pump in the basement? YES ( ) NO ()

If YES, where is the water discharged?

I ( )Sanitary Sewer ( )Dry Well
{ }Storm Sewer ( )YGround Surface
{ )Other
]5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
stick Sketch of

i7. Outside House Positive Finds
YES NO
{ ) { ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

——
Ly R
—
L e i

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 3:05 PM, WHITE HOUSE WITH
BLACK TRIM, APPEARS VACANT.



DISTRICT

|DATE 8/22/95

1.

2.

Address of structure

No

At

e~

Is
1f
(X

{
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING,

one home, left card ( )

12:40

NEW HAMPSHIRE

INTERVIEWER DA/DC

0023 PLEASANT STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately 5'
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES (X ) NO { )

YES,

where is the water discharged?

ySanitary Sewer
)Storm Sewer
yOother

(
(

yDry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO

(%)

sketch which leaders connected.

Outside House

YES
(

e o St

N
(X

(X
(X
(X
(X

0
)

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

} Unknown

Comments

Stick Sketch of
Positive Finds

Front of House



DISTRICT

IDATE 8/22/95

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

12:35

INTERVIEWER DA/DC

0027 PLEASANT STREET

Not Admitted ( -

what level does the sewer pipe exit the structure?

L

Above the floor level approximately 3'
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES (X ) NO { )

YES, where is the water discharged?

) Sanitary Sewer
}Storm Sewer

yOther

(
(

)Dry Well
X )Ground Surface

Can water enter the sanitary sewer via:

YES
(
(

)
)

NO

(X ) Open Cleanout

(X )

Basement Drain

YES NO

(
(

) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(

o~

)

)
)
)
)

NO

(X

(X
(X
(X
(X

)

L R

Rocf leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

} Unknown

Comments DIRT BASEMENT.

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 11:44 INTERVIEWER DA/DC

Address of structure 0028 PLEASANT STREET

No one home, left card (X ) Not Admitted ( ).

At what level does the sewer pipe exit the structure?
Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

——
St et St et

Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?
}Sanitary Sewer ( )Dry Well

)Storm Sewer { )Ground Surface
) Other

can water enter the sanitary sewer via:

YES NO YES NO
( ) ( ) Open Cleanout { ) { ) Open Pipe
{ ) ( ) Basement Drain ( ) ( )} Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
stick Sketch of
Ooutside House Positive Finds

YES NO

{ ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

—
e et Mt e
———
S Mt Mt N

Points of Discharge

) , Front of House
{ ) Unknown

Comments SECOND CALL MADE ON 8/28/95 AT 3:00 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 11:49 INTERVIEWER DA/DC
1. address of structure 0032 PLEASANT STREET
. No one home, left card ( ) Not Admitted ( ).
!3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 3 .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
can not locate

— e —
e e o e

24. Is there a sump pump in the basement? YES (X ) NO ( )

1f YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewver (X )Ground Surface
( )Other
5. can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain { ) (X ) Sump Pit
16. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES () NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of
7. outside House Positive Finds

YES NO i
(X ) ( ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
) (X ) Driveway drain
l Points of Discharge
: { ) Front of House
‘ (X ) Unknown

8. Comments



JISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
JATE 8/22/95 TIME COMPLETED 11:51 INTERVIEWER DA/DC
L. Address of structure 0040 PLEASANT STREET
2. No one home, left card ( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 35' .

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

——— e —

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
{ }Other
5. can water enter the sanitary sewer via:
YES NO YES NOC
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure pliumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) {X ) Roof leaders into
ground
(X Yard drain

Window well drain
Stair well drain
Driveway drain

(X

)
) (X
)
) (X

——
R

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments



DISTRICT

'DATE 8/22/95

.

2.

address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

At

—

Is

If

(
(

12:25

INTERVIEWER DA/DC

0043 PLEASANT STREET

Not Admitted { ).

what level does the sewer pipe exit the structure?

)
)
)
)

there a sump pump in t

Above the floor level approximately 3°'
Below floor level at unknown depth.

Below floor level approx.
can not locate

(visible from plumbing access pit)

he basement? YES (X ) NO ()

YES, where is the water discharged?

) Sanitary Sewer
Storm Sewer

)

(X )Other

(
(

)Dry Well
)Ground Surtface

NOT HOOKED UP AT THIS TIME.

can water enter the sanitary sewer via:

YES

(
{

Are roof drainage leaders connec

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

structure plumbing? YES (

NOCTE:

sketch which leader

Outside House

YES
(

———

)

)
)
)
)

NO
(x )

(X )
(X )
(X )
(X )

rRoof leaders into
ground

vard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Unknown

Comments

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

ted to the sanitary sewer via the

NO (X )

s connected.

stick Sketch of
positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 12:20 INTERVIEWER DA/DC
1. Address of structure 0045 PLEASANT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X ) Above the floor level approximately 4.5'
) Below floor level at unknown depth.
} Below floor level approx. (visible from plumbing access pit)
) Can not locate

o~

4. Is there a sump pump in the basement? YES ( ) NO (X )

I1f YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( }Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X } Open Cleanout {( ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
(X ) ( ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X )} Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
(X } Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

‘DATE 8/22/95 TIME COMPLETED 11:55 INTERVIEWER DaA/DC
1. Address of structure 0048 PLEASANT STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level deces the sewer pipe exit the structure?

Above the floor level approximately

Below flioor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

T

4. Is there a sump pump in the basement? YES ( ) NO ()

If YES, where is the water discharged?

( )Sanitary Sewer {( iDbry Well

{ )Storm Sewer { )Ground Surface

( )Other
5. Can water enter the sanitary sewer via:
! YES NO YES NO .
| ( ) { ) Open Cleanout ( ) ( ) Open Pipe

( ) ( ) Basement Drain { ) { J Sump Pit
16. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
J - stick Sketch of
7 Ccutside House : Positive Finds
j YES NO
l (X ) { ) Roof leaders into
ground

(X ) Yard drain

(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

[N
— e — -,
et e et

! Points of Discharge

( ) Front of House
(X ) Unknown

8. Comments SECOND CALL MADE ON 8/2B/95 AT 2:40 PM.



DISTRICT CARD LEFT

: TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 12:15 INTERVIEWER DA/DC
1. Address of structure 0049 PLEASANT STREET
2. Nc one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 3!

Below floor level at unknown depth.
Below floor level approX. (visible from plumbing access pit)
Can not locate

(
(
(
(

Tt Vgt Mt Wt

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dbry Well
{ )Storm Sewer ( )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
() (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
) Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
{ ) (X ) Window well drain
{ ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

( ) Front of Hcuse
{ ) Unknown

8. Comments DIRT BASEMENT.



DISTRICT ' CARD LEFT

. TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/22/95 TIME COMPLETED 12:10 INPERVIEWER DA/DC
]1. Address of structure 0059 PLEASANT STREET
f2, No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

} Above the floor level approximately

X ) Below floor level at unknown depth.
} Below floor level approx. (visible from plumbing access pit)
} Can not locate

e

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
( }YOther
5. Can water enter the sanitary sewer via:
YES NG YES NO
{ ) (X ) Open Cleanout { ) (X } Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
' Stick Sketch of

7. . Outside House Positive Finds
YES NO
( )} (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X )} Window well drain
( ) (X ) stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments



DISTRICT

DATE 8/22/95

1.

2.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card (X )

12:02

INTERVIEWER DA/DC

0061 PLEASANT STREET

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

L Wi W W
Nt et e

Above the floor level approximately
Below floor level at unknown depth.
Below floor level approx.
Can not locate

(visible from plumbing access pit)

Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )YSanitary Sewer
( )Storm Sewer
(

yOther

(
(

)Dry Well
)Ground Surface

Can water enter the sanitary sewer via:

YES

( )
¢ )

(
(

NO
) Open Cleanout
) Basement Drain

YES

(
(

NO
) { ) Open Pipe
) { ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO (

)

sketch which leaders connected.

Outside House

YES
()

r— —
St Nt Nt ot

NO

(X

(X
(X
(X
(X

)

LN e g

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

()

{ ) Unknown

Stick Sketch of
Positive Finds

Front of Hcouse

Comments SECOND CALL MADE ON 8/28/95 PM AT 2:45 PM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
]DATE 8/28/95 TIME COMPLETED 2:34 INTERVIEWER DA/DC
il' Address of structure 0064 PLEASANT STREET
1
2, No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
(X ) Above the flcor level approximately 4°
{ ) Below floor level at unknown depth.
( ) Below flcor level approx. (visible from plumbing access pit)
{ ) Can not locate
4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer (X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NC YES NO
( ) {X ) Open Cleanout ( ) (X ) Open Pipe
«( ) (X ) Basement Drain ( ) {X ) Sump Pit
6. Are roof drainage leaders connected tc the sanitary sewer via the
structure plumbing? YES ( ) NG (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NG
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments



‘DISTRICT CARD LEFT

. TIME
! CREW TWO INC.
: BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 5:34 INTERVIEWER DA/DC
1. Address of structure 0069 PLEASANT STREET
12, No one home, left card ( ) Not Admitted {( ).
3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately S!

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

e

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )YGround Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
i) (X ) Open Cleanout ( ) (X } Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
i6. Are roof drainage leaders connected to the sanitary sewer via the
' structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

i7. Ooutside House Positive Finds

YES NO

( ) (X ) Roof leaders into

ground

{ ) (X ) Yard drain
{ ) (X ) Window well drain
{ ) (X ) Stair well drain
{( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( )} Unknown

:8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 2:13 INTERVIEWER DA/DC
1. Address of structure 0075 PLEASANT STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor lievel at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

e
L

4. Is there a sump pump in the basement? YES ( ) NO ()

If YES, where is the water discharged?

( J}Sanitary Sewer ( )Dry Well
( )Storm Sewer { )Ground Surface
{ )Other
l5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
‘ : Stick Sketch of
7. Outside House Positive Finds

YES NOQ
( » ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

P~
et Y Yt
T
N St S

Points of Discharge

( ) Front of House
{ ) Unknown

8. Comments SECOND CALI, MADE ON 8/28/95 AT 5:29 PM,



JISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 1:24 INTERVIEWER DA/DC
1. Address of structure 0084 PLEASANT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately
Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)

et N N Nt

(
(
(
(
I

Can not locate
4. & there a sump pump in the basement? YES ( } NO ( )
If YES, where is the water discharged?
)ySanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NC YES NO
( ) { ) Open Cleanout { ) ( ) Open Pipe
( ) { ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of
7. Outside House : Positive Finds
YES NO
( ) ( ) Roof leaders into

ground

Yard drain
Window well drain
Stair well drain
Driveway drain

——
Nt et Nt Yt
L T o o W ¥
L

Points of Discharge

( ) ' Front of House
( ) Unknown

8. Comments NOT HOOKED UP TO SEWER.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:23 INTERVIEWER DA/DC
1. Address of structure 0092 PLEASANT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
( ) Above the floor level approximately
( ) Below floor level at unknown depth.
{ ) Below floor level approX. (visible from plumbing access pit)
{ ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO ()
If YES, where is the water discharged?
( )Sanitary Sewer : ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) { ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
' structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House _ Positive Finds
YES NO
( Y ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

P PN
S N St St
P W N e L a1
e e et et

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments NOT HOOKED UP TO SEWER.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 1:21 INTERVIEWER DA/DC
1. Address of structure 0095 PLEASANT STREET
2, No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 6°

{ ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

4. Is there a sump pump in the basement? YES ( ) NO (X )

.If YES, where is the water discharged?

( )Sanitary Sewer ( }Dry Well
{ )Storm Sewer ( J)Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NC YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
: Stick Sketch of
17 Outside House Positive Finds

YES NO

( ) (X ) Roof leaders into
ground

( ) (X ) Yard drain

{ ) (X ) Window well drain

( )} (X ) stair well drain

{ ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ )} Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 12:55 INTERVIEWER DA/DC
1. Address of structure 0008 PLEASANT STREET - BREWITT FUNERAL HOME
2. No one home, left card ( ) Not aAdmitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

( )
(X ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( }Sanitary Sewer { )Dry Well
( J)Storm Sewer ( JGround Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain () (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NGO
( Y (X ) Roof leaders into
ground
{( ) (X } Yard drain
( ) (X ) Window well drain
( } (X ) Stair well drain
( ) (X ) Driveway drain

Pecints of Discharge

( ) Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 12:29 INTERVIEWER DA/DC
i. Address of structure 0020 PLEASANT STREET -~ STILSON AUTO
2. No one home, left card ( ) Not Admitted (X ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) { ) Sump Pit
;6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Cutside House Positive Finds
YES NO
-{ ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e
R e
o~ —
L

Points of Discharge

() Front of House
( ) Unknown

:8. Comments MAN DIDN'T REALY WANT TCO TALK TO US, SLAB FOUNTAION.



DISTRICT CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
.DATE 8/28/95 TIME COMPLETED 1:13 INTERVIEWER DA/DC
1. Address of structure 0014 RAILROAD AVUNUE
2, No one home, left card { ) Not Admitted { ).

|3. At what level does the sewer pipe exit the structure?
!

Above the floor level approximately

()
(X ) Below floor level at unknown depth.
( )} Below floor level approx. (visible from plumbing access pit})
{( ) Can not locate
4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer { )Dry Well
{( )Storm Sewer { )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout () (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

i7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( )} (X ) Yard drain
( } (X ) Window well drain
( ) (X ) Stair well drain
{( ) (X ) Driveway drain

Points of Discharge

( Front of House
{ ) Unknown

28. Comments SLAB FOUNDATION.



DISTRICT CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 12:57 INTERVIEWER DA/DC

1.

2.

Address of structure 0019 RAILROAD AVUNUE

Na one home, left card ( )} Not Admitted (X ).

At what level does the sewer pipe exit the structure?
Above the floor level approximately

Below floor level at unknown depth.

Below flecor level approx. (visible from plumbing access pit)
Can not locate

e Tt W Wann S

Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )S5torm Sewer { )Ground Surface
{ )Other

Can water enter the sanitary sewer via:

YES NO YES NO
{ ) { ) Open Cleanout { ) ( ) Open Pipe
{( ) { ) Basement Drain {( ) ( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES { ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of
Outside House : Positive Finds

YES NO

( ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

— e~
i i
——
S e T S

Points of Discharge

( ) Front of House
( ) Unknown

Comments OPENED THE BLIND TO SEE US AND WOULD NOT OPEN THE DOOR.



JISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 1:10 INTERVIEWER DA/DC

1.

2.

Address of structure 0020 RAILROAD AVUNUE

No one home, left card (X ) Not Admitted { ).

At what level does the sewer pipe exit the structure?
Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

P —

Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?
ySanitary Sewer { )Dry Well

}Storm Sewer { )Ground Surface
{ )YOther

—

Can water enter the sanitary sewer via:

YES NO YES NO
{ ) ( ) Open Cleanout { ) ( ) Open Pipe
) { ) Basement Drain ( ) ( ) Sump Pit

Are roocf drainage leaders connected te the sanitary sewer via the
structure plumbing? YES ( ) NO { )
NOTE: sketch which leaders connected.
Stick Sketch of
Outside House _ Positive Finds

YES NO

( ) (¥ } Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

(X
(X
(X
(X

e
L .
R )

Points of Discharge

{ ) Front of House
( ) Unknown

Comments SECOND CALL MADE ON 8/28/95 AT 5:20 PM.



DISTRICT CARD LEFT

, TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 4:52 INTERVIEWER DA/DC
1. Address of structure 0022 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the flcor level approximately ON

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

Nt ™ Wt Npt®

4, Is there a sump pump in the basement? YES (X ) NGO ()

If YES, where is the water discharged?

( J)Sanitary Sewer ( )Dry Well
{ )Storm Sewer (X )Ground Surface
{ )Other
!5. Can water enter the sanitary sewer via:
YES NC . YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NOC
{ ) {X ) Roof leaders into
‘ground
( ) (X ) Yard drain
{ ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

j8. Comments DIRT BASEMENT.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 4:55 INTERVIEWER DA/DC
1. Address of structure 0023 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately
Below floor level at unknown depth. .
Below floor level approx. (visible from plumbing access pit)

X Can not locate

et St S

(
(
(
(
Is there a sump pump in the basement? YES ( ) NO ()

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NG
{ ) { ) Open Cleanocut ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) ( )} Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e
Tt ot St ot
S St Nl St

Points of Discharge

( ) Front of House
{ )} Unknown

38' Comments CRAWL SPACE, ACCESS OBSTRUCTED.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

;DATE 8/28/95 TIME COMPLETED 4:50 INTERVIEWER DA/DC
l1- Address of structure 0027 RAILROAD AVUNUE
i2. No one home, left card ( ) Not Admitted ( ).
|3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

!4. Is there a sump pump in the basement? YES ( ) NG ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
, ( )Other
5. Can water enter the sanitary sewer via:
| YES NO YES NO
i { ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) { ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer wvia the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Cutside House Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e —
T N Yt et
o~~~ —
N N o W a?

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments CRAWL SPACE, ACCESS OBSTRUCTED.



CISTRICT

DATE 8/28/95

1.

2.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

1:08

INTERVIEWER DA/DC

0035 RAILROAD AVUNUE

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 3!

{ ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

Is there a sump pump in the basement? VYES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer
( )Storm Sewer

( )Other

{
(

)Dry Well
JGround Surface

Can water enter the sanitary sewer via:

YES

¢ )
()

NO
(X )

Open Cleanout

(X )} Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Cutside House

YES
()

P R W
N e N N

NO

(x )

(X
(X
(X
(X

Tt Vo it o

Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

( )

{ ) Unknown

Comments DIRT BASEMENT.

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 5:05 INTERVIEWER DA/DC
1. Address of structure 0038 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 5°

{( )} Below floor level at unknown depth.

{ ) Belecw floor level approx. (visible from plumbing access pit)
{ ) Can not locate

4. Is there a sump pump in the basement? YES (X ) NG ( )
If YES, where is the water discharged?
{ )Sanitary Sewer ( )}Dry Well
{ )Storm Sewer ( )Ground Surface

(X )YOther UNKNOWN

Can water enter the sanitary sewer via:

L8]

YES NO YES NO
i (X } Open Clsanout ( ) (X ) Open Pipe
( (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Pogitive Finds
YRS NO
( ) (X ) Roof leaders into
ground
£ (X ) Yard drain
{ ) (X ) Window well drain
{ ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( } Unknown

8. Comments THERE WAS NC HOSE CONNECTED TO PUMP. TENANT TOLD US THAT
THE PUMP RUNS ALL THE TIME, UNKNOWN DISCHARGE POINT. COULD
DEFINITELY REACH SEWER PIPE, POSSIBLE SUSPECT.



DISTRICT

DATE 8/28/95

1.

2.

Address of structure

TIME CCOMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

4:56

INTERVIEWER DA/DC

0042 RAILROAD AVUNUE

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 3°

{ ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer
( )Storm Sewer

{ )Other

( )Dry Well
(X )Ground Surface

Can water enter the sanitary sewer via:

YES

¢ )
¢ )

NO

(X } Cpen Cleanout
(X )} Basement Drain

YES NO
{ ) (X ) Open Pipe
{ ) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(x )

o~
R = )

NO

(

(X
(X
(X
(X

)

Nt et N Vst

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

( )

(X ) Unknown

Comments

NO (X )

Stick Sketch cof
Positive Finds

Front of House



DISTRICT

DATE 8/28/95

1.

2.

S
~J

Address of structure

No

At

T
N

-
i

If

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

4:22

INTERVIEWER DA/DC

0067 RAILROAD AVUNUE

Not Admitted ( ).

what level Qoes the sewer pipe exit the structure?

) Above the floor level approximately
Below floor level at unknown depth.
)] Below floor level approx.
) Can not locate

)

(visible from plumbing access pit)

there a sump pump in the basement? YES ( )} NO ( )

YES, where is the water discharged?

) Sanitary Sewer
}Storm Sewer

} Other

(
(

)Dry Well
)JGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

(
(

NO
} Open Cleanout
) Basement Drain

YES

(
(

NO
) ( ) Open Pipe
) { ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO (

)

sketch which leaders connected.

outside House

YES
(

L N N e X Y

et N ot St

NG

(X

)

T

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

Comments CRAWL SPACE,

)

} Unknown

Stick Sketch of
Positive Finds

Front of House

ACCESS OBSTRUCTED.



DISTRICT

DATE 8/28/95

1.

2.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWQ INC.
BUILDING PLUMBING SURVEY
EPPING, - NEW HAMPSHIRE

No one home, left card ( )

At

e

(
(

1i:54

INTERVIEWER DA/DC

0074 RAILROAD AVUNUE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately

)

} Below floor level at unknown depth.

} Below floor level approx. (visible from plumbing access pit)
} Can not lccate

there a sump pump in the basement? YES (X ) NO { )

YES, where is the water discharged?

)Sanitary Sewer
)Storm Sewer

) Other

(
(

)Dry Well
)Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(

L

NO

(X

(X
(X
(X
(X

)

N N N op®

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

{
(

)
)

Comments

Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 11:45 INTERVIEWER DA/DC
1. Address of structure 0098 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
‘3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4.5'

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

P~
L

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
( )Storm Sewer (X )Ground Surface
{ )Other A
is. Can water enter the sanitary sewer via:
YES NO YES NG
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

17. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stalr well drain
{ ) (X ) Driveway drain

Points of Discharge

{ ) ' Front of House
{ ) Unknown

8. Comments



DISTRICT

DATE 8/28/95

1.

2.

CARD LEFT
TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
TIME COMPLETED 11:42 INTERVIEWER DA/DC

Address of structure 0100 RAILROAD AVUNUE

No one home, left card ( } Not Admitted (

).

At what level does the sewer pipe exit the structure?

from plumbing access pit)

(X } Above the floor level approximately 3¢

{ )} Below floor level at unknown depth.

( ) Below floor level approx. {visible

{ ) Can not locate

Is there a sump pump in the basement? YES (X } NO ( )

If YES, where is the water discharged?

(X )Sanitary Sewer ( )Dry Well
{( J)Storm Sewer { )Ground Surface
{ )Other

Can water enter the sanitary sewer via:

YES NO YES NO
( ) (X ) Open Cleanout ( ) (X )
( ) {X )} Basement Drain ( ) (X )

Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (% )
NOTE: sketch which leaders connected.

Outside House

Open Pipe
Sump Pit

Stick Sketch of
Positive Finds

YES NO

( ) (X ) Roof leaders into
ground

(X ) Yard drain

(X ) Window well drain

(X ) Stair well drain

(X ) Driveway drain

I —
Ntt” Nt ” Nt

Points of Discharge

( )

( ) Unknown

Comments

Front of House




DISTRICT

DATE 8/28/95

.

2.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

At

X

e W e W

Is
If
(X

(
(

11:39

INTERVIEWER DA/DC

0104 RAILROAD AVUNUE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

} Above the floor level approximately 1.5°

} Below floor level at unknown depth.

) Below floor level approx. (vigsible from plumbing access pit)
) Can not locate

there a sump pump in the basement? YES (X ) NO ( )

YES, where is the water discharged?

YSanitary Sewer ( )Dry Well

}yStorm Sewer
) Other

(

)Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

{X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NG
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NCTE:

Outside House

YES
(

S — — p—

NO

(X

(X
(X
(X
(X

)

e

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

) Unknown

Comments

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/28/95 TIME COMPLETED 11:30 INTERVIEWER DA/DC
1. Address of structure 0108 RAILROAD AVUNUE
2. No one home, left card { ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

( )
(X ) Below floor level at unknown depth.
{ ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry wWell
{ )YStorm Sewer { J)Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground

(X ) Yard drain

(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

e

Points of Discharge

() Front of House
{ )} Unknown

8. Comments



2ISTRICT CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 11:32 INTERVIEWER DA/DC
1. Address of structure 0109 RAILROAD AVUNUE
2. Nco one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
b.4 Above the floor level approximately 3!

Below floor level at unknown depth.
Below floor level approX. (visible from plumbing access pit)
Can not locate

Vot N S St

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer { )Dry Well
{( )Storm Sewer { )}Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X } Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

(O Front of House
{ )} Unknown

8. Comments DEHUMIDIFIER DRAINS IN TO SINK.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:45 INTERVIEWER DA/DC
1. Address of structure 0110 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 1°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

T — —
[ N e

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitafy Sewer » {( )Dry Well
( )Storm Sewer { }Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X } Open Pipe
( ) (X ) Basement Drain ( ) (X )} Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House _ Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( )Y (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

:8. Comments POQL IN YARD.



JISTRICT

DATE 8/22/95

1.

2.

Address of structure

No

At

(
(

TIME COMPLETED

CREW TWO INC.

CARD LEFT
TIME

BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

4:38

INTERVIEWER DA/DC

0112 RAILROAD AVUNUE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

et gt Mt Nt

Above the floor level approximately 4°
Below flcor level at unknown depth.

Below floor level approX.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES,

where is the water discharged?

)Sanitary Sewer
) Storm Sewer
)Other

(
(

yDry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NC
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

OQutside House

YES
(

N~ —

N Nt Nt et

NO

(X

(X
(X
(X
(X

)

e et N e

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Comments

Unknown

NO (X )
sketch which leaders connected.

Stick 8ketch of
Positive Finds

——

Front of House



‘'DISTRICT : CARP LEFT

‘ . TIME
j CREW TWO INC.
i BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:33 INTERVIEWER DA/DC
1. Address of structure 0113 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately 2°

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(X
(
(
(.

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

}Sanitary Sewer : ( )Dry Well
( )Storm Sewer { JGround Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ )} (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

{( ) Front of House
{ ) Unknown

. 8. Comments GRAVEL BASEMENT.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPFING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:29 INTERVIEWER DA/DC
1, Address of structure 0116 RAILROAD AVUNUE
2. No one home, left card (X ) Not Admitted ( }.
3. At what level does the sewer pipe exit the structure?
( ) Above the floor level approximately
{ ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO ()
If YES, where is the water discharged?
( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
( )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NG
{ ) ( ) Open Cleanout { ) { ) COpen Pipe
¢ ) ( ) Basement Drain ( ) ( )} Sump Pit
i6, Are roof drainage leaders connected to the sanitary sewer via the
‘ structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of
7. Qutside House Positive Finds
YES NO
( ) ( )} Roof leaders into
ground
{ Y ( ) Yard drain
( ) ( ) Window well drain
( ) ( )} Stair well drain
( Y ( ) Driveway drain
Points of Discharge
{ ) Front of House
{ ) Unknown
8. Comments SECOND CALL MADE ON 8/28/95 AT 11:25 AM, CAR IN DRIVEWAY.



DISTRICT

IDATE 8/28/95

Address of structure

No

At

T

Iif

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

11:23

INTERVIEWER DA/DC

0126 RAILROAD AVUNUE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately 5'8"
Below floor level at unknown depth.

Below floor level approx.
Can not locate

{visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

) Sanitary Sewer
)Storm Sewer

)Other

(
(

}Dry Well
JGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

{X )} Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
} (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(

P P - pr—

Nt Ve Nt

NO

(X

(X
(X
(X
(X

)

S st Nt

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Peints of Discharge

(
(

)

J Unknown

Comments

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:46 INTERVIEWER DA/DC
1. Address of structure 0129 RAILROAD AVUNUE
|
I2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate :

e
e N Vont Vo

4, Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewver ( )Dry Well
{ J)Storm Sewer { )Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
t YES NO YES NO
( ) ( ) Open Cleanocut ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

e W Y
e
P,
R

Points of Discharge

¢ Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 11:20 AM.

L



éDISTRICT CARD LEFT

TIME
F CREW TWO INC.
i BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/28/95 TiIME COMPLETED 11:18 INTERVIEWER DA/DC
1. Address of structure 0134 RAILROAD AVUNUE
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately 4°

Below floor level at unknown depth.

Below flooxr level approx. (visible from plumbing access pit)
Can not locate

(X
(
(
(

LN R )

4, Is there a sump pump in the basement? YES (X ) NO { )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer (X )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
¢ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Ooutside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
{( ) (X ) Window well drain
( ) (X ) Stair well drain
{( ) (X ) Driveway drain

Points of Discharge

: ( ) Front of House
i { ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME.
: CREW TWO INC.
i BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/22/95 TIME COMPLETED 4:24 INTERVIEWER DA/DC
, 1. Address of structure 0140 RATLROAD AVURUE
|
12, No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
{ ) Above the flcor level approximately
{( ) Below floor level at unknown depth.
{ ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?
( )Sanitary Sewer { )YDry Well
({ )Storm Sewer { . )Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout ) { ) Open Pipe
( ) ( )} Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House 1 Positive Finds
YES NO
( ) (X ) Roof leaders into
ground

(X ) Yard drain

(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

P — T ——
Nt S N M

Points of Discharge

{ ) Front of House
{ ) Unknown :

8. Comments SECOND CALYL MADE ON 8/28/95 AT 11:14 AM.



DISTRICT

IDATE 8/28/95

Address of structure

No

— e,

Is

if

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

1:48

INTERVIEWER DA/DC

0000 ROUTE 27 - HARLOW'S BAKERY

Not Admitted ( ).

what level does the sewer pipe exit the structure?

e Nt Mt et

Above the floor level approximately 5°'
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

)Sanitary Sewer
) Storm Sewer

)y Other

(
(

JDry Well
}Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO
(X )
(X )

Open Cleanout
Basement Drain

YES

(
(

NO

) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
(

N

N Nt Y Np”

NO

(X

(X
(X
(X
(X

)

N St St S

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

) Unknown

Comments

NO (X )

Stick Sketch of
Positive Finds

Front of House



‘DISTRICT CARD LEFT

TIME
: CREW TWO INC.
] BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

4DATE 8/22/95 TIME COMPLETED 3:27 INTERVIEWER DA/DC
1. Address of structure 0007 ST. LAURENT STREET
]2. No one home, left card {( ) Not Admitted ( ).
‘3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 3°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

i it
P W W
L

4. Is there a sump pump in the ‘basement? YES ( ) NO (X )

If YES, where is the water discharged?

i ( )Sanitary Sewer ( )Dry Well
( J)Storm Sewer { )Ground Surface
{ )Other
!5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( )} (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments



DISTRICT

o
i

!

11.
2.

3.

Address of structure

No

AL

Is

If

(
(
(

DATE 8/28/95

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

TIME COMPLETED 3:58

one home, left card { )

INTERVIEWER DA/DC

0018 ST. LAURENT STREET

Not Admitted { ).

what level does the sewer pipe exit the structure?

e ot e S

Above the floor level approximately 3°
Below floor level at unknown depth.

Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump .in the basement? YES ( ) NO (X )

YES, where is the water discharged?

}Sanitary Sewer
}Storm Sewer

yOther

(
(

)Dry Well
JGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X } Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( )

NOTE:

Outside House

YES
(

e~

St S i o

NO

(X

(X
(X
(X
(X

)

R

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

} Unknown

Comments

NO (X )
sketch which leaders connected.

Stick Sketch of
Positive Finds

Front of House



DISTRICT _ CARD LEFT

TIME
CREW TWC INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/28/95 TIME COMPLETED 3:50 INTERVIEWER DA/DC
!1. Address of structure 0021 -ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
i3, At what level does the sewer pipe exit the structure?

Above the floor 1level approximately

Below floor level at unknown depth.

Below floor level approx. (vigible from plumbing access pit)
Can not locate

— — — —
[

4, Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( }Sanitary Sewer { )Dry well
( )Storm Sewer { )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) { ) Open Cleanout ( ) ( ) Open Pipe
(G ( ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick S8ketch of

7. Outside House Positive Finds
YES NO
( ) { ) Rocf leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e T W W
R
L T W W
St ot oot e

Points of Discharge

( ) Front of Hcuse
{ ) Unknown

8. Comments NOT HOOKED UP TO SEWER.



DISTRICT CARD LEFT

H TIME
1 CREW TWO INC.
i BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 6:13 INTERVIEWER DA/DC
B Address of structure 0032 ST. LAURENT STREET
2. No one home, left card ( )} Not Admitted (X ).
3. At what level does the sewer pipe exit the structure?

) Above the floor level approximately

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
} Can not locate

A —

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

) Sanitary Sewer ( )Dry Well
( }Storm Sewer { )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
i YES NO YES NO
i ( ) { ) Open Cleanout ( ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
: Stick Sketch of
l7. Outside House Positive Finds

YES NO
{ ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e
R
L e S N
LR A

Points of Discharge

{ ) Frcnt of House
{ ) Unknown

8. Comments ON QUR FIRST CALL WE WERE TOLD T0O COME BACK ANOTHER TIME.
SEECOND CALL MADE ON 8/28/95 10:40 AaM, NO ONE HOME.



'DISTRICT

j

[DATE 8/22/95

Address of structure

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

TIME COMPLETED 3:34

No one home, left card ( )

0035 ST.

INTERVIEWER DA/DC

LAURENT STREET

Not Admitted ( ).

At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 4!

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate

Is there a sump pump in the basement? VYES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer
{ )Storm Sewer
{

) Other

(
(

}Dry Well
yGround Surface

Can water enter the sanitary sewer via:

YES NO
( ) (X ) Open Cleanout
( ) (X ) Basement Drain

YES

(
(

NC
) {X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

Outside House

YES NO
¢ )y (X

(X
(X
(X
(X

— o~ —

)

St Vo et Nt

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

¢ )

( )} Unknown

Comments DIRT BASEMENT.

NO (X )
sketch which leaders connected.

Stick Sketch of
Positive Finds

Front of House



'DISTRICT CARD LEFT

, TIME
! CREW TWO INC.
I BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
{DATE 8722795 TIME COMPLETED 3:36 INTERVIEWER DA/DC
1. Address of structure 0037 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted { ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

¢ )
(X ) Below floor level at unknown depth.
{ ) Below flocr level approx. (visible from plumbing access pit)
{ ) Can not lccate
4, Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer {( )Ground Surface
( }Other
5. Can water enter the sanitary sewer via:
| YES NO YES . NG
| ( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sunmp Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X ) '

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House. Positive Finds
YES NO
( ) (X ) Roof leaders into
ground :
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

?8. Comments



‘DISTRICT CARD LEFT
TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 3:45 INTERVIEWER DA/DC
1. Address of structure 0041 ST. LAURENT STREET
2. No one home, left card ( } Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
( )} Above the floor level approximately
(X ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4, Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?
( )Sanitary Sewer { )Dry Well
( . )Storm Sewer ( )Ground Surface
(X YOther OLD SEPTIC SYSTEM.
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X } Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of
7. Ooutside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
_ ground
{ ) (X ) Yard drain
{ ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain
Points of Discharge
{ Front of House
{ ) Unknown
8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME COMPLETED 4:08 INTERVIEWER DA/DC
1. Address of structure 0045 8T. LAURENT STREET
2. No one home, left card ( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
( ) Above the floor level approximately .
{ )} Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
(X ) Can not locate
4. Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?
( )Sanitary Sewer ( )Dry Well
{( )Storm Sewer (X )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain { (X ) sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of
7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( )} (X ) Window well drain
( ) (X ) Stair well drain
{( ) (X ) Driveway drain
Points of Discharge
¢ ) Front of House
( ) Unknown
Comments SEWER PYPES LOCATED IN CRAWL SPACE AND WE CAN NOT ACCESS.



'DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/28/95 TIME CCMPLETED 4:03 INTERVIEWER DA/DC
11. Address of structure 0047 ST. LAURENT STREET
. No one home, left card ( ) Not Admitted ( ).
13. At what level does the sewer pipe exit the structure?
Above the floor level approximately 4°'

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(X
(
(
(

L )

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer { )YGround Surface
( )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NG
( ) (X ) Open Cleanout () (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES { ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) {X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points c¢f Discharge

« ) Front of Bouse
( )} Unknown

8. Comments POOL IN YARD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
.DATE 8/22/95 TIME COMPLETED 3:51 INTERVIEWER DA/DC
1. Address of structure 0053 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

(X ) Above the floor level approximately 2!

)} Below flocr level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
) Can not locate

——

14. Is there a sump pump in the basement? VYES ( ) NO (X )

If YES, where is the water discharged?

( )YSanitary Sewer ( YDry Well
( )Storm Sewer ( )Ground Surface
( )Other
]5. Can water enter the sanitary sewer via:
YES NO YES NO
{( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain { (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( )} (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
(G (X ) Driveway drain

Points of Discharge

{ Front of House
( } Unknown

8. Comments



JISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
JATE 8/22/95 TIME COMPLETED 3:53 INTERVIEWER DA/DC
L. Address of structure 0057 ST. LAURENT STREET
2. No one home, left card (X } Not Admitted ( .
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

— e — —
L

4. Is there a sump pump in the basement? YES { ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { )Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) ( ) Open Cleanout ( ( ) Open Pipe
( ) ( ) Basement Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
{ ) (X ) Window well drain
( ) (X ) Stair well drain
{ )} (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

,8' Comments SECOND CALL MADE ON 8/28/95 AT 10:45 AM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPFPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:26 INTERVIEWER DA/DC
1. Address of structure 0058 S8T. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

()
(X }) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )YGround Surface
( )Other
‘5. Can water enter the sanitary sewer via:
YES NC YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

17, Outside House Positive Finds
; YES NO
! { ) (X ) Roof leaders into
ground

: { ) (X ) Yard drain
i ( ) (X ) Window well drain
: ( ) (X ) Stair well drain

( ) (X ) Driveway drain

Points of Discharge

( ) Front cf House
{ ) Unknown

8. Comments POOL IN YARD.



'DISTRICT CARD LEFT

. TIME
{ CREW TWO INC.
| BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

lDATE 8/22/95 TIME COMPLETED 5:23 INTERVIEWER DA/DC
]1. Address of structure 0060 ST. LAURENT STREET
J2. No one home, left card ( ) Not Admitted ( ).
]3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 1.5°

Below floor level at unknown depth.
Below floor level approX. (visible from plumbking access pit)
Can not locate

e —
et Nt et et

4, Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ' (X )YGround Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House ‘ Pesitive Finds
YES NO
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( )}y (X ) Window well drain
( ) (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

8. Comments GRAVEL BASEMENT.



‘DISTRICT CARD LEFT

: TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

1DATE 8/22/95 TIME COMPLETED 3:54 INTERVIEWER DA/DC
}1. Address of structure 0061 ST. LAURENT STREET
‘2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

.
R

14. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( }Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NC
{ ) ( ) Open Cleanout { ) ( ) Open Pipe
( ) { ) Basement Drain ( ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside . House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
(X Yard drain

( ) )

{( ) (X ) Window well drain
{ ) (X ) Stair well drain
( )Y (X ) Driveway drain

] Points of Discharge

j { ) Front of House
i { ) Unknown

8. Comments SECOND CALL MADE ON 8/28/9%5 AT 10:46 AM.



DISTRICT CARD LEFT

TIME
E CREW TWO INC.
i BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
{DATE 8/28/95 TIME CCMPLETED 10:53 INTERVIEWER DA/DC
1. Address of structure 0065 ST. LAURENT STREET
2. No one home, left card ( } Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X ) Above the floor level approximately 4.5°'

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

et Yt Nt St

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer ( )Ground Surface
{ )Other )
5. Can water enter the sanitary sewer via:
| YES NO YES NO
| ( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
{( ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X )} Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

() Front of House
( ) Unknown

8. Comments OLD PIPE OPENED ON GROUND, LEADS TO OUTSIDE GROUND.



‘DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/85 TIME COMPLETED 4:00 INTERVIEWER DA/DC
1. Address of structure 0069 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 4°

Below floor level at unknown depth.
Below flocr level approx. (visible from plumbing access pit)
Can not locate

e~
LN N N )

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer ' { )YDhry Well
{( )Storm Sewer { )Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House ' Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
( ) (%) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME CCMPLETED 5:19 INTERVIEWER DA/DC
1. Address of structure 0072 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
‘3. At what level does the sewer pipe exit the structure?
X Above the flecor level approximately 3°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

L

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( })Sanitary Sewer ( )}Dry Well
( )Storm Sewer (X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) {X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X )} Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NG
( ) (X ) Roof leaders into
ground
{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain
Points of Discharge

( Front of House
( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWQ INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:12 INTERVIEWER DA/DC
1. Address of structure 0076 ST. LAURENT STREET
2. No one home, left card ( ) Not admitted ( ).
3. At what level does the sewer pipe exit the structure?
X Above the floor level approximately 5°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

S~ —

4, Is there a sump pump in the basement? YES ( ) NO (X )

If ¥YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain
Points of Discharge

{ ) Front of House
{ )} Unknown

8. Comments BASEMENT DRAIN, DISCHARGE POINT UNKNOWN.



‘DISTRICT CARD LEFT

3 TIME
| CREW TWO INC.
‘ BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE 8/22/95 TIME COMPLETED 4:04 INTERVIEWER DA/DC
]1. Address of structure 0077 ST. LAURENT STREET
I2. No one home, left card ( ) Not Admitted ( ).
i3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 3!

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

L A

4, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
( )}Storm Sewer ( }Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
b YES NO YES NO
| ( ) (¥ ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House , Positive Finds
YES NO
( ) (X ) Roof leaders into
ground
X ) Yard drain

(
(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

(
(
(
(

[ R

Points of Discharge

(X ) DRYWELL Frent of House
( )} Unknown

. 8. Comments



DISTRICT

DATE 8/22/95

1.

2.

Address of structure

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

TIME COMPLETED 5:08

No one home, left card ( )

0080 ST.

INTERVIEWER DA/DC

LAURENT STREET

Not Admitted ( ).

At what level dces the sewer pipe exit the structure?

(X )} Above the floor level approximately 4.5°'

( )} Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
( )} Can not locate

Is there a sump pump in the basement? YES ({ ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer
{ )Storm Sewer
{ )Other

(
(

)Dry Well
yGround Surface

Can water enter the sanitary sewer via:

YES

()
¢ )

NO
(X )
(X )

Open Cleancut
Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer wvia the
structure plumbing? YES (
sketch which leaders connected.

NOTE:

Outside House

YES
¢ )

—
S S St S

NO
(X

(X
(X
(X
(X

)

S St Ml et

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

()
¢ )

Unknown

NO (X )

Stick Sketch of
Positive Finds

Front of House

Comments OLD OPEN PIPE AT FLOOR LEVEL, OWNER DOESN'T KNOW POINT OF
DISCHARGE.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:11 INTERVIEWER DA/DC
1. Address of structure 0083 ST. LAURENT STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approX. (visible from plumbing access pit)
Can not locate

-~

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )YSanitary Sewer ( )Dry Well
( )Storm Sewer ( )Ground Surface
{ )Cther
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout { ) ( ) Open Pipe
( ) ( ) Basement Drain { ) { )} Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
Stick Sketch of

7. outside House Positive Finds
YES NO
{ ) {( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

e~
e e T
P~
M Mg S Mgt

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 11:05 AM.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
{DATE 8/22/95 TIME COMPLETED 5:04 INTERVIEWER DA/DC
1. Address of structure 0084 ST. LAURENTY STREET
l2, No. one home, left card ( ) Not Admitted ({ ).
|3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

(
(X
(
(

N Mt Tt N

4. Is there a sump pump in the basement? YES ( ) NG (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )YDry Well
( )Storm Sewer { J}Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
¢ YES NO YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NQ (X )
NOTE: sketch which leaders connected.
Stick 8ketch of

7. Outside House Positive Finds
YES NGO
( ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

8. Comments




DISTRICT CARD LEFT

_ TIME
3 CREW TWO INC.
f BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
!DATE 8/22/95 TIME COMPLETED 4:17 INTERVIEWER DA/DC
Il. Address of structure 0085 ST. LAURENT STREET
l2. No one home, left card ( ) Not Admitted ( ).
13- At what level dces the sewer pipe exit the structure?
l X Above the floor level approximately 5!

Below floor level at unknown depth.
Below flcor level approx. (visible from plumbing access pit)
Can not locate

S

'4. Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where 1is the water discharged?

| ( )Sanitary Sewer { )Dry Well

' { )Storm Sewer (X )Ground Surface
( )Other
[5. Can water enter the sanitary sewer wvia:
b YES NO YES NO
i ( ) (X ) Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
{ ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 5:00 INTERVIEWER DA/DC
1. Address of structure 0088 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 4.5°

Belcw floor level at unknown depth.
Below floor level approX. (visible from plunbing access pit)
Can not locate

r— i — —
N Yt ?

4. Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
{ )Storm Sewer {X¥ )Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) (X ) Open Cleanout {( ) (X ) Open Pipe
{ ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
{ ) (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

{ Front cf House
( ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 4:14 INTERVIEWER DA/DC
1. Address of structure 0089 ST. LAURENT STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X ) Above the floor level approximately 4.5!
) Below floor level at unknown depth.
) Below floor level approx. (visible from plumbing access pit)
} Can not locate

P -

4. Is there a sump pump in the basement? YES ( ) NO (X )
If YES, where is the water discharged?

( )Sanitary Sewer ( )YDry Well

( )Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitafy-sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected. ‘
Stick Sketch of

7. Outside House , Positive Finds
YES NO
( ) (X ) Roof leaders into

ground

{ ) (X ) Yard drain
( ) (X ) Window well drain
( ) (X ) Stair well drain
( ) (X ) Driveway drain

Points of Discharge

( ) Front of House
{ )} Unknown

8. Comments



DISTRICT

1.

2.

Address of structure

No

At

(

DATE 8/22/95

TIME COMPLETED 3:20

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card (X )

0091 ST.

INTERVIEWER DA/DC

LAURENT STREET

Not admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately
Below floor level at unknown depth.
Below floor level approx.
Can not locate

(visible from plumbing access pit)

there a sump pump in the basement? YES ( ) NO ( )

YES,

where is the water discharged?

}Sanitary Sewer
) Storm Sewer
yOther

(
(

)Dry Well
)Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO
} Open Cleanout
) Basement Drain

(
(

YES

(
(

NO
) { ) Open Pipe
} ( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO (

)

sketch which leaders connected,.

Outside House

YES
(

—— . —

St N Vet St

N
(X

(X
(X
(X
(X

¢
)

et et Mot Yt

Rocf leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

} Unknown

Stick Sketch of
Positive Finds

Front of House

Comments SECOND CALL MADE ON 8/28/95 AT 11:10 AM, TWO CARS IN YARD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
.DATE 8/22/95 TIME COMPLETED 4:52 INTERVIEWER DA/DC
11 Address of structure 0096 ST. LAURENT STREET
:2. No one home, left card ( ) Not Admitted ( ).

3. At what level does the sewer pipe exit the structure?
(X ) Above the floor level approximately 2!
; { ) Below floor level at unknown depth.
i ( ) Below floor level approx. {visible from plumbing access pit)
‘ ( ) Can not locate
4. Is there a sump pump in the ‘basement? YES ( ) NO (X )

If YES, where is the water discharged?

( J)Sanitary Sewer ( )Dry Well
( )Storm Sewer { yGround Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NG YES NO
{ ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain { ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES { } NO (X )
NOTE: sketch which leaders connected.
Stick S8ketch of
7. Outside House Positive Finds
| YES NO
i ( ) (X ) Roof leaders into
ground
) (X Yard drain

)
(X ) Window well drain
(X ) Stair well drain
(X ) Driveway drain

e, -
™ e Mt Yoo e

i Points of Discharge

(. ) Front of House
{ ) Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 1:31 INTERVIEWER DA/DC
1. Address of structure 0000 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

( ) Above the floor level approximately

( ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit}

( ) Can not locate
4, Is there a sump pump in the basement? YES ( ) NC ()

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well

( )YStorm Sewer ( )Ground Surface

( )other
5. Can water enter the sanitary sewer via:

YES NoO YES NOC

{( ) { ) Open Cleanout { ) ( ) Open Pipe

( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( ) NO { )

NOTE: sketch which leaders connected.
| Stick Sketch of
i7. Outside House Positive Finds
i YES NO
| ( ) ( ) Roof leaders into
ground

| ( ) ( ) Yard drain
i {( ) ( ) Window well drain
! ()Y ( ) stair well drain
» ( )} ( ) Driveway drain
{
j Pcints of Discharge
] ( ) Front of House
; { )} Unknown
8. Comments LARGE WHITE HOUSE WITH BLACK SHUTTEﬁS, BETWﬁEN 23 AND 33

WATER STREET. SECOND CRALL MADE ON 8/28/95 AT 3:11 PM, TRUCK AND
CAR IN DRIVEWAY.



DISTRICT

DATE 8/22/95

1.

2.

Address of structure

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

TIME COMPLETED 2:45

INTERVIEWER DA/DC

0001 WATER STREET

No one home, left card ( ) Not Admitted { ).

At what level does the sewer pipe exit the structure?

Above the flooxr level approxinmately

¢ )

(X ) Below floor level at unknown depth.

( ) Below floor level approx. (visible from plumbing access pit)
{ ) Can not locate

Is there a sump pump in the basement? YES ( ) NC (X )

If YES, where is the water discharged?

( )Sanitary Sewer
( )Storm Sewer

( )Other

(
(

}Dry Well
}Ground Surface

Can water enter the sanitary sewer via:

YES

()
¢ )

NO

(X } Cpen Cleancut
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( )
sketch which leaders connected.

NOTE:

Outside House

YES
¢ )

T~
N N N S

NO

(X

(X
(X
(X
(X

)

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

( )

{ ) Unknown

Comments PLAZA, SLAB FOUNDATION.

NO (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
S
jDATE 8/22/95 TIME COMRLETED 1:06 INTERVIEWER DA/DC
]1. Address of structure 0002 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
13, At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below flocor level at unknown depth.

Below floor level approx. (vigible from plumbing access pit)
Can not lccate

— e —
Nt Nt M

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer { )bry Well
{ )Storm Sewer { J)}Ground Surface
( yOther
5. Can water enter the sanitary sewer via:
YES NO YES NC
{ ) ( ) Open Cleanout { ) ( ) Open Pipe
{( ) ( ) Basenent Drain { ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NC
) { )} Rocf leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

Caiin Wi W o B e}
N Ml Sl St
e~
e

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments'SECOND CALL MADE ON 8/28/95 AT 3:04 PM.



‘DISTRICT

i
j

Address of structure

No

At

e

Is

If

(
(
(

|DATE 8/28/95

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

3:42

INTERVIEWER DA/DC

0014 WATER STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately

)

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
)} Can not locate

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

)ySanitary Sewer
)storm Sewer

} Other

(
(

})Dry Well
YGround Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO

(X ) Open Cleanout
(X ) Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer wvia the
structure plumbing? YES
sketch which leaders connected.

NOTE:

Outside House

YES
(

T~ a—

St Nt Nt Nt

NO

(X

(X
(X
(X
(X

)

L e

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)
)

Unknown

Comments DIRT BASEMENT.

NG (X )

Stick Sketch of
Positive Finds

Front of House



DISTRICT CARD LEFT

TIME
CREW TWO INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 1:20 INTERVIEWER DA/DC
1. Address of structure 0017 WATER STREET
2. No one home, left card ( )} Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level apprcximately

( )
(X )} Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4, Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer { )YDry Well
{ )Storm Sewer (X )Greound Surface
( )other
5. Can water enter the sanitary sewer via:
YES NO YES NO
{ ) {X )} Open Cleanout ( ) (X ) Open Pipe
{ ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the

structure plumbing? YES ( )} NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House , Pogitive Finds
YES NO
( } (X ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
{ ) (X ) Stair well drain
( )} (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

‘8. Comments



‘DISTRICT CARD LEFT

| _ TIME

i CREW TWO INC.

i BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE

JDATE 8/28/95 TIME COMPLETED 3:45 INTERVIEWER DA/DC
11. Address of structure 0018 WATER STREET

l2, No one home, left card ( ) Not Admitted ( ).

[3. At what level does the sewer pipe exit the structure?

: X Above the floor level approximately 1.5°

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

R

4, Is there a sump pump in the 'basement? YES (X ) NO ( )

If YES, where 1s the water discharged?

(X )Sanitary Sewer { )Dry Well
{ )Storm Sewer ( J)Ground Surface
( )Other :
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout ( ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NO
(X }) ( ) Roof leaders into
ground
( ) (X ) Yard drain
( ) (X ) Window well drain
( )} (X ) Stair well drain
{ ) (X ) Driveway drain

Points of Discharge

« ) Front of House
(X ) Unknown

8. Comments BRICK FLOOR.




DISTRICT CARD LEFT

‘ TIME
; CREW TWO INC.
| BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

iDATE‘8/22/95 TIME COMPLETED 1:16 INTERVIEWER DA/DC
‘1. Address of structure 0019 WATER STREET
2, No one home, left card ( ) Not Admitted ( ).
3, At what level does the sewer pipe exit the structure?

X Above the floor level approximately 4°

Below floor level at unknown depth.
Below floor level approx. (vigsible from plumbing access pit}
Can not locate

(
(
{
(
4, Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

ySanitary Sewer ( )Dry Well
{ )Storm Sewer (X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
] YES NG YES NOC
{ ) (X ) Open Cleanout { ) (X )} Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES { ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Ooutside House Positive Finds
YES NO
( } (X ) Roof leaders into
ground
: ( ) (X ) Yard drain
@ { ) (X ) Window well drain
’ ( ) (X ) Stair well drain
{( ) (¥ ) Driveway drain

| Points of Discharge

) ( ) Front of House
g ( ) Unknown

8. Comments GRAVEL BASEMENT.



DISTRICT ' CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

DATE 8/22/95 TIME COMPLETED 2:13 INTERVIEWER DA/DC

1. Address of structure 0021 WATER STREET

2. No one home, left card ( ) Neot Admitted ( ).

3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately 3.5°

Below floor level at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

4. Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
{ )Storm Sewer { J)Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NG YES NO
( ) (X ) Open Cleanout { ) (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House - Positive Finds
YES NO
{( ) (X ) Roof leaders into
ground
( (X ) Yard drain
{( ) (X ) Window well drain
{ )} (X ) Stair well drain
{( )} (X ) Driveway drain

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments TWO SEWER PIPES.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
EDATE 8/22/95 TIME COMPLETED 2:31 INTERVIEWER DA/DC
1. Address of structure 0022 WATER STREET
2, No one home, left card {( )} Not Admitted ( ).

i3. At what level does the sewer pipe exit the structure?
J
(X ) Above the floor level approximately 2!
( ) Below floor level at unknown depth.
( )} Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
14, Is there a sump pump in the basement? YES ( ) NO (X )

If YES, where is the water discharged?

{ )Sanitary Sewer ( )Dry Well
{ )storm Sewer { )Ground Surface
, { )Other
|
|
5. Can water enter the sanitary sewer via:
! YES NO YES NO :
| { ) (X ) Open Cleancut ( ) (X ) Open Pip
( ) (X ) Basement Drain ( ) (X ) Sump Pit
!
16. Are roof drainage leaders connected to the sanitary sewer via the
’ structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.

stick Sketch of

7. Outside House Positive Finds

YES NO

{ ) (X ) Roof leaders into

ground

( ) (X ) Yard drain

( ) (X ) Window well drain

( ) (X ) Stair well drain

( } (X ) Driveway drain

j Points of Discharge

\ () Front of House
: ( ) Unknown

8. Commenﬁs



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
IDATE 8/22/95 TIME COMPLETED 2:31 INTERVIEWER DA/DC
1. Address of structure 0023 WATER STREET
2. No one home, left card ( )} Not Admitted (X ).

13. At what level does the sewer pipe exit the structure?

) Above the floor level approximately

} Below floor level at unknown depth.

} Below floor level approx. (visible from plumbing access pit)
) Can not locate

—— e —

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

i { )Sanitary Sewer { J)Pry Well
{ )Storm Sewer ( J)Ground Surface
{ )Other
5. Can water enter the sanitary sewer via:
i YES NO YES NO
i ( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ({ ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES { ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Qutside House : Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

S Mt St et

o —
L
I S

Points of Discharge

{ ) Front of House
( ) Unknown

8. Comments STAIRS ARE BROKEN, CAN'T GET TO BASEMENT PER OWNER.
i NEIGHBOR TOLD US THEY HAD TROUBLE WITH THEIR SEWER PIPE LEAKING IN
! THE PAST, BUT OWNER SAID THEY HAD IT FIXED.



DISTRICT

|DATE 8/28/95

!
!
I

2,

1.

Address of structure

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

No one home, left card ( )

At

(
(X
(
(

Is

If

{
(
(

3:37

INTERVIEWER DA/DC

0033 WATER STREET

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately

)

) Below floor level at unknown depth.

) Below floor level approx. (visible from plumbing access pit)
} Can not locate

there a sump pump in the basement? YES ( ) NO (X )

YES, where is the water discharged?

)ySanitary Sewer
} Storm Sewer

yOther

{
(

}Dry Well
)Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO
(X )

Open Cleanout

(X )} Basement Drain

YES

(
(

NO
) (X ) Open Pipe
) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ({

NOTE:

OQutside House

YES
(

— T —

R

NO

(X

(X
(X
(X
(X

)

S N Yt N

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

Comments DIRT BASEMENT,

)

} Unknown

NO (X )
sketch which leaders connected.

Stick Sketch of
Positive Finds

Front of House

POOL IN BACKYARD.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95  TIME COMPLETED 1:51 INTERVIEWER DA/DC
1. Address of structure 0035 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
13. At what level does the sewer pipe exit the structure?
{ ) Above the floor level approximately
{ ) Below floor level at unknown depth.
( ) Below floor level approx. (visible from plumbing access pit)
( ) Can not locate
4. Is there a sump pump in the basement? YES ( ) NO ( )
If YES, where is the water discharged?
)Sanitary Sewer ( )Dry Well
{ J)Storm Sewer ( )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NG
( ) ( ) Open Cleanout ( ) ( ) Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary. sewer via the
structure plumbing? YES ( ) NO ( )
NOTE: sketch which leaders connected.
: Stick Sketch of
7. Outside House Positive Finds
j YES NO
; ( ) ( ) Roof leaders into
ground
, { ) ( ) Yard drain
| ( Y ( ) Window well drain
‘ { ) ( ) Stair well drain
{ ) ( ) Driveway drain
i Points of Discharge
{ ) Front of House
{ ) Unknown
8. Comments SECOND CALL MADE ON 8/28/95 AT 3:24 PM,




DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 1:56 INTERVIEWER DA /DC
1. Address of structure 0037 WATER STREET
2. No one home, left card ( ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

X Above the floor level approximately ON

Below floor leve] at unknown depth.
Below floor level approx. (visible from plumbing access pit)
Can not locate

S —
e S St

4, Is there a sump pump in the basement? YES (X ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer o ( )Dry Well
{ )Storm Sewer {X )Ground Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) (X ) Open Cleanout () (X ) Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )

NOTE: sketch which leaders connected.
‘ Stick Sketch of

7. Outside House ' Positive Finds

YES NO

{ ) (X ) Roof leaders into

ground

( )} (X ) Yard drain
{ ) (X ) Window well drain
( ) (X ) Stair well drain
( )} (X ) Driveway drain

Points of Discharge

(. ) Front of House
( )} Unknown

8. Comments



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/%5 TIME COMPLETED 1:58 INTERVIEWER DA/DC
1. Address of structure 0039 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (vizsible from plumbing access pit)
Can not locate

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
( )Storm Sewer { JGround Surface
( )Other
5. Can water enter the sanitary sewer via:
YES NC YES NO
{( ) { } Open Cleanout { ) ( ) Open Pipe
{ ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof dralinage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick sketch of

7. Outside House Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

P
St Nt N et
S
et ot St St

Points of Discharge

{ ) Front of House
{ ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 3:27 PM, YELLOW HOSE EXITING
LEFT SIDE OF FOUNDATION.



DISTRICT CARD LEFT

TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 2:05 INTERVIEWER DA/DC
i. Address of structure 0047 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately .

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

e ——

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer { )Dry Well
( )Storm Sewer ( )Ground Surface
({ }Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) { ) Open Cleanout { ) ( ) Open Pipe
{ ) { ) Basement Drain ( ) f ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House Positive Finds
YES NOC
( ) (X ) Roof leaders into
ground
{ )} (X ) Yard drain
{ ) (X ) Window well drain
( ) (X ) Stair well drain
( } (X ) Driveway drain

Points of Discharge

( ) Front of House
( ) Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 3:30 PM.



DISTRICT CARD LEFT

TIME
CREW TWQ INC.

BUILDING PLUMBING SURVEY

EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 2:08 INTERVIEWER DA/DC
1. Address of structure 0051 WATER STREET
2. No one home, left card ( ) Not Admitted (X ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

S,
e N Bt St

4, Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { JYGround Surface
{ )Other
5. Can water enter the sanitary sewer via:
YES NO YES NO
( ) ( ) Open Cleanout { ) { )} Open Pipe
{( ) ( ) Basement Drain ( )Y ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders cocnnected.
: Stick Sketch of
7. Qutside House , Positive Pinds

YES NO . :

¢ ) ( ) Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

L W N
R e
R e W N N
e

Points of Discharge

¢ ) _ Front of House
{ ) Unknown

8. Comments OWNER HAS TO TALK TO HER HUSBAND, COME BACK. SECOND CALL
MADE ON 8/28/95 AT 3:33 FPM.



‘DISTRICT CARD LEFT

. TIME
CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE
DATE 8/22/95 TIME COMPLETED 2:10 INTERVIEWER DA/DC
1. Address of structure 0054 WATER STREET
2. No one home, left card (X ) Not Admitted ( ).
3. At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below floor level at unknown depth.

Below floor level approx. (visible from plumbing access pit)
Can not locate

——— e~
[

4. Is there a sump pump in the basement? YES ( ) NO ( )

If YES, where is the water discharged?

{ )Sanitary Sewer { )Dry Well
( )sStorm Sewer { )Ground Surface
{ )YOther
5. Can water enter the sanitary sewer via:
YES NC YES NO
{ ) { ) Open Cleanout ( ) ( } Open Pipe
( ) ( ) Basement Drain ( ) ( ) Sump Pit
6. Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO ( )

NOTE: sketch which leaders connected.
Stick Sketch of

7. Outside House _ Positive Finds
YES NO
( ) ( ) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

e W Y
e
P e Fane Wann
e N o S

Points of Discharge

( ) Front of House
{ )} Unknown

8. Comments SECOND CALL MADE ON 8/28/95 AT 3:35 PM, APPEARS VACANT.



DISTRICT

DATE 8/22/95

1.

2.

Address of structure

No
At
(

(X
(

(X
Is

If

(
(
(

TIME COMPLETED

CARD LEFT
TIME

CREW TWO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

one home, left card ( )

2:40

INTERVIEWER Da/DC

0004 WATER STREET ~ BEA'S PLACE

Not Admitted ( ).

what level does the sewer pipe exit the structure?

Above the floor level approximately

)

} Below floor level at unknown depth.

3 Below floor level approx. (visible from plunmbing access pit)
} Can not locate

there a sump pump in the basement? YES ( ) NO { )

YES, where is the water discharged?

}Sanitary Sewer
)Storm Sewer
)Other

(
(

}Dry Well
}Ground Surface

Can water enter the sanitary sewer via:

YES

(
(

)
)

NO
) Open Cleanout
)} Basement Drain

(
(

YES

(

( .

NO
) { )} Open Pipe
) ( ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES (

NOTE:

NO (

)

sketch which leaders connected.

Outside House

YES
(

P X W W

et Nt e

—— o p—

NO

)

T M gt Sop?

Roof leaders into
ground

Yard drain
Window well drain
Stair well drain
Driveway drain

Points of Discharge

(
(

)

) Unknown

Comments ACCESS OBSTRUCTED,

HEAVY TABLE ON TOF.

Stick Sketch of
Positive Finds

Front of House

DOOR TO BASEMENT LOCATED ON FLOOR WITH
SEWER PIPE EXITS SECOND FLOCR APARTMENT RIGHT

SIDE OF STRUCTURE ON THE OUTSIDE OF THE BUILDING.



DISTRICT CARD LEFT

TIME
CREW TWQO INC.
BUILDING PLUMBING SURVEY
EPPING, NEW HAMPSHIRE

%DATE 8/22/95 TIME COMPLETED 2:03 INTERVIEWER DA/DC

Address of structure 0041 WATER STREET ~ HOGARTH COUNTRY DAY SCHOOL
No one home, left card ( ) Not Admitted ( ).

At what level does the sewer pipe exit the structure?

Above the floor level approximately

Below flocr level at unknown depth.

Below floor level approx. 1°' (visible from plumbing access pit)
Can not lccate

— e
b
St N N e

Is there a sump pump in the basement? YES (X ) NO ( )
If YES, where is the water discharged?

( )Sanitary Sewer ( )Dry Well
{ )Storm Sewer { JGround Surface
(X YOther OLD SEWER PIPE.

Can water enter the sanitary sewer via:

YES NC YES NO
( ) {X ) Open Cleanout (X ) ( } Open Pipe
( ) (X ) Basement Drain ( ) (X ) Sump Pit

Are roof drainage leaders connected to the sanitary sewer via the
structure plumbing? YES ( ) NO (X )
NOTE: sketch which leaders connected.
Stick Sketch of
Ooutside House Positive Finds

YES NO
)

>4

) Roof leaders into
ground

Yard drain

Window well drain
Stair well drain
Driveway drain

D ]
T
MMM
Tt Vgt Vet e

(
(
(
(

Points of Discharge

( ) Front of House
{ ) Unknown

Comments DIRT BASEMENT, THREE SUMP PUMPS; TWO NOT CONNECTED, THE
OTHER CONNECTED TO OLD SEWER PIPE.



TABLE 1



TABLE1
EPPING, NH
SUMMARY OF HOUSE SURVEY RESULTS

GRAVITY STRUCTURE INSIDE HOUSE

OTHER DBSERVATIONS

SEWER EXITS STRUCTURE SUMP PUMP DISCHARCE POINT
ROOF WINDOW STAIR
ABOVE BELOW QUTSIDE LEADERS ROOF YARD WELL WELL DRIVEWAY
HOMES FLOOR FLOOR SANITARY STORM DRY GROUND OPEN BASEMENT OPEN SUMP TO LEADERS DRAIN DRAIN TRAIN CRAIN
SURVEYED LEVEL LEVEL UNKNOWN SEWER SEWER WELL SURFACE OTHER CLEANQUT  ORAIN PIPE  PIT SANITARY  (SUSPECT! (SUSPECTH {SUBPECYI (SUSPECT] (SUSPECT)
159 82 26 7 9 0 4] 30 § [¢] 0 2 o] 0 7 1 L] o} Q



TABLE 2
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TABLE 3
EPPING, NH
HOUSE-TO-HOUSE SURVEY
SUMMARY OF OBSERVED
OPEN PIPES IN BASEMENT

LOCATION

ACRE STREET

WATER STREET-HOGARTH COUNTRY DAY
SCHOOL



TABLE 4



TABLE 4
EPPING, NH
HOUSE-TO-HOUSE SURVEY
SUMMARY OF
SUSPECT ROOF LEADERS

LOCATION

0088 MAIN STREET
0003 PLEASANT STREET
0032 PLEASANT STREET
0045 PLEASANT STREET
0048 PLEASANT STREET
0042 RAILROAD AVENUE
0018 WATER STREET



TABLE 5



TABLE b
EPPING, NH
HOUSE-TO-HOUSE SURVEY
SUMMARY OF
SUSPECT YARD DRAINS

LOCATIONS

0077 ST. LAURENT STREET



TABLE 6



[,

TABLE 6
EPPING, NH
HOUSE-TO-HOUSE SURVEY
SUMMARY OF OBSERVED SUMP
PUMPS NOT DISCHARGING TO
SANITARY SEWER

0000 ACRE STREET
0004 ACRE STREET
0010 ACRE STREET
0015 ACRE STREET
0037 CHURCH STREET
0041 CHURCH STREET
0059 CHURCH STREET
0056 MAIN STREET
0087 MAIN STREET
0095 MAIN STREET
0110 MAIN STREET
0069 MAIN STREET - FECTEAU STORE
0010 MOORE STREET
0001 PLEASANT STREET
0003 PLEASANT STREET
0007 PLEASANT STREET
0024 PLEASANT STREET
0027 PLEASANT STREET
0032 PLEASANT STREET
0043 PLEASANT STREET
0064 PLEASANT STREET
0022 RAILROAD AVENUE
0038 RAILROAD AVENUE
0042 RAILROAD AVENUE
00928 RAILROAD AVENUE
0134 RAILROAD AVENUE
0041 ST. LAURENT STREET
0045 ST. LAURENT STREET
0060 ST. LAURENT STREET
0072 ST. LAURENT STREET
0085 ST. LAURENT STREET
0088 ST. LAURENT STREET
0017 WATER STREET
0019 WATER STREET
0037 WATER STREET
0041 WATER STREET - HOGARTH COUNTRY
DAY SCHOOL



TABLE 7



APPENDIX C

SMOKE TESTING FIELD WORK RECORDS
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SECTION 1
PURPOSE AND SCOPE

The purpose of this study was to investigate select areas of the Epping, NH
sanitary sewer system for the purpose of identifying areas of possibly excessive
inflow. The findings of the smoke testing field work are summarized in this report.

The study area consisted of the Epping, NH sanitary sewer collection system
designated as sub-systems A, B, B1, C, D, E.
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SECTION 2

PROCEDURES

SMOKE TESTING

Smoke testing was conducted on all designated line sections with smoke,
produced by 3 minute smoke candles, being forced into each manhole using
a gasoline powered, high volume blower. Lines were restricted at the
upstream and downstream manholes of each test segment to concentrate
the smoke within the test segment. Each test segment was typically two
manhole reaches in length.

"Suspect” inflow sources were recorded along with confirmed sources which
actually smoked. Examples of suspect sources include driveway drains,
stairwell drains, window well drains, patio and area drains, and downspouts
piped underground or to the foundation.

Results of the SMOKE TESTING are presented in Section 3-1 of this report.

2-
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SECTION 3
RESULTS
SMOKE TESTING

Smoke testing was performed on a total of 37,749 LF of sanitary sewer
within the study area as follows:

SUMMARY OF SMOKE TESTING

SUB-SYSTEM LENGTH
A : 7,630

B 13,114

B1 562

C 4,501

D 1,490

E 10,4562
TOTAL 37,749

Table 1 presents a summary of positive smoke test findings which includes
for each finding, the location, description, effective tributary drainage area,
calculated inflow, photo and field sketch reference number, and
recommended investigative or rehabilitation technique. Please note the
runoff coefficients of 0.3 (grass or soil) and 0.9 (impervious coatings) have
already been factored into the "effective drainage area" column. In many
cases both coefficients were implemented for each inflow source. An
example of this would be a sloped yard draining to the street surface leading
to an inflow source such as a catch basin or area drain.

Tributary drainage areas and calculated inflow rates for indirect and suspect
sources could not be determined. Inflow rates of each source will be
determined during dyed water testing and flooding activities.
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Reference photographs taken during smoke testing are included in
Appendix 1 of this report. Field sketches of all findings are included in
Appendix 2 of this report.
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TABLE 1
EPPING, NH,
SUMMARY OF SMOKE TESTING RESULTS
SUB SYSTEM A

EFFECTIVE CALCULATED

SEWER DRAINAGE INFLOW
FROM TO  LENGTH AREA Q.87 IN/HR
M.H. M.H.  (FEET} LOCATION FINDINGS (SQ.FT.} {G.F.D} PHOTQ #  SKETCH # RECCMMENDATION
33 32 298 MAIN ST
32 3i 298 MAIN ST
3 28 371 MAINST MH# 30 CNL - BROKEN 1.5 IRCNPIPE ELBOW SMOKING 1 1
23 28 100 PROSPECT ST
28 27 100 PROSPECT ST
27 26 296 PROSPECT ST
26 16 221 MAIN ST
20 19 300 PRESCOTT RD MH# 20, 19, 18.1 PAVED OVER
18 18.1 200 PRESCOTT RD
184 18 145 ACADEMY ST
18 17 300 ACADEMY ST
17 6 303 ACADEMY ST
25 24 133 CATEST
24 3 266 CATEST
23 22 165 CATEST
22 21 203 CATEST
21 16 261 CATEST
16 15 348 MAIN ST
15 14 184 MAIN ST -
14,3 14,2 50 UNNAMED ST
14,2 4.1 257 UNNAMED ST
14.1 14 44 UNNAMED ST
14 11 209 MAIN ST
i3 12 381 HIGH ST
12 11 157 HIGH ST
11 7 148 MAIN ST
7 6 308 MAIN ST
3 5 200 MAIN ST TO MILL ST ESMNY
5 4 365 MAIN ST TO MILL ST ESMNT
4 3 300 MAIN ST TO MILL ST ESMNT
3 21 150 MAIN ST TO MILL ST ESMNT
2.1 2 112 MAIN ST TO MILL 8T ESMNT MH 2 IS MAIN PUMP STATION
B1.% A-1 147 WATER ST
C-1 At 140 WATER ST
A-t 2 170 LAMPREY RIVER CROSSING

TOTAL 7630 TOTAL 0



EPPING, NH.
SUMMARY CF SMOXE TESTING RESULTS
SUB SYSTEM B

EFFECTIVE  CALCULATED
SEWER DRAINAGE INFLOW
FROM  TO  LENGTH AREA 0.87 IN/HR
M.H.  MH, (FEET} LOCATION FINDINGS (SQ.FT.) G.P.O. PHOTO # SKETCH # RECOMMENDATION

80 59 156 RAILROAD AVE

59 57 512 RAILROAD AVE MH 58 - CNI,

57 56 142 RAILROAD AVE MH 57 - PAVED OVER

5 55 64 RAILROAD AVE
55 54 128 RAILROAD AVE
54 53 165 RAILROAD AVE
53 52 160 RAILRGAD AVE
52 51 291 RAILROAD AVE
51 a9 283 MAIN ST
50 43 256 MAPLE ST
49 45 256 MAIN ST
ag a7 297 CHURCH ST EXTENSION
47 45 252 CHURCH ST EXTENSION
a6 45 252 CHURCH ST
45 43 365 MAIN ST
a4 43 351 MOORE ST
43 a2 221 MAINST
42 23 222 MAINST

39 38 322 RAILROAD AVE

38 36 &7 RAILROAD AVE .
37 36 203 ST. LAURENT ST

38 35 172 ST.LAURENT ST

35 34 218 ST. LAURENT ST
34 33 50 ST, LAURENT §T

33 32 60 ST. LAURENT §T MH 33 CHL
32 31 251 ST, LAURENT ST
31 30 268 ST. LAURENT ST
30 29 259 ST. LAURENT ST
29 29 80 ST.LAURENT ST
28 28 275 ST.LAURENT ST
28 27 314 ST.LAURENT ST
41 40 284 CHURCH ST
40 27 205 CHURCH ST

27 23 1051 ST. LAURENT ST MH'S 26, 25, 24, - PAVED OVER
23 22 139 MAIN ST
22 22 201 MAIN ST ‘
22 19 409 BUNKER AVE MH'S 21, 20 - CNL

19 2 126 BUNKER AVE

17 17 155 WHISPERING PINES APARTMENTS

17 6 242 PLEASANT ST

16 15 244 PLEASANT ST

15 14 15 PLEASANT 5T

18 14 270 PLEASANT ST MH 18 . CNL

14 12 524 PLEASANTST MH 13- CNL

12 11 207 PLEASANT ST

11 10 198 PLEASANT ST
10 6 653 PLEASANT ST MH'S 9, 8, 7 - CNL

6 5 85 PLEASANT ST

5 4 331 PLEASANT ST

4 3 293 MAIN ST

3 2 206 WATER ST

2 it 361 WATER ST MH 1, SUB SYSTEM B - CNL

TOTAL 13114 TOTAL 0



TABLE1
EPPING, NH.

SUMMARY OF SMOKE TESTING RESULTS
SUB SYSTEM B

EFFECTIVE CALCULATED
SEWER DRAINAGE INFLOW

FROM TO  LENGTH AREA 0.87 IN/HR
M.H. M.H.  (FEET) LOCATION FINDINGS (SQ.FT) {G.7.D.) PHOTC #  SKETCH # RECCMMENDATION

4 3 504 MOORE ST

3 2 214 MOQORE 8T

2 1 44 MOORE ST

TOTAL 562 TOTAL

o]
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TABLE %
EPPING, NH.
SUMMARY OF SMOKE TESTING RESULTS
SUB SYSTEM C
EFFECTIVE CALCULATED
SEWER DRAINAGE INFLOW
FROM TO LENGTH AREA 0.87 IN/HR
M.H M.H.  {FEET) LOCATION FINDINGS [SQ.FT.} {G.P.D.) PHOTO # GSKETCH # RECOMMENDATION

21 13 748 CALEF HIGHWAY MH'S 20, 15, 314 - CNL
18 17 144 MAIN ST
18 17 90 MAIN ST
17 15 270 MAIN TO CALEF H'WAY ESMNT  MH'S 16, 15 - CNL
13 12 231 CALEF HIGHWAY MH 12 - PAVED QVER
12 8 335 RAILRQAD AVE MH 11 - CNL
10 9 254 ACREST

9 & 251 ACREST

8 7 357 RAILRDAD AVE MH 7 - PAVED OVER

7 5 568 RAILROAD AVE MH & - CNL:4™ SVC IN VACANT LOT SMOKING 450 5809 2,3 2 CAP/PLUG OPENING

5 4 357 WATER ST .

4 3 300 WATERST

3 2 284 WATERST

2 1 312 WATER ST .

TOTAL 4801 TOTAL 5BOS



TABLE 1
EPPING, NH.
SUMMARY OF SMOKE TESTING RESULTS
SUB SYSTEM D

EFFECTIVE CALCULATED
SEWER DRAINAGE INFLOW
FROM TO  LENGTH AREA 0.87 IN/HR
M.H. M.H.  FEET) LOCATEON FINDINGS {SQ.FT.) 1G.P.D.) PHOTO # SKETCH # RECOMMENDATION
8 7 80 PIKEST
7 6 180 PIKE ST
6 5 222 PIKEST
5 3 300 PIKE ST
4 3 301 MILL 8T
3 2 137 MILL ST
2 1 270 MILLST
TOTAL 1490 TOTAL 0



TABLE1
EPPING, NH,
SUMMARY OF SMOKE TESTING RESULTS
SUS BYSTEME

EFFECTIVE CALCULATED
SEWER DRAINAGE INFLOW
FROM TO  LENGTH AREA 0.87 IN/HR
MBH. MM (FEET} LOCATION FINDINGS (SQ.FT) I1G.P.0\) PHOTO # SKETCH # RECOMMENDATION
32 31 257 PLUMER ST
31 30 218 PLUMER ST
30 29 257 PLUMER ST
29 28 339 PLUMER ST
28 . 27 296 PLUMER ST
27 26 180 PLUMER ST
26 25 199 ELM ST
25 24 299 ELM ST
24 23 313 ELM ST
STUB 23.1 360 HIGHLAND DR
231 TN 20 HIGHLAND DR
23 22 316 ELM ST
sSTUB 18.7 198 HIGHLAND DR
18.7 18.6 259 SHORE DRIVE
18.6 18.5 210 SHORE DRIVE
18.5 18.2 198 SHORE CRIVE
184 1841 277 SHORE DRIVE
18.3  18.2 282 EDGEWOOD DR. ESMNT
18.2 181 383 EDGEWOOD DR .
181 TN 235 EDGEWOOD DR/ELM ST ESMNT
22 18 156 ELM ST
21 20 342 HIGH ST
20 12 354 HIGH ST
19 18 310 HIGH ST
18 15 376 ELM ST
17 16 204 ELM COURT
16 18 204 ELM COURT
15 14 156 ELM ST
14 13 381 ELM ST
13 12 200 CALEF HIGHWAY
12 10 400 CALEF HIGHWAY MH 11 - CNL
10 7 40 CALEF HIGHWAY
9 8 335 CALEF HIGHWAY
8 7 280 CALEF HIGHWAY
7 6 33 LAGOON DR
[ 5 248 LAGOON DR
5 4 252 LAGOON DR
4.1 4 200 AMBER WAY
4 3 295 LAGOON DR
3 2 210 LAGOON DR
2 1 300 LAGOON DR
TOTAL 10452 TOTAL 0
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TABLE 2
EPPING, NH.
SUMMARY QF
SUSPECT INFLOW SOURCES
sUB SYSTEM A

LINE SECTION

FROM TO
LOCATION MH MH SOURCE
227 MAIN ST 30 26 LEFT REAR ROOF LEADER
172 MAIN ST 7 & LEFT REAR & LEFT FRONT ROOF LEADER



TABLE 2
EPPING, NH,
SUMMARY OF
SUSPECT INFLOW SOURCES
SUB SYSTEM B

LINE SECTION
FROM TO
LOCATION MH MY SOURCE

32 PLEASANT ST 9 3 LEFT,RIGHT,RIGHT REAR ROOF LEADERS
4B PLEASANT ST 9 3 RIGHT FRONT ROOF LEADER
58 MAIN ST 4 3 RIGHT FRONT ROOF LEADER
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DYED WATER TESTING FIELD WORK RECORDS



EPPING, NH
DYED WATER TESTING
JUNE 1996
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Utility Pipeline Services, Inc.

July 23, 1996 Tel: (603) 625-1212

Fax: (603) 623-
Sverdrup Civil, Inc. ax: (603) 623-6680

2 Center Plaza
Boston, MA 02108-1900

Attention: Paul Savard

RE: Epping, NH
Dyed Water Testing

Dear Mr. Savard:

On June 25, 1996, a crew from Utility Pipeline Services Inc., performed dyed water testing
at nine (9) selected sites in Epping, NH.

A nontoxic, water soluble, dye concentrate is introduced at the suspect source. The closest
downstrearn sanitary manhole and area adjacent to the suspect source are monitored for the
presence of dye.

The results of the dyed water testing are attached as Table 1 of this report. Please note
that sites were selected based upon data obtained during the smoke testing and house-to-
house survey conducted previously.

We thank you for allowing us the opportunity to provide this information. If you should
have any questions or need anything additional, please do not hesitate to contact me.

Very truly yours,
UTILITY PIPELINE SERVICES, INC.

;4 G P el
Thomas Mitchell
Project Manager

TM/dak

epping nh\wpdocsidak

14 Priscilla Lane Auburn, NH 03032
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epping nhywpdocsidak

TARLE 1
EPPING, NH
DYED WATER TESTING
SUB | TEST SUSPECT
SYSTEM | # LOCATION SOURCE RESULTS
A 1 | 227 MAIN STREET LR, RL DRAINS TO REAR IN
YARD
A 2 172 MAIN STREET LR, RL DISCONNECTED (NOT
CEMENTED)
A 2 172 MAIN STREET LF, RL DRAINS TO YARD
B 3 | 32 PLEASANT STREET LR, RR, RL | DRAINS TO REAR IN -
YARD
4 | 48 PLEASANT STREET RF, RL DRAINS INTO YARD
5 | 58 MAIN STREET RF, RL CANNOT LOCATE (#58)
6 | 88 MAIN STREET RL DRAINS OUT BACK
UNDER PORCH IN
BACK YARD
7 | 3 PLEASANT STREET RL CANNOT LOCATE (#3)
B 8 | 45 PLEASANT STREET RL DRAINS TO REAR IN
YARD
B 9 | 42 PLEASANT STREET RL DRAINS INTO CATCH
BASIN
B 10 | 18 WATER STREET RL NEGATIVE (NOT TO
SEWER)
B 11 |77 ST. LAURENT STREET | YARD NEGATIVE (DRAINS TO
DRAIN BROOK)
RL = ROOF LEADER, RR = RIGHT REAR, RF = RIGHT FRONT, LR = LEFT REAR,
LF = LEFT FRONT
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MANHOLE INSPECTION FIELD REPORTS
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PIPELINE

-Utility Pipeline Services, Inc.

Tel: (603) 625-1212
June 21, 1996 . Fax: (603) 623-6680

Sverdrup Civil, Inc.
2 Center Plaza
Boston, MA 02108-1900

Attention: Paul Savard

RE: Epping, NH
Report of Manhole Inspection

Dear Mr. Savard:

This letter is written to document and summarize the Manhole Inspection Program recently
completed by our crews on the above referenced project.

A summary of observations made within the manholes during the inspection is presented
in Table 1 of this report. A summary of iine cbservations found during the line lamping
procedure of the inspection is presented in Table 2 of this report. The printed inspection
logs are included in Appendix 1 of this report.

If you have any questions or require additional information, pleése do not hesitaté to
contact us.

Very truly yours,
UTILITY PIPELINE SERVICES, INC.

Robert J. Kerry
Project Manager

RJK/dak

14 Priscilla Lane Auburn, NH 03032
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Sub-System: A Table 1 Page: 1
EPPING, N.H.

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Components

Number Location Grade Cover Description Area Steps Surcharge |Observation Corbel Walls Floor Invert
2 MILL ST. NEAR PUMP AT 2 1 Pick Hole(s) 81 NONE HNoCument |[MATERIAL [BRICK PRECAST BRICK BRICK i
STATION — -~ Lift Hole(s) Surcharge | CONDITION [GOOD GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS

*IN FROM MH# 2 IN SUB SYSTEM "D*

3 EASEMENT ABOVE 2 1  Pick Hole(s) 1.2 NONE NoCurrent |MATERIAL BRICK PRECAST BRICK BRICK
‘ 8 -~ - Lift Hole{s) Surcharge  |CONDITION |GOOD GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS
4 MAIN STREET/MILL ABOVE 2 1 Pick Hole(s) 8.1 NONE NoCurrent [MATERIAL BRICK PRECAST BRICK BRICK
SREET EASEMENT 3 -~ - Lift Hole(s) Surcharge | cONDITION  |FAIR GOOD GOOD GOoD
Evident LEAKS {gpd)

DEFECTS MISSING MORTAR

5 MAIN ST. RIVER AT 2 1 PickHole(s) 120.0 NONE NoCurrent |MATERIAL [PRECAST PRECAST BRICK BRICK
EASEMENT/BEHIND ~ -~ Lift Hole(s) Surcharge  |CONDITION {GOOD FAIR GOOD GOOD
BARBER SHOP Evident LEAKS fopd) 180
DEFECTS A FEW DRIPPING
SEAMS IN

MIDDLE OF WALL

6 170 MAIN STREET AT 2 1 Pick Hole(s) 81 NONE NocCument |MATERIAL |BRICK PRECAST BRICK BRICK
' — —  Lift Hole(s) Surcharge  |CONDITION  |FAIR GOOD GOOD 600D
Evident LEAKS (gpd) :
DEFECTS  |MISSING MORTAR
&
DETERIORATING

BRICK




Sub-System: B Table 1 | Page: 1
EPPING, N.H.

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Compnents '
Number Location Grade  Cover Description Area Steps  Surcharge [Observation Corbel Walls Floor Invert i
2 MAIN STREET@ BEA'S AT 2 1 Pick Hole(s) 270.0 NONE No Current |[MATERIAL BRICK PRECAST BRICK BRICK
RESTAURANT — —  Lift Hole(s) Surcharge | CONDITION  [FAIR GOOD GOOD G0OD
Evident LEAKS (gpd)
DEFECTS MISSING
MORTAR,

MISSING BRICKS

3 MAIN STREET AT AT 2 1 Pick Holefs) 40.5 NONE NoCurrent |MATERIAL |PRECAST PRECAST BRICK BRICK
PLEASANT STREET —~ —  Lift Hole(s) Surcharge | CONDITION  |FAIR GOCD GOOD GOOD
Evident LEAKS (gpd)

DEFECTS MISSING MORTAR

19 MAIN ST. BEHIND BEA'S ABOVE 1 1 Pick Hole(s) 8.1 NONE NoCurrent |[MATERIAL BRICK PRECAST BRICK BRICK
RESTAURANT 1 - - Lift Hole(s) Surcharge | CONDITION |FAIR GOCD GOOD GOOD
: Evident LEAKS (gpd)

DEFECTS MISSING MORTAR

20 BUNKER STREET AT -~ - Pick Hole(s) No Current |MATERIAL
- -~ Lift Hole(s) Surcharge | coNDITION

Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE CANNQT INSPECT

21 BUNKER STREET AT —~ == Pick Hole(s} No Current  |MATERIAL
~ - Lift Hole(s) Surcharge | cONDITION

Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE COULD NOT INSPECT




Sub-System: B Table 1 Page: 2
EPPING, N.H.
Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Components

Mumber Location Grade  Cover Description Area Steps  Surcharge  |Observation Corbel Walls Floor Invert i
22 134 MAIN STREET AT - == Pick Hole(s) No Current |MATERIAL  iBRICK PRECAST BRICK BRICK
— —  Lift Hole(s) Surcharge  [CONDITION |GOOD GOOD GOOD GOOD
COVER CRACKED Evident LEAKS (gpd)
DEFECTS
23 117 MAIN STREET AT 2 1 Pick Hole(s) 8.1 NONE NoCurrent |MATERIAL [BRICK PRECAST BRICK BRICK 1
— - Lift Hole(s) Surcharge | CONDITION  |FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)

DEFECTS MISSING MORTAR

24 ST. LAURENT STREET AT - --  Pick Hole(s) No Current |MATERIAL
-~ ~ Lift Hole(s) Surcharge | CONDITION
Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE, CANNOT INSPECT

25 ST. LAURENT STREET AT - -  Pick Hole(s) No Current  |MATERIAL
- - Lift Hole(s) Surcharge | CONDITION
Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE, CANNOT INSPECT

% ST. LAURENT STREET AT - — PickHole(s) No Current  AMATERIAL
— — LiftHole(s) Surcharge CONDITION
Evident LEAKS (gpd}

DEFECTS

BURIED MANHOLE CANNOT INSPECT




Sub-System: B Table 1 Page: 3
EPPING, N.H.

Summary of Observations
Made During Manhole Inspection

Manhole Components

Manhole Drainage
Number Location Grade  Cover Description Area Steps  Surcharge  1Observation Coibel Walls Floor Invert
27 ST. LAURENT STREET AT 2 1 Pick Hole(s) 8.1 NONE NoCurrent (MATERIAL |BRICK PRECAST BRICK BRICK

- - Lift Hole(s) Surcharge  !CONDITION {FAIR GOOD FAIR FAIR

Evident LEAKS (gpa)

DEFECTS MISSING MORTAR




Sub-System: C Table 1 Page: 1
EPPING, N.H,

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Mnhl Components
© Number Location Grade Cover Description Area Steps  Surcharge  {Observation Corbel Walls Floor Invert
5 RAILROAD AVENUE @ BELOW 2 1 Pick Hole(s) 54.0 NONE No Current MATERIAL PRECAST PRECAST BRICK BRICK
WATER AVENUE - 25 - - Lift Hole(s) Surcharge  |CONDITION IFAIR GOOD GOOD FAIR
Evident LEAKS (gpd)

DEFECTS MISSING MORTAR

8 RAILROAD AVENUE AT - - Pick Hole(s) No Current  MATERIAL
— - Lift Hole(s) Surcharge | CONDITION

Evident LEAKS (god)

DEFECTS

BURIED MANHOLE;CANNOT INSPECT

7 RAILROAD AVENUE AT — - Pick Hole(s) No Current  |MATERIAL
- - Lift Hole(s) Surcharge | CONDITION
Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE, CANNOT INSPECT

8 35 RAILROAD AVENUE BELOW 2 1 Pick Hole(s) 81 NONE NoCurrent |[MATERIAL BRICK PRECAST BRICK BRICK

-1 — —  Lift Hole(s) Surcharge | CONDITION |POOR GOOD GOOD GOOD
] Evident LEAKS (gpd)

DEFECTS




Sub-System: D Table 1 Page: 1
EPPING, N.H.
Summary of Observations
Made During Manhole inspection

Manhole . Drainage Manhole Compoents
Number Location Grade Cover Description Area Steps  Surcharge |Observation Corbel Walls Floor Invert
1 20 MILL STREET (NEAR) AT — = Pick Hole(s} 162.0 NONE No Current [MATERIAL BRICK PRECAST BRICK BRICK
— - Lift Hole(s) Surcharge  |CONDITION {FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS MISSING MORTAR
DOWNSTREAM MANIHOLE IN SUB SYSTEM "A”
2 25 MILL STREET AT 2 1 Pick Hole(s) 216.0 NONE NoCuirent [MATERIAL  |[BRICK PRECAST BRICK BRICK
—~ = Lift Hole(s) Surcharge  [CONDITION  [FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS MISSING MORTAR
3 MILL STREET AT PIKE AT 2 1 Pick Hole(s) 81 NONE NoCurrent |MATERIAL  |BRICK PRECAST BRICK BRICK
STREET — — Lift Hole(s) Surcharge | CONDITION |GOOD GOOD GOOD GO0D
Evident LEAKS (gpd)
DEFECTS
4 46 MILL STREET AT 2 1 Pick Hole(s) 8.1 NONE No Current |MATERIAL BRICK PRECAST BRICK BRICK
—~ -~ Lift Hole(s) Surcharge  |CONDITION [FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS MISSING MORTAR
DEAD END MANHOLE
5 12 PIKE STREET AT 2 1 Pick Hole(s) 8.1 NONE NoCument |MATERIAL |BRICK PRECAST BRICK BRICK
— ~  Lift Hole(s) Surcharge  |CONDITION {GOOD GOOD GOOD GOOD
Evident LEAKS (gpd) :
DEFECTS
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Sub-System: Table 1 Page:
EPPING, N.H.
Summary of Observations
Made During Manhole Inspection
Manhole Drainage Manhole Components
Number Location Grade  Cover Description Area Steps  Surcharge  |Observation Corbel Walls Fioor Invert
6 20 PIKE STREET AT 2 1 Pick Hole(s) 81 NONE NoCurrent [MATERIAL PRECAST PRECAST BRICK BRICK
- —  Lift Hole(s) Surcharge  |CONDITION {GOOD GOOD GOOD GOOD
CRACKED COVER Evident LEAKS (gpd)
DEFECTS
7 25 PIKE STREET AT 2 1 Pick Hole(s) 8.1 NONE NoCurrent [MATERIAL BRICK PRECAST BRICK BRICK
~ = Lift Hote(s) Surcharge  |CONDITION |GOOD GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS )
8 31 PIKE STREET AT 2 1 Pick Hole(s) 81 NONE NoCurrent |[MATERIAL  |BRICK PRECAST BRICK BRICK
- - Lift Hole(s) Surcharge  |CONDITION {FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS  |MISSING MORTAR

DEAD END MANHOLE




Sub-System: E Table 1’ ‘ Page: 1
) EPPING, N.H. ‘

Summary of Observations
Made During Manhole inspection

Manhole Drainage hole Compone

Number Location Grade  Cover Description Area Steps  Surcharge jObservation Corbel Walls Floor Invert

3 LAGOON ROAD NEAR AT 2 1 Pick Hole(s) 2.7 NONE No Current MATERIAL BRICK PRECAST BRICK BRICK
TREATMENT PLANT —~ - Lift Hole(s) Surcharge  |CONDITION iFAIR GOOD GOOD GOOD
GATE Evident LEAKS (gpd)

DEFECTS MISSING MORTAR

4 LAGOON ROAD AT AT 2 1 Pick Hole(s) 81 NONE NoCurent |MATERIAL |BRICK PRECAST BRICK BRICK
AMBEL WAY —~ - Lift Hole(s) Surcharge  |CONDITION |FAIR GOOD GOOD GOOD
CRACKED COVER Evident LEAKS {gpd)

DEFECTS MISSING MORTAR

5 1 LAGOON ROAD AT 2 1 Pick Hole(s) 8.1 NONE NoCument {MATERIAL [BRICK PRECAST BRICK BRICK
~ - Lift Hole(s) Surcharge  |CONDITION |POOR GOOD GOOD GOOD
Evident LEAKS {gpd)

DEFECTS MISSING MORTAR

B LAGOON STREET AT —~ = Pick Holels) No Current | MATERIAL
—~ - Lift Hole(s) Surcharge | CONDITION
Evident LEAKS (gpd)

DEFECTS

BURIED MANHOLE; CANNOT INSPECT

10 ROUTE 125 ATLAGOON BELOW 2 1  Pick Hole(s) 27 NONE NoCurrent |MATERIAL BRICK PRECAST BRICK BRICK
STREET ON SHOULDER .25 -~ —  Lift Hole(s) Surcharge  |CONDITION |FAIR GOOD GOOD FAIR
Evident LEAKS (gpd)
DEFECTS MISSING MORTAR LIGHT MINERAL

DEPOSITS




Sub-System: E Table 1 Page: 2
EPPING, N.H.

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Components
Number Location Grade  Cover Description Area Steps  Surcharge  |Observation Corbel Walls Floor Invert
" ROUTE 125 AT ~ — Pick Hole(s) No Current |MATERIAL
— - Lift Hole(s) Surcharge | CONDITION
Evident LEAKS (gpd)
DEFECTS
BURIED MANHOLE; CANNOT INSPECT
i2 RQUTE 125 AT -~ — Pick Hole(s) 8.1 NONE No Current MATERIAL BRICK PRECAST BRICK BRICK
. — - Lift Hole(s) Surcharge  jCONDITION {FAIR GCOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS MISSING MORTAR
13 ELM STREET @ GETTY AT 2 1 Pick Hole(s) 57.6 NONE No Current MATERIAL BRICK PRECAST BRICK BRICK
STATION PARKING LOT ~ = Lift Hole(s) Surcharge  |CONDITION |POOR GOOD GOOD GOOD
Evident LEAKS (gpd)
. DEFECTS MISSING MORTAR
OUTGOING PIPE CONNECTION LEAK FROM 6-10:00 POSITIONS, 1.5 GPM
14 17 ELM STREET AT 2 1 Pick Hole(s) 8.1 NONE No Current [MATERIAL BRICK PRECAST BRICK BRICK
-~ - Lift Hole(s) Surcharge  |GONDITION |POOR FAIR GOOD GOOD
Evident LEAKS (god)
DEFECTS DETERIORATING | MISSING MORTAR
BRICKS MISSING
MORTAR
15 ELM STREET AT ELM AT 2 1 Pick Hole(s) 8.1 NONE No Current MATERIAL BRICK PRECAST BRICK BRICK
COURT ~ ~ Lift Hole(s) Surcharge  [CONDITION |FAIR GOOD GOOD GOOD
Evident LEAKS (gpd) )
DEFECTS MISSING MORTAR




Sub-System: E Table 1 Page: 3
EPPING, N.H,

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Components
Number Location Grade  Cover Description Area Steps Surcharge |Observation Corbel Walls Floor Invert E
16 ELM COURT AT 2 1 Pick Hole(s) 8.1 NONE No Current [MATERIAL |BRICK PRECAST BRICK BRICK }
- - Lift Hole(s) Surcharge  |CONDITION |FAIR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS  |MISSING
MORTAR,
MISSING BRICKS
17 ELM COURT AT 2 1 Pick Hole(s) 8.1 GOOD NoCurrenf |MATERIAL [BRICK PRECAST BRICK BRICK
- - Lift Hole(s) Surcharge  |CONDITION |FAIR GOOD GOOD GOOD
Evident LEAKS (gnd)
DEFECTS MISSING MORTAR
DEAD END MANHOLE
18 ELM STREET AT HIGH AT 2 1 Pick Hole(s) 81 NONE NoCurrent |[MATERIAL  [BRICK PRECAST BRICK BRICK
STREET — —  Lift Hole(s) Surcharge  (CONDITION |POOR lelelels] GOOD GOOD
Evident LEAKS (gpd}
DEFECTS  |MISSING
BRICKS.MISSING
MORTAR
19 9 HIGH STREET AT 2 1 Pick Hole(s) 8.1 No Current | MATERIAL BRICK PRECAST BRICK BRICK
-~ - Lift Hole(s) Surcharge  |CONDITION |FAIR GOOD GOOD | GOOD
Evident LEAKS (gpd)
DEFECTS  |MISSING MORTAR
20 42 HIGH STREET AT 2 1  Pick Hole(s) No Current  |MATERIAL BRICK PRECAST BRICK BRICK
—~ —  Lift Hole(s) Surcharge  |CONDITION |GOOD GOOD GOOD GOOD
Evident LEAKS (gpd) -
DEFECTS




Table 1
EPPING, N.H.

Sub-System: E Page: 4

Summary of Observations
Made During Manhole Inspection

Manhole Drainage Manhole Components
Number Location Grade  Cover Description Area Steps  Surcharge |Observation Corbel Walls Floor Invert
21 HIGH STREET AND PIKE AT 2 1 Pick Hole(s) 8.1 NONE NoCurrent |MATERIAL |BRICK PRECAST BRICK BRICK
STREET ~ - Lift Hole(s) Surcharge  (CONDITION [FAIR GOCD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS  |MISSING MORTAR
DEAD END MANHOLE
22 47 ELM STREET AT 2 1 Pick Hole(s) 8.1 NONE NoCurrent |[MATERIAL (BRICK PRECAST BRICK BRICK
— - Lift Hole(s) Surcharge | CONDITION |POOR GOOD GOOD GOOD
Evident LEAKS (gpd)
DEFECTS  jMISSING MORTAR
14.1 ELM STREET BTWN AM AT 2 1 Pick Hole(s) 8.1 NONE NoCumrent [MATERIAL BRICK PRECAST BRICK BRICK
LEGION AND GETTY ~ - Lift Hole(s) Surcharge i CONDITION |FAIR GOOD GOOD GOOD
STATION Evident LEAKS (gpd)
DEFECTS  MISSING MORTAR 1" DIRT AND

RUBBLE




Sub-Systermn:  F Table 1 Page: 1
EPPING, N.H.
Summary of Observations
Made During Manhole Inspection

Manhole Components

Manhole Drainage :
Number Location Grade Cover Description Area Steps  Surcharge [Observation Corbel Walls Floor Invert i
2 UPSTREAM TREATMENT AT 2 1 Pick Hole(s) 2.7 NONE NoCurrent |MATERIAL BRICK PRECAST BRICK BRICK

PLANT - - Lift Hole(s) Surcharge  iCONDITION |FAIR GOOD GOOD GOOD

Evident LEAKS (gpd)

DEFECTS MISSING MCRTAR




TABLE 2
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Sub-System: A Table 2 Page
EPPING, N.M.
Summary of Line Observations
During Manhole Inspection
Pipe Joint QObserved Observed Pipe Conn
Manhole Diameter Pipe Length Pipe  Flow Depth Debris Depth  Leakage
Number  Line Section Depth  (Inches) Material {Feet} Type (Inches) (Inches) {Gpd) Observations
2 INFROM 3 131" 8 ACP 13 G 3.5 0 0
INFROM 2" 411" 8 ACP 13 G 25 0 ]
cuTTO 1 132" 8 ACP 13 G 3.75 0
3 INFROM 4 i3 4" 8 ACP 13 G 35 0
oUTTO 2 135" 8 ACP 13 G 35 0
4 IN FROM 9'g" 8 ACP 13 G 35 0 0 MINERAL DEPOSITS
QUTTO 3 9 10" 8 ACP 13 G 35 0 0
5 INFROM & 64" 8 ACP 13 G 1.0 0 2160 12 O'CLOCK
QUTTC 4 g5" 8 ACP 13 G 1.0 0 0 N
5] iINFROM 7 &' 4" 8 ACP 13 G 1.0 0
QUTTO 5 &' 5" 8 ACP 13 G 1.0 0




Sub-System: B

Table 2

EPPING, N.H.
Summary of Line Observations

During Manhole Inspection

Page:

Pipe Joint Observed QObserved Pipe Conn
Manhole Diameter Pipe Length Pipe FlowDepth Debris Depth  Leakage
Number  Line Section Depth  (Inches) Material ({Feet) Type (Inches) {Inches) (Gpd}  Observations
2 INFROM 3 73 8 ACP 13 G 1.0 4] )] MINERAL DEPOSITS AT PIPE CONNECTION
INFROM 19 3 8 ACP 13 G 1.0 0
QUTTO 1 74" 8 ACP 13 G 2.0 0
3 INFROM 4 g g" ] ACP 13 G 0 0
iINFROM 5 g2 8 ACP 13 G 1.0 0
oUTTO 2 g 10" 8 ACP 13 G 1.0 0
18 INFROM 21 5'8" 8 ACP 13 G 1.5 0
ouTTO 2 57 8 ACP 13 G 1.5 0
22 INFROM 23 g9 8 ACP 13 G 3 0 0
INFROM 221 89 8 ACP 13 G o 0 a
QUTTO 21 810" 8 ACP 13 G 3 0 0
23 iNFROM 24 74" 8 ACP 13 G 20 o o
IN FROM 42 74" 8 ACP 13 G 1.0 20 ¢
oQUTTO 22 75" 8 ACP 13 G 3.0 0 ¢
27 INFROM 28 511" 8 ACP 13 G .50 0 0 MINERAL DEPOSITS AT PIPE CONNECTION
IN FROM 40 511 8 ACP 13 G 0 0 0
QUTTO 26 B 0" 8 ACP 13 G .50 0 0




Sub-System;: C

L Uit it FIZRYERA

Table 2 Page:
EPPING, N.H.
Summary of Line Observations
During Manhole Inspection

Pipe Joint Observed Observed Pipe Conn

Manhole Diameter Pipe Length Pipe Flow Depth Debris Depth  Leakage
Number  Line Section Depth  {Inches) Material (Feet) Type  (Inches) (Inches) {Gpd) Observations
5 INFROM 6 76" 8 ACP 13 G 1.0 0 0

QUTTO 4 T 8 ACP 13 G 1.0 0 720
3 INFROM 9 52" =) ACP 13 G 25 0

INFROM 11 53" 8 ACP 13 G 20 0 0 MINERAL DEPOSITS AT PIPE CONNECTION

54" 8 ACP 13 G 2,25 0 0 MINERAL DEPOSITS AT PIPE CONNECTION

ouUTTO 7




Sub-System: D Table 2 Page:
' EPPING, N.H.
Summary of Line Observations
Curing Manhole Inspection

Pipe Joint Observed Observed Pipe Conn
Manhole Diameter Pipe Length Pipe  Flow Depth Debris Depth  Leakage
Number  Line Section Depth  (Inches) Material (Feet) Type (Inches) {Inches) {Gpd) Observations
1 INFROM 2 52" 8 ACP 13 G 25 0 0
OUTTO 2(88-A) &3 8 ACP 13 G .25 0 0
2 INFROM 3 59" 8 ACP 13 G .25 0 0
oUTTO i 510" 8 ACP 13 G .25 0
3 INFROM 4 56" 8 ACP 13 G 25 v] 0
INFROM 5 54" 8 ACP 13 G o 0 o
QUTTC 2 57" 8 ACP 13 G 25 0 0
4 QUTTO 3 6'2" 8 ACP 13 G 0 0 0
5 INFROM 6 8 10" 8 ACP 13 G 0 0 0
© oUTTO 3 8 11" 8 ACP 13 G 0 0 0
B INFROM 7 g' 5" 8 ACP 13 G 0 0 [
QUTTO 5 &' 6" 8 ACP 13 G 0 0 0
7 INFROM 8 57 8 ACP 13 G d ) 5
QUTTO & 58" 8 ACP 13 G 0 0 0
8 QUTTO 7 58" 8 ACP 13 G 0 0 i




Sub-SySIem: E

Table 2
EPPING, N.H.

Summary of Line Qhservations
During Manhole Inspection

Pipe Joint Observed QObserved Pipe Conn
Manhole Diameter Pipe Length Pipe  Flow Depth Debris Depth  Leakage
Number  Line Section Depth  (Inches) Material (Feet) Type {Inches) {Inches) {Gpd) Observations
20 INFROM 21 73" 8 ACP 13 G 125 0 0
OQUTTO 198 7' 4" 8 ACP 13 G 125 0 0
21 OUTTO 20 48" 8 ACP 13 G 0 0 0 o
22 INFROM 23 5 4" 8 ACP 13 G 1.0 0 0 MINERAL DEPOSITS AT PIPE CONNECTOR -
GUTTO 18 5 5" g ACP 13 G 1.0 0 0 MINERAL DEPOSITS AT PIPE CONNECTOR
14.1 INFROM 14 g 4" 12 ACP 13 G 1.0 0
QUT TO 13 & 5" 12 ACP 13 G 1.0 0




Sub-System: E

During Manhole Inspection

Table 2
EPPING, N.H.

Summary of Line Observations

Page:

Pipe Jeint Observed Cbserved Pipe Conn
Manhole Diarneter Pipe Length Pipe  Flow Depth Debris Depth  Leakage
Number  Line Section Depth  (Inches} Material {Feet) Type {Inches) {Inches) {Gpd} Observations
3 INFROM 4 15 8* 12 ACP 13 G 6.0 0
QUTTO 2 15'9" 12 ACP 13 G 6.0 0
4 INFROM 5 15' 6" 12 ACP 13 G 5.0 ] 720
INFROM WEST 16" 1" 8 ACP 13 G 1] 0 0
QUTTO 3 157" 12 ACP 13 G 5.0 0 360
5 INFROM & 14' 1" 12 ACP 13 G 5.0 0 1440
IN FROM NE 72 4 PVC 13 G 0 0 0
IN FROM SW g 1" 4 PVC 13 G 0 0 0
QUTTO 4 14 2" 12 ACP 13 G 5.0 0 0
10 INFROM W a's" 6 ACP G 125 0 0
INFROM 11 12" 10" 12 ACP G 1.75 0 0
QUT TO 7 12 11" 12 ACP G 1.75 0 0 LIGHT MINERAL DEPOSITS AROUND PIPE CONNECTION
12 INFROM 13 102" 12 ACP 13 G 3.0 0 0
ouUTTC 11 1003 12 ACP 13 G 3.0 0 2880
13 IN FROM 141 7o 12 ACP 13 G 1.0 1 0
oUTTIO 12 711" 12 ACP 13 G 1.0 0 2160
14 INFROM 15 9 8" 8 ACP 13 G 1.0 0 0
INFROM SW 8'g" 8 ACP 13 G 0 0 ] FORCED MAIN, INSIDE DROP
QUTTO 141 7o 12 ACP 13 G 1.0 0 0
15 INFROM 16 o 4" 3 ACP 13 G 0 0
INFROM 18 18' 1" 8 ACP 13 G 25 0
QUTTO 14 g 5" 8 ACP 13 G 2.5 0
16 INFROM 17 4 11 8 ACP 13 G 0 0
QUTTO 15 50" 8 ACP 13 G 1] 0
17 QUTTOC 16 4' " 8 ACP 13 G 4} 0 0 4' SERVICE CONNECTION 9:00
18 IN FROM 19 611" 8 ACP 13 G 50 0]
INFROM 22 e 11" 8 ACP 13 G 2.0 0
oUTTO 15 7o 8 ACP 13 G 25 0
19 INFROM 20 g7 8 ACP 13 G .25 0
OUTTO 18 g'g" 8 ACP 13 G .25 0



Sub-Systeni.  F

Table 2
EPPING, N.H.

Summary of Line Observations
During Manhole Inspection

Page:

Pipe Joint Observed Observed Pipe Conn
Manhcle Diameter Pipe Length Pipe Flow Depth Debris Depth  Leakage
Number  Line Section Depth  (Inches) Material (Feet) Type (Inches) (lnches) (Gpd) Observations
2 INFROM 3 8'4" 12 ACP 13 G 4.0 Q 1440
ouUTTO 1 gs" 12 ACP 13 G 4.0 0 0
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codes.ibiwpB0/chgocs 6/15/96

ABREVIATIONS
Surface Codes Surface Description OBS CODE OBSERVATION OBS CODE OBSERVATION
ASP Asphalt BISC Break-In Service Connection LT. RTS Light Roots
CONC Concrete BISCP Break-In SC - Protruding MC Multiple Cracks
GRASS Grass BP Broken Pipe MD Mineral Deposits
bl Hatlve Sots (Grave Send Ble) cc Circular Crack MH Center of Manhole
Pipe Code Pipe Type Description c Cracked Joint MOD RTS | Moderate Roots
ABS Polyethelene Drain Pipe CNP Cannot Proceed oJ Open Joints
ACP Aobestos Goment Pipe CNPR Cannot Proceed - Reverse Setup 0sJ Offset Joint
CIP Brick Pipe COOW Camera Qut Of Water PC Pipe Material Changes
coNG Cast ron Pipe CUW Camera Under Water PM Piece Missing
COR Concrete Pipa DC Drop Connection RBISC Runnln(g: fr:ﬁ:;-iﬁnSerwce
CPP Corrugated Plastic Pipe G Grease EBISCP Running Breakin SC
DIP Ductile Iron Pipe HOLE Hole In Pipe Protruding
OB Orangeberg Pipe HVY RTS Heavy Roots RC Record Comment
PIP Poured In Place LBISC Leaking Break-in Service Conn. RCF Record Comment (w/Footage)
PVC Polyvinyl Chloride Pipe LBISCP l.eaking Break-in SC - Profruding RsC Running Service Connection
RCP Reinforced Concrete Pipe LCB Longitudinal Crack Begins SAGB Sag in Line Begins
TR Truss Pipe LCE Longitudinal Crack Ends SAGE Sag in Line Ends
VCP Vitrified Clay pipe LJ Leaking Joint SC Service Connection
LSC Leaking Service Connection TUBR . Tuberculated




JEPPING, N.H. " ' e ' 5/29/96

MILL ST. NEAR PUMP STATION

275  FTto MH No.: 1 Pickhole(s): 2 1 inch.

+3
Lifthole{s): 0 0 Inch
Buried: No ' sl "
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) +o NONE EVIDENT
3 x 3 _ 8.0 Currantly: Feat
_ Marks To: Feet
Runoff Comments:
Coefficient: 0.9 X * IN FROM MH# 2 IN SUB SYSTEM "D"
Steps: NONE

PRECAST

BRICK

BRICK

411

IN FROM 3 131" 8 ACP 13 3.5 0] 0

OUT TO 1 132" 8 ACP 13 3.75 0 0
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168

FT to MH No.: 2

Buried: No

Grade: ABOVE

8

Drainage Area: {SQFT}

2 X 2 =

1.20

Runoff
Coefficient:

0.3

Steps:

CAST

NONE

Pickholels): 2 1
Lifthole(s}:

<
o

Surcharge From Invert:
NONE EVIDENT

Currently:
Marks To:

Feet
Feet

Comments:

BRICK GOOD
PRECAST GOOD
BRICK GOOD

BRICK

‘Ut TO 2

13 5"

ACP

3.5
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EPPING, N.H.

280 FT to MH No.: 3 Pickhole(s): 2 1 Inch.

Lifthol : ) ¢
Buried: No +5 Hthole(s) inch
Grade: ABOVE 3 Surcharge From Invert:
Drainage Area: (SQFT} NONE EVIDENT
c tly:
3 X 3 = 8.10 urrently Feet
Marks To: Feet
Runoff Comments:
Coefficient: 0.9
-3
Steps: NONE

CAST

BRICK FAIR MISSING MORTAR

PRECAST GOOD
BRICK GOoOD

BRICK

MINERAL DEPOSITS

3 910" 8 ACP 13 35 0 0




343 FT to MH No.: 4

Buried: No

Grade: AT

Drainage Area: {SQFT)

20 x 20 = 120.00
Runoff
Coefficient: 0.3
Steps: NONE

Pickholfe(s}: 2 1
Lifthole(s): 0 0

Surcharge From Invert:
NONE EVIDENT

Currently: Feet

Marks To: Feet

Comments:

A FEW DRIPPING SEAMS IN MIDDLE OF WALL

12 O'CLOCK




-‘

170 MAIN STREET

242 FT to MH No.: 5

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

Steps: NCONE

CAST

-5

+7

Pickholeis): 2 1 Inch. 7
Lifthole(s): ] 0 Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

8RICK

MISSING MORTAR & DETERIORATING BRICK

PRECAST

BRICK

loUT TO




! 207 FT to MH No.: 3

Buried: No

Grade: AT

Drainage Area: (SQFT)

3 X 100 = 270.00

Runoff
Coefficient:

0.9

Steps:

+19

-4

Pickhole{s): 2 1
Liftholels): ) 0

Surcharge From Invert:
NONE EVIDENT

Currently: Feet

Marks To: Feet

Comments:

MISSING MORTAR, MISSING BRICKS

7 3"

13

7! 4||

ACP

13

1.0

MINERAL DEPOSITS AT PIPE CONNECTION

20




[ERTCLNY

207

MAIN STREET AT PLEASANT STREET

FT to MH No.: 2

Buried:

Grade:

No

AT

3

Drainage Area: (SQFT)

X 18 = 40.50

Runcff

Coefficient:

0.9

Steps:

. i
IN FROM

NONE

CAST

+5

-2

Pickhale(s]:
Lifthole(s}):

+4

Surcharge From Invert:

NONE EVIDENT

Currently:
Marks To:

Feet
Feet

Comments:

PRECAST FAIR MISSING MORTAR
PRECAST GOOD
BRICK GOOD

BRICK

4 g9 | 8

ACP 13 0 o 0
IN FROM 5 g2 8 ACP 13 1.0 Y 0
OUT TO 2 g' 10" 8 ACP 13 1.0 0 o




122 FT to MH No.: 2

Buried: No

Grade: ABOVE

1

Drainage Area: (SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

CAST

Steps: NONE

+21

Pickhole(s): 1 1
Lifthole{s): 0 0

Surcharge From Invert:

NONE EVIDENT
Currently:
Marks To:

Feet
Feet

Comments:

B BRICK

BRICK FAIR MISSING MORTAR
PRECAST GOCD
GOCD

BRICK




FT to MH No.:

Buried: Yes
Grade: AT

Drainage Area: ({SQFT}
X =

Runoff
Coefficient:

Steps:

Pickhole{s}: Inch.
Lifthole(s): Inch

Surcharge From Invert:
NCNE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BURIED MANHOLE CANNOT INSPECT




FT to MH No.:

Buried: Yes

Grade: AT

Drainage Area: (SQFT)

x =
Runoff
Coefficient:
Steps:

Pickhole{s}: inch.
Lifthole(s): Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BURIED MANHOLE COULD NOT INSPECT




135 F¥ to MH No.: 23

Buried: Yes

Grade: AT

Drainage Area: {SQFT)
X =

Runoff
Coefficient:

Steps:

CAST

+23

+22.1

Pickhole(s): Inch.
Liftholeis): Inch
COVER CRACKED

Surcharge From Invert:
MONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BRICK GOOD
PRECAST GOQD
BRICK GOOoD

BRICK

IN FROM|
IN FROM| 23 g0 8 ACP 13 0 0
out TO 71 g0 8 ACP 13 0 0




223 FT to MH No.: §

Buried: No

Grade: AT

Drainage Area: {SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.8

Steps: NONE

CAST

Pickhole(s): 2 1 Inch.
Lifthole(s): 0 0 Inch
CRACKED COVER

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

PRECAST GOOD
PRECAST GOOD
BRICK GOOD

BRICK




EPPING, N.H.
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117 MAIN STREET

138 FT to MH No.: 22

Buried: No

Grade: AT

Drainage Area: {SQFT)
3 X 3 = 8.10

Runoff
Coefficient:

0.8

Steps: NONE

CAST

+42

Pickholels): 2 1 Inch.

Lifthole(s): ¥ 0 Inch
+24

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BRICK FAIR MISSING MORTAR
PRECAST GOOD
BRICK GOOD

BRICK

yi )
M

'N FROM 42 74"

13

1.0 2,0 o

OUT TO 22 75"

8 ACP

13

3.0 0 0




FT to MH No.:

Buried: Yes
Grade: AT

Drainage Area: (SQFT)
x =

Pickhole{s): Inch.
Lifthole{s): Inch

Runoff
Coefficient:

Surcharge From Invert:
NONE EVIDENT

_ Steps:

Currently: Feet
Marks To: Feet
Comments;

BURIED MANHOLE, CANNOT INSPECT




[ FT to MH No.: Pickhole{s}: inch.
) Lifthole(s): Inch
Buried: Yes
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) NONE EVIDENT
x _ Currently: Feet
_ Marks To: Feet
Runoff Comments:
Coefficient: BURIED MANHOLE, CANNOT INSPECT

Steps:




FT to MH No.:

Buried: Yes

Grade: AT

Liftholels): Inch

Prainage Area: [SQFT)
x =

Runoff
Coefficient:

Surcharge From invert:
NONE EVIDENT

Steps:

Currently: Feet
Marks To: Feet
Comments:

BURIED MANHOLE CANNOT INSPECT

Pickhcle(s}: Inch.




! 370 FT to MH No.: 26

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 = 8.10

Runoff
Coefficient:

0.9

Steps: NONE

CAST

+40

28 Pickhole{s): 2 1 Inch.
Lifthole{s): 0 0 Inch
Surcharge From Invert:
NONE EVIDENT
Currently: Feet
Marks To: Feet
Comments:
-26

BRICK

MISSING MORTAR

PRECAST

BRICK

BRICK

IN FROM

511"

MINERAL DEPOSITS AT PIPE CONNECTION

"I FROM 40 511" 8 ACP 13 0 0 o
OUT TO 26 6' 0" 8 ACP 13 .50 0 0
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[ 572575

F to N.: Pickhole(s): Inch.

_ Lifthole(s): Inch
Buried: Yes
Grade: AT Surcharge From Invert:
Drainage Area: {SQFT) NONE EVIDENT
X _ Currently: Feet
— Marks To: Feet
Runoff Comments:
Coefficient: BURIED MANHOLE;CANNOT INSPECT
~ Steps:




{EPPING, N.F. ) m . 5/29/96

JRAILROAD AVENUE

FT to MH No.: Pickhole{s): Inch.
Lifth :
Buried: Yes ifthole(s) Inch
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) NONE EVIDENT
% _ Currently: Feet
_ Marks To: Feet
Runoff Comments:
Coefficient: BURIED MANHOLE, CANNOT INSPECT
. Steps:




g
]
]
;
|
|
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EPPING, N.H.

35 RAILROAD AVENUE

[ 5/29/96)]

Pickholels}: 2 1 Inch.

| 358 FTtoMHNo.: 7 o
* Buried: No Lifthole(s): 0 0 Inch
Grade: BELOW -1 Surcharge From Invert:
Dreinage Area: {SQFT) 0 NONE EVIDENT
3 x 3 = 8.10 Currently: Feet
Marks To: Feet
Runoff Comments:
Coefficient: 0.9
7
Steps: NONE
CAST GOCD
BRICK POOR
PRECAST GOOD
BRICK GQOD
BRICK GOOD
IN FROM 11 53" 8 ACP 13 20 0 MINERAL DEPOSITS AT PIPE CONNECTION
IN FROM 9 52" 8 ACP 13 .25 0
OuUT TO 7 5'4" 8 ACP 13 2.25 0 MINERAL DEPOSITS AT PIPE CONNECTION




PIAAEERS ) s T P Rt

10Ut TO

20 MILL STREET (NEAR)

80 FT to MH No.: 2-A

Buried: No

Grade: AT

Drainage Area: (SQFT)

3 X 60 = 162.00

Runoff
Coefficient:

0.9

NONE

Steps:

CAST

+2

-2(55-A)

Pickhole{s}; o 4]
Lifthole(s): 0 0 Inch

Surcharge From Invert:

NONE EVIDENT
Currently: Feet
Marks To: Feat

Comments:
DOWNSTREAM MANHOLE IN SUB SYSTEM "A"

BRICK

FAIR

MISSING MORTAR

PRECAST

2(58-A); 53"

ACP

13

25




268 FT to MH No.: 1

Buried: No

Grade: AT

Drainage Area: {SQFT)

3 X 80 =

216.00

Runoff
Coefficient:

0.9

Steps: NONE

+3

Pickhole(s): 2 1
Lifthole(s): ¢ o]

Surcharge From Invert:

NONE EVIDENT
Currently:
Marks To:

Feet
Feet

Comments:

MISSING MORTAR

PRECAST

GOOb

BRICK

GOOD

BRICK

5I 9‘] o

510"

25




137 FT to MH No.: 2

Buried: No

Grade: AT

— ]

Drainage Area: {SQFT)
3 X 3 =

8.10

+5

Runoff
Coefficient:

0.9

Steps:

CAST

NONE

Pickhole{s): 2 1 Inch.
Lifthole{s): 0 0 Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BRICK GOOD
PRECAST GooD
BRICK GOOD

BRICK

{Efsien
IN FROM

"N FROM| 5

5| 4II

8 ACP

13

QUT TO 2

5| ™

8 ACP

13

.25




[

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

Steps: NONE

CAST

Pickhole(s): 2 1
Lifthole{s}: 0 0

Surcharge From Invert:

NONE EVIDENT
Currently:
Marks To:

Feet
Feet

Comments:
DEAD END MANMHOLE

BRICK FAIR MISSING MORTAR
PRECAST GOCD
BRICK GOCD

BRICK




302 FT to MH No.: 3

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 = 8,10

Runoff
Coefficient:

0.9

Steps: NONE

CAST

GoOoD

-3

Pickhole{s)
Lifthole(s):

, 2 . 1

Surcharge From Invert:
NONE EVIDENT

Currently:

M

arks To:

Feet
Feet

Comments:

BRICK GOOD
PRECAST GOOD
BRICK GOOD

BRICK

8' 10"

L

8 ACP

13




181 FT to MH No.: 6

Buried: No

Grade: AT

Drainage Area: {SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

Steps: NONE

+8

Pickhole{s): 2 1 Inch.
Lifthote(s}: 0 0 Inch

Surcharge From Invert:

NONE EVIDENT
Currently: Feet
Marks To: Feet

Commaents:

BRICK

PRECAST

BRICK

BRICK

louT TO




Tt

EPPING, N.H.

31 PIKE STREET

78 FT to MH No.: 7

Buried: No

Grade: AT

Drainage Area: {SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

Steps:

NONE

CAST

Pickhole{s): 2 1
Lifthole(s}: 0 ¢]

Surcharge From Invert:

NONE EVIDENT
Currently:
Marks To:

Feet
Feet

Comments:
DEAD END MANHOLE

BRICK

MISSING MORTAR

PRECAST




T —_——. S—
EPPING, N.H. 5/29/96'

LAGOON ROAD NEAR TREATMENT PLANT GATE

N E_____|

325 FT to MH No.;: 2 " Pickhole(s}: 2 1 Inch.
ifth H 4] o}
Buried: No Litthole(s) Inch
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT} NONE EVIDENT
Currently: Feet
3 X 3 = 2,70
Marks To: Feet
Runoff Comments:
. Coefficient: 0.3
; -2
1 Steps: NONE

| CAST
BRICK FAIR MISSING MORTAR

PRECAST GOOD
BRICK GOoD
BRICK GOOD

158" |

2 15'9" 12 ACP 13 6.0 0 0




FEPPING, N.H.

LAGOON ROAD AT AMBEL WAY 7

223 FT to MH No.: 3 5 Pickhole{s): 2 1 Inch.
‘ Buried: No - Lifthole(s}: 4] o] Inch
jed:
_— - CRACKED COVER
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) JWEST . ] NONE EVIDENT
urrently: Feet
3 = 8.
x 8.10 Marks To: Feet
Runaff Comments:
Coefficient: 0.9
-3
Steps: NONE

CAST FAIR
BRICK FAIR MISSING MORTAR

PRECAST GCoOoD

BRICK

IN FROM

IN FROM| WEST 16" 1" 8 ACP 13 0 0 0

OUT TO 3 157" 12 ACP 13 5.0 0 360




A P N

250

FT to MH No.: 4

G, N.H.

Buried: No

Grade: AT

Drainage Area: {SQFT)

3 X 2 =

8.10

+SW

Runoff
Caefficient:

0.9

Steps:

CAST

NONE

+NE

Pickhole{s): 2 1
Lifthole(s): 0 0

Surcharge From Invert:

NONE EVIDENT
Currently:
Marks To:

Feet
Feet

Comments:

BRICK POOR MISSING MORTAR
FRECAST GOOD
BRICK GOOD

BRICK

144

"N FROM| NE 7 2 PVC 13 0 0 0
N FROM| SW &1 2 PG 13 0 ) 0
ouT 70 4 142" 12 ACP 13 | 50 R 0




T oy & e o e i

EPPING, N.H.

LAGOON STREET

FT to MH No.: Pickhole(s}: Inch.
' Lifthol :
Buried: Yes ifthole(s) Inch
Grade: AT Surcharge From Invert:
Drainage Area: ({SQFT) NONE EVIDENT
x _ ) Currently: Feet
_ Marks To: Feet
Runoff Commaeants:
Coefficient:

BURIED MANHOLE; CANNOT INSPECT

Steps:




[~ 5/28/96)]

60 FT to MH No.: 7 Pickhole(s}: 2 1 inch.

' Lifthol : 0 0

Buried: No - W ifthole{s) Inch
Grada: BELOW 0-28 Surcharge From Invert:
Drainage Area: {SQFT) i NONE EVIDENT

Currently: Feet

3 X 3 = 2,70

Marks To: Feet
Runoff Comments:
Coefficient: 0.3

-7

Steps: NONE

CAST GOOD
BRICK FAIR MISSING MORTAR

PRECAST GOOD

BRICK GOoD

BRICK . FAIR LIGHT MINERAL DEPOSITS

FROM 12' 10"

‘N FROM W g'g" 6 ACP 126 0 0
OUT TO 7 121 12 ACP 1.75 0 0 LIGHT MINERAL DEPOSITS AROUND PIPE

CONNECTION




FT to MH No.:

Buried: Yes

Grade: AT

Drainage Area: {SOFT)
x =

Runoff
Coefficient:

) Steps:

Pickholels): Inch.

Lifthole(s): Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

BURIED MANHOLE; CANNOT INSPECT




et

205 FT to MH No.: 11 Pickhole(s): 0 0 Inch.

+13
Lifthole(s): 0 0 Inch
Buried: No {s}
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) NONE EVIDENT
Currently: Feet
3 = 8,
x 3 8.10 Marks To: Feet
Runoff Comments:
Coefficient: 0.9
-1
Steps: NONE

CAST

BRICK FAIR MISSING MORTAR

PRECAST GOOD

BRICK GOOD

BRICK

10' 2"

11 10'3" 12 ACP 13 3.0 0 2880




212 FT to MH No.: 12 Pickhale(s): 2 1 Inch.

Lifthole{s}: 0 0 inch
Buried: No
Grade: AT Surcharge From Invert:
Drainage Area: {SQFT) 14 NONE EVIDENT
8 57.60 ’ Currently: Feet
X 8 - ) Marks To: Feet
Runoff Comments:
Coefficient: 0.9 QUTGOING PIPE CONNECTION LEAK FROM &-
-12 10:00 POSITIONS, 1.5 GPM
Steps: NONE

MISSING MORTAR

7: gn

12 711" 12 ACP 13 1.0 0 2160




367 FT to MH No.: 14.1 5 Pickholeis): 2 1 Inch.
‘ Lifthole(s): 0 o}
Buried: No ifthote(s) Inch
Grade: AT Surcharge From Invert:
Drainage Area: {SQFT) W NONE EVIDENT
3 X3 = 8.10 Currently: Feet
_ Marks To: Feet
Runoff Comments:
Coefficient: 0.9
-14.1
Steps NONE

DETERIORATING BRICKS,MISSING MORTAR
MISSING MORTAR

IN FROM| 15 o8 | 8 | ACP

13 1.0 ¢ o
N FROM{ SW 6'9" 8 ACP 13 0 0 0 FORCED MAIN, INSIDE DROP
ouUt TO 14.1 7'0" 12 ACP 13 1.0 0 0




S T A B A B KA oy LSS U AT TP mrr——r

36 FT ta MH No.: 13 4 Pickholels): 2 1 Inch.
v . i H 0 o]
Buried: No Lifthole(s} Inch
Grade: AT Surcharge From invert:
Drainage Area: (SQFT) NONE EVIDENT
3 X 3 - 8.10 Currently: Feat
Marks Ta: Feet
Runoff Comments:
Coefficient: 0.9
~13
Steps: NONE
CAST GO0OD
o BRICK FAIR MISSING MORTAR
PRECAST GOOD
BRICK GOOD 1" DIRT AND RUBBLE
BRICK GOOD
IN FROM 14 8 4" 12 ACP 13 1.0 0 0
'3uUT TO 13 g's" i2 ACP 13 i.0 4] 4]
L




FT to MH No.: 14

Pickhole(s]: 2 1 Inch.

I 160
e Lifthole(s): 0 0  Inch
Buried: No ffiharels: ne
Grade: AT Surcharge From Invert:
Drainage Area: {(SQFT} "6 NONE EVIDENT
Currently: Fest
3 = B,
X3 8.10 Marks To: Feet
Runoff Comments:
Coesfficient: 0.9
-14
Steps: NONE
CAST GOOD
9 BRICK FAIR MISSING MORTAR
PRECAST GOCD
¢ BRICK GOOD
BRICK GOOD
IN FROM 16 g'4" ACP 13 0 0
N FROM 18 18' 1 ACP 13 25 0
]
lout 70 14 ' 5" ACP 13 | 25 0




emer

EPPING, N.H.

[ 6/29/96

-
5
O B
7

304 FT to MH No.: 15 17 Pickhole(s): 2
' i : 0
Buried: No Lifthole(s) 0  Inch
Grade: AT Surcharge From Invert:
Drainage Area: (SQFT) NONE EVIDENT
3 X 3 = 8.10 Currently: Feet
: Marks To: Feet
Runoff Comments:
Coefficient: 0.9
=15
Steps: NONE

CAST GCOD

BRICK FAIR MISSING MORTAR, MISSING BRICKS

PRECAST GOOD

BRICK GOOD

BRICK




[

307 FT to MH No.: 18

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 =

8.10

Runoff
Coaefficient:

0.9

Steps:

Pickholels): 2 1
Lifthole(s):

Surcharge From Invert:
NONE EVIDENT

Currently:
Marks To:

Feet
Feet

Comments:

MISSING MORTAR




205 FT to MH No.: 16

Buried: No

Grade: AT

Drainage Area: {SQFT)
3 X 3 =

8.10

Runoff
Coefficient:

0.9

Steps: GCOD

-16

Pickholefs): 2 1 Inch; -
Lifthcle(s): 0 0 Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Faet
Marks To: Feet
Comments:

DEAD END MANHOLE

MISSING MORTAR

L0
4' SERVICE CONNECTION 9:00




O

P

AN RSN N AT A o P T

EPPING, N.H.

220 FT to MH No.: 15

Buried: No

Grade: AT

Drainage Area: (SQFT)
3 X 3 = 8.10

Runoff
Coefficient: 0.9

NONE

Steps:

+19

+22

Lifthole(s):

Pickhole(s):

Surcharge From Invert:
MNONE EVIDENT

Currently:

M

arks To:

Feet
Feet

Comments:

MISSING BRICKS,MISSING MORTAR

PRECAST

GOOD

BRICK

GOOD

BRICK

IN FROM

11
IN FROM 22 &' 11" 8 ACP 13 2.0 4]
ouTTO | 15 70" 8 ACP | 13 | 25 0




355 FT to MH No.: 19

Buried: No

Grade: AT

Drainage Area: (SQFT)
x =

Runoff
Coefficient:

Steps:

-18

Pickhole{s}: 2 1 Inch.
Lifthole(s): 0 0 Inch

Surcharge From Invert:
NONE EVIDENT

Currently: Feet
Marks To: Feet
Comments:

74" F)

ACP

13




344 FT to MH No.: 20 Pickholel(s): 2 1 Inch,
Lifthol : 0 0
Buried: No ifthole({s} Inch
Grade: AT Surcharge From Invert:
Drainage Area: (SQOFT) NONE EVIDENT
Currently: Feet
3 X 3 = 8,10
Marks To: Feet
Runoff Comments:
Coefficient: 0.9 0 DEAD END MANHOLE
Steps: NONE

MISSING MORTAR




[P T

156

FT to MH No.:

=

EPPING, N.H,

47 ELM STREET

Buried: No

Grade: AT

3 X 3

Drainage Area: (SQFT)

= 8.10

Runoff
Coefficient:

0.8

~ Steps:

CAST

NONE

+23

Pickhole{s): 2 1
Lifthole{s):

M

Surcharge From Invert:
NONE EVIDENT

Currently:

arks To:

Feet
Feet

Comments:

BRICK POOR MISSING MORTAR
PRECAST GOCD
BRICK GOOD

§| Brick

MINERAL DEPOSITS AT

PIPE CONNECTOR

MINERAL DEPOSITS AT PIPE CONNECTOR




| 520706

i 290 FT to MH No.: 3 Pickholel(s): 2 1 Inch.

i : o]
Butied: No Lifthole(s) 0 Inch
J Grade: AT Surcharge From Invert:
Drainage Area: {SQFT) a NONE EVIDENT
Currently: Feet
3 X 3 = 2.70
Marks To: Feet
Runoff Comments:
Coefficient: 0.3

-t

Steps: NONE

MISSING MORTAR

Job Number: 95066




APPENDIX F

CLOSED CIRCUIT TELEVISION FIELD REPORTS



EPPING, MA
TELEVISION INSPECTION REPORT
MAY 1996 '



PIPELINE

Utility Pipeline Services, Inc.

~
Tel: (603) 625-1212
Fax: (603) 623-6680

June 6, 1996

Sverdrup Civil, Inc.
2 Center Plaza
Boston, MA 02108-1900

Attention; Paul Savard

RE: Epping, NH
Report of Television Inspection of Sewer Lines

Dear Mr. Savard:

This letter is written to document and summarize the Television Inspection Program
recently completed by our crews on the above referenced project.

Table 1 presents a summary of observations made during the television inspection.
The written logs of the television inspection are presented in Appendix 1 along with an
Abbreviation Sheet. Also enclosed are the video tapes which pertain to this inspection.
Piease note that these are the oniy copies available.

it you have any questions or require additional information, please do not hesitate to
contact us.

Very truly yours,
UTILITY PIPELINE SERVICES, INC.

J

Robert J. Ke
Project Manager

RJK/dak

14 Priscilla Lane Auburn, NH 03032



TABLE 1
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Utility Pipeline Services, Inc. TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.
Sub-System Number: A

s
..

o
Rt :~:-§_""§-\_¥E¢w~; "‘:Sm%
TR S R o

e

.
\\% a%m“}s%ﬁ&?%\. S

SRR

13 Asphalt

i %% A e
e
SRR F

o
R R U{
ﬁ\gﬁsﬁaﬁtﬁm\w X

Prepared by Utility Pipeline Services, Inc, for:

Job Code: 950686 SVERDRUP CIVIL | INC.

EASEMENY BETWEEN MAIN& MILL‘[ 3 . 2 8
ST T
o
GaiERO g e
- NO DEFECTS OBSERVED !
EASEMENT BETWEEN MAIN& MILL 4 3 8 ACP 13 Asphalt 290.0
= poooe e PRETRLR RREIenanane ORRIORS e R
- . .. =
iy e e N O AT P S ORI A e s e e
s e
1 Dry Break - In Service Connection
EASEMENT BETWEEN MAIN& MILL 5 4 8 ACP 13 Asphailt 343.0
pem e
ARRTLTR R %\:%%&@%?\ﬁ%},"%%:?}ﬁ- R ‘%ﬁ \?_%i%&\ T S
: RAGIE %}:ﬂ\‘@%}mm\&%%h &“%@ﬁ@%&?‘%ﬁ\m&@?&k m%%%@%%ﬁ %%%\gi%&tvﬁﬁc
Sag In Line Begins @8, Sag measuring 3" ends @88
Sag In Line Begins @230, Sag measuring 2.5" ends @255 i
EASEMENT BETWEEN MAIN& MILL & 5 8 ACP 13 Asphalt
e T =
i G .ﬂ\%‘ﬁ, ST e e :-:\.\\3;5\--;.
BRI %\ it k%ﬁ Q—g b ettt i § %‘%‘:‘%ﬁg*'@\
20 Leaking Joint @240

Page 1 of 1
Observed Infiltration and Service Flow measured in GPD

Pipe Size measured in Inches, all other measurments in Feet
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5
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BUNKER AVE.

12

i

Utility' Pipeline Services, inc. TVLog System

R

s

Table 1

Summary of Observations During T.V. Inspection

EPPING N.H.
Sub-System Number:

o

PR g L
P e
ogﬁsaﬁéﬁm £ b s

et £ s
e
F-fine]

B
T
D e &

L -l P:é 2
SRR R

e
S

R PR
e
g

S
e
3 e £ s AR

-
Asphalt

s
3

S

3
SRR

23

T ER IS '\¥ \\ \*-.‘&,.:
ViR J%%%‘E%%
Wos o obsevatons

1 Runfxing Sepvice Connection
1 Dry Service Conneclion

MAIN STREET

8" ACP

T
St

Asphalt

SRR B 5
i ; Sy % Ea

S gﬁ&&&*ﬁiﬁtﬁﬁbﬁ&ﬁ%\;& BB \%ES‘&EQ%&E%;%%\:% S £
1 Dry Break - in Service Connection
Mineral Deposits @2

3 Dy Service Connections

BUNKER AVE.

20

19

8 ACP

13

"ﬁc{‘s‘sﬁ‘-\g{v%%“ﬁwcw&'\hmm mmeﬁ:?x%t

Asphalt

RO Qe

£ %ﬁ* 2

T
2 FiE
e

S

Leaking Joint @114

Mineral Deposits @96

HEAVY MD IN SERVICE @155.1
360 1 Running Service Connection

4 Dry Service Connections

i BUNKER AVE.

H
i
I

20

21

8 ACP

Asphalt

Prepared by Utility Pipeline Services, Inc. for:

Job Code: 95066

SVERDRUP CIVIL INC,

88.0

SCERETENS

K Drif Service Connection

e R

Page 1o0f 3

Pipe Size measured in Inches, all other measurments in Feet
Observed Infiltration and Service Flow measured in GPD



BUNKER AVE.

s
S
\}H\_

BRI

SR
J&:M}i%ﬁ%%‘

S B ST
e “‘%m%% L ﬁ%&%\
. . . .

Utility Pipeline Services, inc. TVLog System
Table 1
Summary of Observations During T.V. inspection
EPPING N.H.

Sub-System Number: B

:
v @ X 2 ¥
W ke e

22

RO R

Camera Under Water @36, Camera Out Of Water @108

SPE %:h e

R s

1
LMAIN STREET 23 22 8 ACP 13 Asphalt 138.0 i
- e B e
. ... =
B EnR e ek ttealone e i e
2 Dry Break - in Service Conneclions
180 Leaking Joint @4
Mineral Deposits @80
2 Dry Service Connections
Camera Under Water @50, Camera Out Of Water @60 1
Sag In Line Begins @32, Sag measuring 3" ends @68 i
i ST. LAURENT ST. 24 23 | 8 I ACP Asphalt
Mineral Deposits @2
1 Running Service Connection
1 Dry Service Connection
Sag In Line Begins @150, Sag measwring 2" ends @179
Sag In Line Begins @188, Sag measuring 2" ends @195
Sag [n Line Begins @235, Sag measuring 3.5" ends @257
Prepared by Utility Pipeline Services, Inc. for: Page 2 of 3 Pipe Size measured in Inches, all other measurments in Feet

Job Code: 950686

SVERDRUP CIVIL ,INC.

Ohserved Infiltration angd Service Flow measured in GPD



Utility Pipeline Services, Inc. TVLog System

Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.
Sub-System Number: B
3 3 SR 2 3 R R i S SR
e - .. . . .
l ST. LAURENT ST. 25 24 i 8 ACP

Mineral Deposits @2
1 Dry Service Connection
Sag In Line Begins @229, Sag measuring 3" ends @235

ST. LAURENT ST. 28 25 8 ACP 13 Asphalt
I ;
Mineral Deposits @2
L 1 Dry Service Connection
ST. LAURENT ST. 27 26 8 ACP 13 Asphalt

1 Running Service Connection
2 Dry Service Connections

Prepared by Wility Pipeline Services, Inc. for:

Page 3 of 3 Pipe Size measured in Inches, ail other measurments in Feet
Job Code: 95056 SVERDRUP CIVIL ,INC.

Observed Infiltration and Service Flow measured in GPD



— —_———— e RO, PR

Utility Pipeline Services, inc. TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.

Sub-System Number: c

AR R L s
S

0
RAILROAD AVE. 6 i 5 g"
\:"\ %&w»
%ﬁgﬁ%\\ft
s R S
1 Dry Setvice Connection
RAILROAD AVE. 7 6 a8 ACP 13
[ e A B J P, i
SR e S elalsietine
1 Dry Break - In Service Connection
MD IN BREAK-IN SERVICE @124.1
1440 1 Running Service Connection
Sag in Line Begins @290, Sag measuring 2.5" ends @318 |
RAILROAD AVE. ] 7 8" ACP 13 Asphalt
o \\&\? ) i, e
2 k??&«é«mwﬁ%&k;%moéa R '&;&&hﬁgmmccaﬁﬁ<h~2m¢ : i ]
1 Dry Break - [n Service Connection |
2880 1 Running Break - In Service Connection
MD [N BREAK-IN SERVICE @133.1
1 Dry Service Connection
Prepared by Utility Pipeline Services, Inc. for: Page 1 of 1 Pipe Size measured in Inches, all other measurments in Feet

Job Code: 95064 SVERDRUP CIVIL INC. Observed Infiltration and Service Flow measured in GPD



Utility Pipeline Services, inc. TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.

Sub-System Number: D

l.'%\fl.\ -‘-‘ﬁ@:\:\:&ﬂ{ PR LY R & AT "f\\“ﬂ‘;@fsﬁ;&vﬁ\_ A W\\\'{"\"\Q’ LR w_‘_\ 0 "SEW\:. ‘:’S\: X “\ﬁ\ﬁ" ) T X Ay ‘\. i ﬁf{‘%‘; X
s
SEyeag B R R et M T R : SR o JasesE 5
NMH e ME diipe Sre. ipe e JetShdeag e Sotaes D “:%Q%m% ¥

: 2
MILL ST. | 2 [ 1 g ACP 13 Asphalt
i
R ﬁ;ﬁ_‘v\: R Ry ’_"‘-.o‘.‘«.:\ S SR ‘;’-ﬁﬁ@"w‘h_\ﬁ*‘t"‘i SR %‘ish e
e
Sy EEhE AR e e e
ChalmmagorObrevatons e 3
1 Dry Break - In Service Connection i
MD IN BREAK-IN SERVICE @35.1 i
360 1 Running Service Connection
3 Dry Service Conneclions
; MILL ST. 3 2 8 ACP 13 Asphalt
e S
Sl e
bRt %@a’?@ﬁ-&ﬁ{h m&%ﬁ%@%&% R
1 Dry Service Connection
MILL ST. 4 3 8 ACP 13 Asphalt 301.0
A TR R o
=
Gosimmemeitns et L
1 Dry Break - in Service Connection
720 3 Running Service Connections
3 Dry Service Conneclions
PIKE 8T. s 3 8 ACP Asphalt
posits @96 :
5 Dry Service Connections !
Prepared by Utility Pipeline Services, Inc. for: Page 1 of 2 Pipe Size measured in Inches, all other measurments in Feet

Job Code: 95066 SVERDRUP CIVIL INC. Observed Infiltration and Service Flow measured in GPD



Utility Pipeline Services, Inc. TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.

Sub-System Number: v}

S e R R AR O
L o
... .
PIKE ST. 6 5 -8 ACP
TRl : :
1 Dry Break - In Service C
MD IN BREAK-IN SERVICE @151.1
2 Dry Service Connections
!
PIKE ST. 7 6 8 AcCP Asphalt 181 ﬂ
i x5 ‘r {:gog s % o 1
s - f
Service Connections !
!
PIKE 8T. 8 7 8 ACP 13 Asphalt 78.0 \
""%’ : 3 .% 35 -\;ﬁ £
e
Uipseivatios i
2 Dry Service Connections
MILL ST. 1 1.1 g AcP Asphalt 80.0 |
i
1 Dry Break - In Service Connection !
Sag In Line Beging @72, Sag measuring 2" ends @74 |
Prepared by Utility Pipeline Services, Inc. for: Page 2 of 2 Pipe Size measured in Inches, ail other measurments in Feet

Job Code: 95055 SVERCRUP CIVIL ,INC. Observed Infiltration and Service Flow measured in GPD



P

b

s

\\l
s i

b3

«.K\-.\-L_‘iés:.\.:“ s %%}:%&
e R R R RS
e

Sub-System Number;

=

Utility Pipeline Services, inc. TVLog System
Table 1
Summary of Observations During T.V. Inspection

EPPING N.H.

LAGOON ROAD 12
e A o e S T R e C e g
T
AU s
Leaking Joint @322
LAGOON ROAD 12 ACP 13 Asphalt
t?,s,. o b‘ﬁ,_ gosnmm: -z.."a._...'\o @%%%@g@- %‘%‘% 'tt{o:g;}_% {3{.\&\% ﬁ;} \U{”S‘w»
e "‘}‘.F%«:i‘?-' SERepAR e %:"'NQ' %‘é%\) gz%‘ mﬁ"%\\s&%\\%&%f 2
e
1080 Leaking Joint @2, 221
LAGOON ROAD 12 ACP 13 Asphalt 250.0
a:\?x ﬁé{-:%imw«ié&%ﬁ&xm-.m.“Sﬁﬁtﬁ-.“mj.-.‘.
oint @248
{ LAGOON ROAD 12 ACP
S BRESE Sbatt e et R
360 Break -In SC - Protruding 3" @118
187.2 Hole In Pipe @117
2180 Leaking Joint @2, 245
360 1 Running Service Connection
i \ ‘1 ! i
' LAGOQON ROAD | 12 1 ACP 13 Asphalt 32.0 ;
; i i |
A ﬂ'w:-}:ib <}
NO DEFECTS OBSERVED :
Prepared by Utility Pipeline Services, Inc. for: Page 1 of 4 Pipe Size measured in Inches, alt other measurments in Feet

Job Code: 950686 SVERDRUP CIVIL INC.

Observed Infiltration and Service Flow measured in GPD
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Utility Pipeline Services, inc, TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N.H.

Sub-System Number; E

R
R i ey R
%ﬁﬁm%% L
IO M T ST

)
:
T
R s
ShisEaR e e

S 3

ST
.

ERRRUR S

FECTS OBSERVE

CALEF HIGHWAY 11 10 12 ACP 13 Asphalt
|3

Mw?}g@n&&;- :3:'«\

@2

- i

Leakina Joint

CALEF HIGRWAY 12 11 12 ACP Asphalt

S

ﬁlﬁg Jo

Lea

int @

: :
CALEF HIGHWAY .‘r 13 12 ’ 12 ACP 13 Asphatt 212.0
; : n

& b@ yatin

RSB dione i ba IR S

2160 Leaking Joint @2

i
ELM STREET 14.1 l 13 12 ACP

Asphalt

R T

NO DEFEGTS OBSERVED

Prepared by Utility Pipeline Services, Inc. for: Page 2 of 4 Pipe Size measured in Inches, all other measurments in Feet

Job Code: 95068 SVERDRUP CIVIL ,INC. Observed Infiltration and Service Flow measured in GPD
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Utility Pipeline Services, tnc. TVLog System
Table 1
Summary of Observations During T.V. Inspection
EPPING N .-,
Sub-System Numiger: £
=

‘.‘\
Asphalt

=
s

R
5

= =
DR
DRI e mﬁgﬁ”%t%l?ﬁ(maﬁfw‘ '.‘-\{‘
Leaking Joint @70
3040 1 Running Service Connection
Camera Under Water @26, Camera Cut Of Water @32

Sag In Line Begins @13, Sag measuring 2" ends @50

!7ELM COURT

E—

16

1% g" ACP Asphalt

et e ¥
1 Dry Break - In Service C
MD IN BREAK-IN SERVICE @99.1
4 Dry Service Connections

ELM COURT

17

16 a" ACP 13

Asphalt ' I

1 Dry Break - In Service Connection
MD IN BREAK-IN SERVICE @187.1
1 Dry Service Connection

205.0

ELM ST.

22

18 8 ACP 13

Asphalt

Prepared by Utility Pipeline Services, Inc. for:

Job Code:

95066

SVERDRUP CIVIL ,INC.

156.0

Tl e T

43201 Running Service Connéc%ion
1 Dry Senvice Connegtion

Page 3 of 4 Pipe Size measured in Inches, all other measurments in Feet

QObserved Infiltration and Service Flow measured in GPD



Utility Pipeline Services, Inc. TVLog System

Table 1

Summary of Observations During T.V. Inspection

HIGH ST,

Sub-System Number: 3

EPPING N.H.

S
R %
e

N
w%&%m N
ik -.:-‘:-E‘"\od}:é:-:"\v w.\\gc-. LRSS R
1 Dry Break - In Service Conhection
Minera! Deposits @207

MD IN BREAK-IN SERVICE @181.1

3 Dry Service Connections

Sag In Line Begins @285, Sag measwring 2" ends @306

i
{ HIGH 5T. 20

12

g"

ACP 13 Asphalt

355.0

sseRalons

St shii ko ol AR o
Heole In Pipe @179
MD AT HOLE IN PIPE @179.1

7 Dry Service Connections

E
T HIGH ST. 21

20

g"

ACP 13 Asgphait

1 Dry Break - In Service Connection

Minerat Deposits @18

MD IN BREAK-IN SERVICE @301.1
1 Running Service Connection

7 Dry Service Connections

344.0

ELM STREET 14

4.1

12

ACP 13 Asphalt

Prepared by Utility Pipeline Services, inc, for:
Job Code: 25066

SVERDRUP CIVIL ,INC.

4 Dry Service Connections

Page 4 of 4 Pipe Size measured in inches, all other measurments in Feet

Qbserved Infiltration and Service Flow measured in GPD
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DR
s

R e -
. o

i 5 e
M}@ EASEMENT BETW REETS

e

R AR A0S s AR T

-gif\-'EPPING N.H.
Al R

| 5/28/965 0
BRIRIE 68

e

N

e q“%

Center of Manhole 3

167.9 RC Record Comment

NO DEFECTS OBSERVED

168.0 MH Center of Manhole 2

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC.

6/3/96




R
R

. ei\-_\g' 2
-::-5% 2 q\?;.;':" R e
e

Video Index Fini

sh

3 s
SR el
0.0 MH Center of Manhole 4
CAPPED OFF
110.0 JBISC Break - In Service 10
Conriection
290,00 |MH Center of Manhole 3

Data prepared by Utility Pipeline for

“SVERDRUP CIVIL ,INC.

6/3/96



R EVE

Video Index Start 0:07:04

%*%*?‘é%g‘%?@‘ﬁ% L
TooEesta i Coud . %.\,_-.:‘} m%&"- e
L
0.0 MH Center of Manhole 5
8.0 SAGE Sag In Line Begins
88.0 SAGE Sag measuring 3"
ends
230.0 |SAGB Sag In Line Begins
255.0 |SAGE Sag measuring 2.5"
ends
343.0 |MH Center of Manhole 4

Data prepared by Utility Pipeline for

SVERDRUP CIVIL |INC.

6/3/96

3




EPPING N H

S

SEMENT
el

ST
-»;-;éf’h

Video Index Start L

.
R

0.0 MH Center of Manhole &

PIPE CONNECTION LEAKING
240.0 W Leaking Joint 12-1 0:50

243.0 |MH Center of Manhole 5

Data prepared by Utility Pipeline for SVERDRUP CIVIL |INC, 6/3/96 4



DRUP GIVIL

P
RO A RO R

e

!

TR

,_%:»I’:'-ﬁ:::-':a' 2 *'; R R
..

o

R @%&ﬁ‘g\g&h\\

122.0

1:07:47 |

ﬂgzﬁ,“ﬁ@'ﬁh“ﬁ%&’%%@
5 S 3

L
e

AR
e

AR e & e OR s

Finish |

0.0 MH Center of Manhole
19
45.0 sSC Service Connection
IN SERVICE
52.0 RSC Running Service
Connection
1220 [ MH Center of Manhole 2
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 5




: EE 8 o “Sq%??
o

R A

3 PSTREAM
o v el

T

\:%ﬂ T
T

Video Index Finish

; R R
R R
SR e W .

7t "-‘-:_;‘:§§_ .

R

SRR RIS s
»%%%3{%%%3‘%%&}. 3‘:&&&:}»
0.0 MH Center of Manhole 2
. AT PIPE CONNECTION
2.0 MD Mineral Deposits
27.0 sC Service Connection -3
50.0 BISC Break - In Service 3
Connection
59.0 5C Service Connection 9
70.0 SC Service Connection 3
207.0 IMH Center of Manhole 3
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 6



o

SVERDRUP CIVIL ,INC.

O OGS S OO T

S B S ST R e At

0:56:40 |
SNSRI SRR
G R
S e SR .
0.0 MH Center of Manhole
20
55,0 sC Service Connection 9
JOINT
96.0 MD Mineral Deposits AT JoI
MD AT JOINT
1140 ([LJ Leaking Joint 3-4 0.25
126.0 |SC Service Connection 9
129.0 [RSC Running Service 3 0.25
Connecgtion
133.0 |sSC Service Connection Q
1585.0 | SC Service Connection 2
HEAVY MD iN SERVICE
155.1 RCF Record Comment
{with footage}
176.0 |MH Center of Manhole
19
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 7



il

:19

43

Video Index Finish [ 0

|

:37:12

0

Video Index Start |

Center of Manrhole

20

Service Connection

Center of Manhole

21

MH

sSC

MH

0.0

44.0

88.0

6/3/96

NG

SVERDRUP CIVIL

ity Pipeline for

il

Data prepared by Ut




e

Video Index Finish [ 0:37:06 |

oerw o

R B ‘%** FESER 5
.0 M Center of Manhole
23
4.0 tJ Leaking Joint 12 €13
12.0 sC Service Connection 3
32.0 SAGB Sag In Line Begins
42.0 s5C Service Connection 3
50.0 Ccuw Carnera Under
Water
60.0 Coow Camera Out Of
Water
68.0 SAGE Sag measuring 3"
ends
20.0 MD Mineral Deposits
130.0 BISC Break - In Service <]
Caonnection
132.0 |BISC Break - In Service 8
Connecticn
138.0 MH Center of Manhole
22

Data prepared by Utility Pipeline for

SVERDRUP CIVIL ,INC.

6/3/36




1 L
T -" T ; ko Q‘»}-ﬁ%&%
2

Video Index Start | - Video
“&miﬁ %\e%i . : — N
i 2 ‘ﬁ% B
0.0 Mk Center of Manhole
21
16.0 sC Service Connection 9
32.0 sC Service Connegtion 2
36.0 CUw Camera Under
Water
108.0 | COOW Camera Out Of
Water
135.0 | MH Center of Manhole
22

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC, 6/3/98 10



CIVIL ,INC.

PING N1, e
URENT ST

Video Index Start l 0:21:2% l

%_*\""&t;.‘ R

S

e o *gigﬁigga% Ve o ﬁ\§§}§§§‘%§‘¥%‘%§%&&
S e el AR 2 ég A 3 SEBNG
e %‘:é o
0.0 MH Center of Manhole
24
. . AT QUT GOING PIPE
2.0 MD Mineral Deposits CONNECTION
56.0 sSC Service Connection
IN SERVICE
125.0 |RsSC Running Service
Connection
150.0 |SAGB Sag In Line Bagins
179.0 |SAGE Sag measuring 2"
ends
188.0 |[SAGB Sag In Line Begins
195.0 |SAGE Sag measuring 2"
ends
2350 (SAGB Sag in Line Begins
257.0 | SAGE Sag rmeasuring 3,5"
ends
2590 [MH Center of Manhole
23
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 11



-

5

R

ROR

e
PR
.‘.

0.0 MH Center of Manhole
25
i i AT OUT GOING PIPE
2.0 MD Mineral Deposits CONNECTION
37.0 sSC Service Connection 3
229.0 |SAGB Sag In Line Begins
235.0 |SAGE Sag measuring 3"
ends
237.0 MH Center of Manhole

24

Data prepared by Utility Pipeline for

SVERDRUP CIVIL INC.

6/3/986

12



e

i

i i

_::'?;g'. 3

A PP RS

RRSRAGRY

SR N

Video Index Start [ 01056

l Videe Index Finish

s
. s
e

N T 0
anaaa
.

s
N '
T

i
HdiRE

0.0 MH Center of Manhole
26 ) .
2.0 MD Mineral Deposits égl\?#E'I;:%OOISG PIPE
174.0 |SC Service Connection 3
230.0 |MH Center of Manhole -
25

Data prepared by Utility Pipeline for

SVERDRUP CIVIL ,INC.

6/3/96

13




e “s

%;%‘3 %@%é“

'\}.\)'\0\.\

Video Index Start { ]

.

-.&gnq? S5

0.0 MH Center of Manhole

27

64,0 sC Service Connection
IN SERVICE

172.0 | RSC Running Service R

Connection
313.0 |sC Service Connection

. . AT INCOMING PIPE

367.0 |MD Mineral Deposits CONNECTICN
370.0 MH Center of Manhole

26

Data prepared by Utility Pipeline for

SVERDRUP CIVIL INC.




e
R R SRR

£

o
R T

DOWNSTREAM

s TR0 ‘-“\‘b.:.g.'-\'%;
Obtaraies el
L
0.0 MH Center of Manhole 6
£8.0 sC Service Connection 9
i 197.0 MK Center of Manhole 5
I P - s
}
]
]
]
!
Data prepared by Utility Pipetine for SVERDRUP CIVIL ,INC, 6/3/96 15



5/24/96
R SRR

C

SEEEPPING NH.
t‘féﬁ e T e oY e e
S HRAILROAD AV
e

:;‘w.xé.QQ\;%:ﬁ&“%\ S

S R

i %%.; % ;
e

- J

%‘%% :K%' = i
R R

] 1:17:59

f———

SR e A D
e ol g‘w@ﬁm@%‘m . e
L
0.0 MH Center of Manhole 7
29.0 RSC Running Service 1.00
Connection
1240 [BISC Break - In Service
Connection
IN BREAK-IN V!
19241 RCF Record Comment MD BREAK-IN SERVICE
{with footage)
290.0 [SAGB Sag In Line Begins
318.0 SAGE Sag measuring 2.5"
ends
358,0 jMH Center of Manhole 6
L | ]

Data prepared by Uhility Pipeline for SVERDRUP CIVIL INC. 6/3/96 16



SR &s-_g- R

T

e

Srandn
L

s

R
e %3‘3}%%‘%%

iy

Video Index Start |

s

1:07:15 |

g

Data prepared by Utility Pipeline for

SVERDRUP CIVIL INC.

6/3/96

1

i X 2 3o
%F& S "_.\" ._%s s 3 %E\“i"
i L Ubie -
L
r-
0.0 MH Center of Manhole 8
4.0 sC Service Connection 9
133.0 BISC Break - In Service 9
Connection
MD IN BREAK-IN SERVICE
133.1 RCF Record Comment REAK
{with footage)
227.0 |[RBISC Running Break -~ In 9 2.0
Service Connection
358.0 | MH Center of Manhole 7

-




5 -: RER OB
SEPPING N.H.

S

& o &
T et - ! g

SR e e e
SRR S : Sl
B Ui S Ao .

2
PR
S :

ACP :3 13

Video Index Start | 1:56:23 | Video Index Finish | END291 |

G a%%%‘% : % i hﬁ%‘%\; F};&v o
& R SR St e o
. L

14
i

0.0 MH Center of Manhole 2
35.0 BISC Break - In Service 3
Connection
MD IN BREAK-IN SERVICE
35.1 RCF Record Comment

{with footage)

45.0 SC Service Connection 9

95.0 SC Service Connection a

18%.0 |RSC Running Service 9 5.7 ¢ 0\2‘5
Connection o

231.0 sC Service Connection 3

268.0 |MH Center of Manhole 1

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 18



HEPPING N.H.

o :

SHEMILL ST.

R

0.0 MH Center of Manhole 3
81.0 sC Service Connection 3
137.0 MH Center of Manhole 2

Data prepared by Utility Pipeline lor SVERDRUP CIVIL ,INC. 6/3/96 19



L N

-
LLHSVER
-~ [EPPING N1,

X T O G RIS AN A OO o

SEE R
DOWNSTREAM b

%E‘ 25%\\ T‘

Videa Index Finish |

e
L .. . @ @

0.0 MH Center of Manhole 5

39.0 5C Service Connection 3

61.0 SC Service Connection 9 ’

85.0 sSC Service Connection 3 ) -V

96.0 MD Mineral Deposits AT JOINT

111.0 |SC Service Connection 2

154.0 |SC Service Connection 9

302.0 | MH Center of Manhole 3 o

Data prepared by Uhility Pipeline for SVERDRUP CiVIL INC. 6/3/96 20



o ﬁ 5/23/96 g%m;

AN aet
T e AR A e T

S e bRt R
i {SVERDRUP CIV

; '%i;z%; T T A T R
: -z%_l_’iN

W .
é%%;:?\% .
38 SRR

Video Index Start [ 1:43:49 | ] Video Index Finish | : |-
.
L e B
L e
0.0 MH Center of Manhole 4
L .
4.0 RSC Running Service 2 o< 0‘\_.{5
Connection Y .
. . IN SERVICE
49.0 RSC Running Service 3
L Connection
85.0 sC Service Connection 9
38.0 RSC Running Service 2 0.25
Connection
163.0 |sC Service Connection 3
171.0 BISC Break - In Service 2
Connection
257.0 |SC Service Connection 9
301.0 MH Center of Manhole 3

Data prepared by Uitility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 21



L ,INC,
H.

R T SR O T PO R AN

does
-

S
i

1:25:27
EREIe 2 2 : SRR e e
.

o

0.0 MH Center of Manhole 6
52.0 sC Service Connection 2
147.0 |sC Service Connection 9
151.0 }BISC Break - In Service 9
Connection
IN BREAK-IN SERVICE
151.1 RCF Record Comment MD BREAK SERV
{with footage)
223.0 MH Center of Manhole 5 .
L.

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC.

86/3/26

22
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SR

L A
Sarsatone
PR

ey

S 523796
S SR et

e R
e
iR

SR
R

.

OWNST
'w 2 .‘;:53"": :

Py SRR
)

-
*

b

SRR ‘\\
e

1 AsP

.
3 SR

e
S xs?%}- '
s %ﬁ%

PRt 3
.
L

2.

o

SRR
S

- 181.0

oy Al e
Video Index Finish 1:25:26

o

Center of Manhole 7
4.0 sC Service Connection ’ g
34.0 sC Service Connection 2
80.0 |SC Service Connection 3
99.0 sC Service Connection a
181.0 |MH Center of Manhole 6

Data prepared by Utility Pipeline for SVERDRUP GIVIL ,INC.

§/3/96

23




*i-z VERDRUPCIViL ING.

\MMVF’WW\WW'OM s RSk MRS IR AR

% i $%*%? o

3 '\
ma.. R ﬁ&i’**‘&»‘m Sy

ATy

o
L

Video Index Start [

e
:E:i»:«: “ﬁ%ﬁ%ﬁ%‘; “_%z% \\."-‘é, M;%::-

\&t‘é h"é ! B
‘3*% k\“i\-.\ mﬂﬁ%‘&\%ﬁmu HReR

0.0 MH Center of Manhole 1
5.0 BISC Break - In Service 2

Connection
72.0 SAGB Sag In Line Begins
74.0 SAGE Sag measuring 2"

ends
80.0 MH Center of Maphole

1.1

4 _— e

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 25
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e EPPING N.H.
ks 5 o T o P Ay

SLAGOON ROAD : :
Rl g 18
: OWNSTREA
et v
R S Wi 5y e
12 | =
Video Index Start | 1:15:08 | Video Index Finish | 1:20:85 |
B s e
. G| o .
?é.o -.3.-«:-\3*'53’-:&3%%@%?%5% %3%5‘3}.& i %ﬁt"‘-&%"ﬁ@f\‘ﬁ:o\x
0.0 MH Center of Manhole 3
3220 LJ Leaking Joint 9-10 1.00 PIPE CONNECTION
325.0 MM Center of Manhole 2
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC, 6/3/96 26
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HEPPING

RU
N.H,

By o G

S AGOON ROAD

9 *“é’?.
o

R
5 ,&'a 2
\.

s

3

f

CIVIL INC.

OO R O DO 0 A0 SRR O R S

O A ORI
e
2

R
o o

S deiBE e

i3

RIS

ey

O

.-
L &%@%\%

S i
S
= 2 : .‘\
S

1:10:42 |

Sy

‘.\P; i é%?}:%?k e E&:’E&%\%
T

0.0 MH Center of Manhole 4

2.0 LJ Leaking Jeint 2-3 0.25 PIPE CONNECTION LEAE‘
221.0 Jud Leaking Joint 8 0.50 PIPE CONNECTION LEAK
223.0 iMH Center of Manhole 3

’Dzila‘p'repared'by Uijlity Pipeline for

SVERDRUP CiVIL INC.

6/3/96

27




s

S

ST

1:06:51 |

s

Sy R g)@ng:,; o .
e

a.0 MH Center of Manhole 5
. . PIPE CONNECTION LEAK
248.0 |LJ Leaking Joint 3-4 1.00
250,0 | MH Center of Manhole 4

Data prepared by Utdity Pipeline for

SVERDRUP C)VIL ,INC.

6/3/96

28
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3
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T e e S L S G e T,

S
LI

S

A
3 %b\:‘g&?\ .

SRaRnTn

IVIL ,IN

P O I X

EPPING N.H.

LAGQON ROAD

x5
b
P

vt pEPRE

M R

R "\ o

SOOI

0.0 MH Center of Manhole 6
PE CONNECTION LEAK
2.0 ) Leaking Joint 11&2 .50 Pl NE
37.0 RSC Running Service 2 0.25
Connection
117.0 |HOLE Hole In Pipe 11 0.13
118.0 BISCP Break - In SC - 11 0.25
Protruding 3"
PIPE CONNECTION LEAK
2450 |W Leaking Joint 2 1.00
2458.0 [WMH Center of Manhole S

Data prepared by Utility Pipeline for

SVERDRUP CIVIL ,INC.

6/3/96
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T ‘-%\' % s ‘E*s‘.t" ..'\_‘?'

Videc Index Finish

yrre

%&% S i

=

SR

s is-*{'?. L
S

0.0 MH Center of Manhole
59.9 RC Record Comment NO DEFECTS OBSERVED
60.0 MH Center of Manhoie 7

Data prepared by Utility Pipeline for

SVERDRUP CIVIL ,INC.

6/3/96




SRR

OWNSTRE

R

D

Video Index Start | 0:51:46

.
.
0.0 MH Center of Manhole
i i
PIPE CONNECTION LEAK
2.0 LJ Leaking Joint 1084 2.50 ©
165.0 MH Center of Manhole
10

Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 32
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2

0:42:38 | { Video index Finish | 0:43:34 |

Susaivadan %@g& oW a,\§\%§ o
e N SR
0.0 MH Center of Manhole
14.1
NO DEFECTS OBSERVED
35.9 RC Record Comment
36.0 MH Center of Manhole
13

Data prepared by Utility Pipeline for SVERDRUP CIVIL .INC.

6/3/96

35
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e

2

e

Video Index Start L 0:35:11

B

AR SRR
L
0.0 MH Center of Manhole
16 X
43.0 sC Service Connection 9
99.0 BISC Break - In Service 2
Connecticn
MD IN BREAK-IN SERVICE
9g.1 RCF Record Comment

{with footage}

182.0 ([SC Service Connection 9
221.0 |[sC Service Connection 2
2240 |sC Service Connection 9
3040 | MH Center of Manhole
‘ 15 |
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC, 6/3/96 37
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Video Index Start , 0:06:32

R :
LEett e - Obeevaies o
S R aeenae heiah e BEGhRaRR
.. L
0.0 MH Center of Manhole
22
54.0 RSC Runring Service 2 3.00
Connection
83.0 5C Service Connection 9
156.0 |MH Center of Manhole
18
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC. 6/3/96 32
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FERTALE

izt

T
shvicos |

e

R

CIVIL,

Video Index Finish |  0:29:44 |

T R S —
S S

."2_‘ 3 :-;.3,%3-’2'0 %
oGk

0.0 MH Center of Manhole,
19
13.0 SC Service Connection 3
53.0 sC Service Connection 3
81.0 BISC Break - In Service 9

Connection

MD IN BREAK-IN SERVICE

1811 RCF Record Comment
[with footage)
AT JOINT
2070 |MD Mineral Depuosits
2240 |SC Service Connection 3
285.0 |SAGB Sag In Line Begins
306.0 |SAGE Sag measuring 2"
ends
307.0 |MH Center of Manhole
18
Data prepared by Utility Pipeline for SVERDRUP CIVIL ,INC, 6/3/96 40



ERDRUP CIVIL ,INC,
O

ol e e B

SO IR

4
5

o

5/2 36L

i \:&t“\% SRS R RSSO

Video Index Start

T
o %fg%‘"’ S s altlow
. e
0.0 MH Center of Manhole,
20
93.0 sC Service Connection 9
106.0 SC Service Connection 3
132.0 sC Service Connection 3
1™
179.0 | HOLE Hole In Pipe 2
MD AT HOLE IN PIPE
179.1 RCF Record Comment
(with footage)
2250 ([sC Service Connection 3
248.0 ([sSC Service Connection 3
297.0 |[SC Service Connecticn 3
327.0 SC Service Connection 9
355.0 MH Center of Manhole
19

Data prepared by Utility Pipeline for

SVERDRUP CIVIL ,INC.

6/3/96

41
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Video Index Start |

EXIXY.

T,

e S
e e
iéﬁm&x%%ﬁs%%fﬁg%&s&% S
0.0 MH Center of Manhole,
4.0 sC Service Connection 9
AT JOINT
18.0 MD Mineral Deposits
E
33.0 RSC Running Service 3 IN SERVIC
104.0 sSC Service Connection 3
173.0 |SC Service Connection 3
189.0 |SC Service Connection 9
2440 sC Service Connection 3
301.0 BisC Break - In Service 9
MD IN BREAK-IN SERVICE
301.1 RCF Record Comment R
{with footage)
338,0 |SC Sarvice Connection 3
339.0 |sC Service Connection 9
3440 |MH Center of Munhole
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